Preface




		Debian is a very successful operating system, which is pervasive in our digital lives more than people often imagine or are aware of. A few data points will suffice to make this clear. At the time of writing Debian is the most popular GNU/Linux variant among web servers: according to W3Techs, more than 10% of the web is Debian-powered. Think about it: how many web sites would have you missed today without Debian? Onto more fascinating deployments, Debian is the operating system of choice on the International Space Station. Have you been following the work of ISS astronauts, maybe via the social network presence of NASA or other international organizations? Both the work in itself and the posts about it have been made possible by Debian. Countless companies, universities, and public administrations rely on Debian daily for their operations, delivering services to millions of users around the world... and its orbit!
	

		But Debian is much more than an operating system, no matter how complex, featureful, and reliable such a system could be. Debian is a vision of the freedoms that people should enjoy in a world where more and more of our daily activities depend on software. Debian is born from the cardinal Free Software idea that people should be in control of their computers, and not the other way around. People with enough software knowledge should be able to dismantle, modify, reassemble and share with others all the software that matters to them. It doesn't matter if the software is used for frivolous activities like posting pictures of kittens on the Web, or for potentially life-threatening tasks such as driving our cars and powering the medical devices which cure us; you should control it. People without in-depth software knowledge, them too, should enjoy those freedom: they should be put in condition to delegate to people of their choice, people they trust, the audit or modification of software-based devices on their behalf.
	

		In the quest for the control of people over machines, Free operating systems play a fundamental role: you cannot be in full control of a computer device if you do not control its operating system. This is where Debian's main ambition comes from: producing the best, entirely Free operating system. For more than 20 years now, Debian has both developed a Free operating system and promoted a vision of Free Software around it. In so doing, Debian has set a very high bar for software freedom advocates around the world. Debian's decisions on matters of software licensing, for example, are routinely looked up to by international standard organizations, governments, and other Free Software projects, when deciding if something should be considered “free enough” or not.
	

		But this political vision is not yet enough to explain Debian's uniqueness. Debian is also a very peculiar social experiment, strongly attached to its independence. Think for a moment of other mainstream Free Software distributions, or even of popular proprietary operating systems. Chances are that you can associate each of them with a large company that is either the main development force behind the project, or at the very least the steward of all its non-development activities. Debian is different. Within the Debian Project volunteers pick on themselves the responsibilities of all the activities that are needed to keep Debian alive and kicking. The variety of those activities is stunning: from translations to system administration, from marketing to management, from conference organization to artwork design, from bookkeeping to legal issues, ... not to mention software packaging and development! Debian contributors take care of all of these.
	

		As a first consequence of this radical form of independence, Debian needs and relies on a very diverse community of volunteers. Any skill in any of the above areas, or others you can imagine, can be invested into Debian and will be used to improve the project. A second consequence of Debian independence is that Debian's choices can be trusted not to be driven by the commercial interests of specific companies — interests that we have no guarantee will always be aligned with the goal of promoting people's control over machines, as too many recent examples in the tech news testify.
	

		One last aspect contributes to Debian's uniqueness: the way in which the social experiment is run. Despite the folklore of being bureaucratic, decision making in Debian is in fact highly unstructured, almost anarchic. There exist clearly defined areas of responsibility within the project. People in charge of those areas are free to drive their own boat. As long as they keep up with the quality requirements agreed upon by the community, no one can tell them what to do or how to do their job. If you want to have a say on how something is done in Debian, you need to put yourself on the line and be ready to take the job on your shoulders. This peculiar form of meritocracy — which we sometimes call do-ocracy — is very empowering for contributors. Anyone with enough skills, time, and motivation can have a real impact on the direction the project is taking. This is testified by a population of about 1 000 official members of the Debian Project, and several thousands of contributors world-wide. It is no wonder that Debian is often credited as the largest community-driven Free Software project in existence.
	

		So Debian is quite unique. Are we the only ones noticing this? Definitely not. According to DistroWatch there are about 300 active Free Software distributions around. Half of that (about 140) are Debian derivatives. That means that they start from Debian, adapt it to fit the needs of their users — usually by adding, modifying, and rebuilding packages — and release the resulting product. In essence, derivatives apply the Free Software granted freedoms of modifying and redistributing copies not only to individual pieces of software, but to a distribution as a whole. The potential of reaching out to new Free Software users and contributors by the means of derivative distributions is huge. We believe that it is mainly thanks to that thriving ecosystem that Free Software is nowadays finally rivaling with proprietary software in fields which were historically considered hard to conquer, such as large desktop deployments. Debian sits at the root of the largest ecosystem of Free Software distributions in existence: even if you are not using Debian directly, and even if your distributor has not told you, chances are that you are benefiting right now from the work of the Debian community.
	

		But Debian's uniqueness sometimes comes with unexpected consequences. A consequence of Debian's vision on digital freedoms has been the need of redefining what we mean by software. The Debian Project has since long realized that, as part of an operating system, you need to distribute a lot of non-software material: music, images, documentation, raw data, firmware, etc. But how do you apply software freedoms to that material? Should we have different requirements or should all material be held up to the same high standard of freedom? The Debian Project has decided for the latter: all material shipped as part of Debian should offer the same freedoms to its users. Such a radical philosophical position has far reaching effects. It means we cannot distribute non-free firmware, or artwork not meant to be used in commercial settings, or books that cannot be modified in order to avoid tarnishing (as book publishers folklore goes) the author/publisher reputation.
	

		The book you have in your hands is different. It's a free as in freedom book, a book which is up to Debian freedom standards for every aspects of your digital life. For a very long time, the scarce availability of books like this one has been a significant shortcoming of Debian. It meant that that there was little reading material that help spreading Debian and its values, while at the same time embodying those values and showing off their advantages. But it also meant, ironically, that we had little such material that we could distribute as part of Debian itself. This is the first reputable book to address this shortcoming. You can apt-get install this book, you can redistribute it, you can fork this book or, better, submit bug reports and patches for it, so that other in the future can benefit from your contributions. The “maintainers” of this book — who are also its authors — are longstanding members of the Debian Project, who grok the freedom ethos that permeates every aspect of Debian and know first-hand what it means to take on the responsibility for important parts of Debian. By releasing this Free book they are doing, once more, such a wonderful service to the Debian community.
	

		We hope you will enjoy this cornerstone of Debian reading Freedom as much as we did.
	

		November 2013
	

		Stefano Zacchiroli (Debian Project Leader 2010-2013) and Lucas Nussbaum (Debian Project Leader 2013-incumbent)
	

14.3. Supervision: Prevention, Detection, Deterrence




			Monitoring is an integral part of any security policy for several reasons. Among them, that the goal of security is usually not restricted to guaranteeing data confidentiality, but it also includes ensuring availability of the services. It is therefore imperative to check that everything works as expected, and to detect in a timely manner any deviant behavior or change in quality of the service(s) rendered. Monitoring activity can help detecting intrusion attempts and enable a swift reaction before they cause grave consequences. This section reviews some tools that can be used to monitor several aspects of a Debian system. As such, it completes the section dedicated to generic system monitoring in Chapter 12, Advanced Administration.
		
14.3.1. Monitoring Logs with logcheck




				The logcheck program monitors log files every hour by default. It sends unusual log messages in emails to the administrator for further analysis.
			

				The list of monitored files is stored in /etc/logcheck/logcheck.logfiles; the default values work fine if the /etc/syslog.conf file has not been completely overhauled.
			

				logcheck can work in one of three more or less detailed modes: paranoid, server and workstation. The first one is very verbose, and should probably be restricted to specific servers such as firewalls. The second (and default) mode is recommended for most servers. The last one is designed for workstations, and is even terser (it filters out more messages).
			

				In all three cases, logcheck should probably be customized to exclude some extra messages (depending on installed services), unless the admin really wishes to receive hourly batches of long uninteresting emails. Since the message selection mechanism is rather complex, /usr/share/doc/logcheck-database/README.logcheck-database.gz is a required — if challenging — read.
			

				The applied rules can be split into several types:
			
	
						those that qualify a message as a cracking attempt (stored in a file in the /etc/logcheck/cracking.d/ directory);
					
	
						those canceling such a qualification (/etc/logcheck/cracking.ignore.d/);
					
	
						those classifying a message as a security alert (/etc/logcheck/violations.d/);
					
	
						those canceling this classification (/etc/logcheck/violations.ignore.d/);
					
	
						finally, those applying to the remaining messages (considered as system events).
					



CAUTION Ignoring a message




				Any message tagged as a cracking attempt or a security alert (following a rule stored in a /etc/logcheck/violations.d/myfile file) can only be ignored by a rule in a /etc/logcheck/violations.ignore.d/myfile or /etc/logcheck/violations.ignore.d/myfile-extension file.
			



				A system event is always signaled unless a rule in one of the /etc/logcheck/ignore.d.{paranoid,server,workstation}/ directories states the event should be ignored. Of course, the only directories taken into account are those corresponding to verbosity levels equal or greater than the selected operation mode.
			

TIP Your logs as screen background




				Some administrators like seeing their log messages scroll by in real time; the root-tail command (in the root-tail) package can be used to integrate the logs into the background of their graphical desktop. The xconsole program (in the x11-apps package) can also have them scrolling in a small window. Messages are directly taken from syslogd via the /dev/xconsole named pipe.
			



14.3.2. Monitoring Activity



14.3.2.1. In Real Time




					top is an interactive tool that displays a list of currently running processes. The default sorting is based on the current amount of processor use and can be obtained with the P key. Other sort orders include a sort by occupied memory (M key), by total processor time (T key) and by process identifier (N key). The k key allows killing a process by entering its process identifier. The r key allows renicing a process, i.e. changing its priority.
				

					When the system seems to be overloaded, top is a great tool to see which processes are competing for processor time or consume too much memory. In particular, it is often interesting to check if the processes consuming resources match the real services that the machine is known to host. An unknown process running as the www-data user should really stand out and be investigated, since it's probably an instance of software installed and executed on the system through a vulnerability in a web application.
				

					top is a very flexible tool and its manual page gives details on how to customize its display and adapt it to one's personal needs and habits.
				

					The gnome-system-monitor and qps graphical tools are similar to top and they provide roughly the same features.
				

14.3.2.2. History




					Processor load, network traffic and free disk space are information that are constantly varying. Keeping a history of their evolution is often useful in determining exactly how the computer is used.
				

					There are many dedicated tools for this task. Most can fetch data via SNMP (Simple Network Management Protocol) in order to centralize this information. An added benefit is that this allows fetching data from network elements that may not be general-purpose computers, such as dedicated network routers or switches.
				

					This book deals with Munin in some detail (see Section 12.4.1, “Setting Up Munin”) as part of Chapter 12: “Advanced Administration”. Debian also provides a similar tool, cacti. Its deployment is slightly more complex, since it is based solely on SNMP. Despite having a web interface, grasping the concepts involved in configuration still requires some effort. Reading the HTML documentation (/usr/share/doc/cacti/html/index.html) should be considered a prerequisite.
				

ALTERNATIVE mrtg




					mrtg (in the similarly-named package) is an older tool. Despite some rough edges, it can aggregate historical data and display them as graphs. It includes a number of scripts dedicated to collecting the most commonly monitored data such as processor load, network traffic, web page hits, and so on.
				

					The mrtg-contrib and mrtgutils packages contain example scripts that can be used directly.
				




14.3.3. Detecting Changes




				Once the system is installed and configured, and barring security upgrades, there's usually no reason for most of the files and directories to evolve, data excepted. It is therefore interesting to make sure that files actually do not change: any unexpected change would therefore be worth investigating. This section presents a few tools able to monitor files and to warn the administrator when an unexpected change occurs (or simply to list such changes).
			
14.3.3.1. Auditing Packages: debsums and its Limits




GOING FURTHER Protecting against upstream changes




					debsums is useful in detecting changes to files coming from a Debian package, but it will be useless if the package itself is compromised, for instance if the Debian mirror is compromised. Protecting against this class of attacks involves using APT's digital signature verification system (see Section 6.5, “Checking Package Authenticity”), and taking care to only install packages from a certified origin.
				



					debsums is an interesting tool since it allows finding what installed files have been modified (potentially by an attacker), but this should be taken with a grain of salt. First, because not all Debian packages provide the fingerprints required by this program (they can be found in /var/lib/dpkg/info/package.md5sums when they exist).     As a reminder: a fingerprint is a value, often a number (even though in hexadecimal notation), that contains a kind of signature for the contents of a file. This signature is calculated with an algorithm (MD5 or SHA1 being well-known examples) that more or less guarantee that even the tiniest change in the file contents implies a change in the fingerprint; this is known as the “avalanche effect”. This allows a simple numerical fingerprint to serve as a litmus test to check whether the contents of a file have been altered. These algorithms are not reversible; in other words, for most of them, knowing a fingerprint doesn't allow finding the corresponding contents. Recent mathematical advances seem to weaken the absoluteness of these principles, but their use is not called into question so far, since creating different contents yielding the same fingerprint still seems to be quite a difficult task.
				

					In addition, the md5sums files are stored on the hard disk; a thorough attacker will therefore update these files so they contain the new control sums for the subverted files.
				

					The first drawback can be avoided by asking debsums to base its checks on a .deb package instead of relying on the md5sums file. But that requires downloading the matching .deb files first:
				

# apt-get --reinstall -d install `debsums -l`
[ ... ]
# debsums -p /var/cache/apt/archives -g


					It is also worth noting that, in its default configuration, debsums automatically generates the missing md5sums files whenever a package is installed using APT.
				

					The other problem can be avoided in a similar fashion: the check must simply be based on a pristine .deb file. Since this implies having all the .deb files for all the installed packages, and being sure of their integrity, the simplest way is to grab them from a Debian mirror. This operation can be slow and tedious, and should therefore not be considered a proactive technique to be used on a regular basis.
				

# apt-get --reinstall -d install `grep-status -e 'Status: install ok installed' -n -s Package`
[ ... ]
# debsums -p /var/cache/apt/archives --generate=all


					Note that this example uses the grep-status command from the dctrl-tools package, which is not installed by default.
				

14.3.3.2. Monitoring Files: AIDE




					The AIDE tool (Advanced Intrusion Detection Environment) allows checking file integrity, and detecting any change against a previously recorded image of the valid system. This image is stored as a database (/var/lib/aide/aide.db) containing the relevant information on all files of the system (fingerprints, permissions, timestamps and so on). This database is first initialized with aideinit; it is then used daily (by the /etc/cron.daily/aide script) to check that nothing relevant changed. When changes are detected, AIDE records them in log files (/var/log/aide/*.log) and sends its findings to the administrator by email.
				

IN PRACTICE Protecting the database




					Since AIDE uses a local database to compare the states of the files, the validity of its results is directly linked to the validity of the database. If an attacker gets root permissions on a compromised system, they will be able to replace the database and cover their tracks. A possible workaround would be to store the reference data on read-only storage media.
				



					Many options in /etc/default/aide can be used to tweak the behavior of the aide package. The AIDE configuration proper is stored in /etc/aide/aide.conf and /etc/aide/aide.conf.d/ (actually, these files are only used by update-aide.conf to generate /var/lib/aide/aide.conf.autogenerated). Configuration indicates which properties of which files need to be checked. For instance, the contents of log files changes routinely, and such changes can be ignored as long as the permissions of these files stay the same, but both contents and permissions of executable programs must be constant. Although not very complex, the configuration syntax is not fully intuitive, and reading the aide.conf(5) manual page is therefore recommended.
				

					A new version of the database is generated daily in /var/lib/aide/aide.db.new; if all recorded changes were legitimate, it can be used to replace the reference database.
				

ALTERNATIVE Tripwire and Samhain




					Tripwire is very similar to AIDE; even the configuration file syntax is almost the same. The main addition provided by tripwire is a mechanism to sign the configuration file, so that an attacker cannot make it point at a different version of the reference database.
				

					Samhain also offers similar features, as well as some functions to help detecting rootkits (see the QUICK LOOK sidebar). It can also be deployed globally on a network, and record its traces on a central server (with a signature).
				



QUICK LOOK The checksecurity and chkrootkit/rkhunter packages




					The first of these packages contains several small scripts performing basic checks on the system (empty passwords, new setuid files, and so on) and warning the administrator if required. Despite its explicit name, an administrator should not rely solely on it to make sure a Linux system is secure.
				

					The chkrootkit and rkhunter packages allow looking for rootkits potentially installed on the system. As a reminder, these are pieces of software designed to hide the compromise of a system while discreetly keeping control of the machine. The tests are not 100% reliable, but they can usually draw the administrator's attention to potential problems.
				




14.3.4. Detecting Intrusion (IDS/NIDS)




BACK TO BASICS Denial of service




				A “denial of service” attack has only one goal: to make a service unavailable. Whether such an attack involves overloading the server with queries or exploiting a bug, the end result is the same: the service is no longer operational. Regular users are unhappy, and the entity hosting the targeted network service suffers a loss in reputation (and possibly in revenue, for instance if the service was an e-commerce site).
			

				Such an attack is sometimes “distributed”; this usually involves overloading the server with large numbers of queries coming from many different sources so that the server becomes unable to answer the legitimate queries. These types of attacks have gained well-known acronyms: DoS and DDoS (depending on whether the denial of service attack is distributed or not).
			



				snort (in the Debian package of the same name) is a NIDS — a Network Intrusion Detection System. Its function is to listen to the network and try to detect infiltration attempts and/or hostile acts (including denial of service attacks). All these events are logged, and a daily email is sent to the administrator with a summary of the past 24 hours.
			

				Its configuration requires describing the range of addresses that the local network covers. In practice, this means the set of all potential attack targets. Other important parameters can be configured with dpkg-reconfigure snort, including the network interface to monitor. This will often be eth0 for an Ethernet connection, but other possibilities exist such as ppp0 for an ADSL or PSTN (Public Switched Telephone Network, or good old dialup modem), or even wlan0 for some wireless network cards.
			

GOING FURTHER Integration with prelude




				Prelude brings centralized monitoring of security information. Its modular architecture includes a server (the manager in prelude-manager) which gathers alerts generated by sensors of various types.
			

				Snort can be configured as such a sensor. Other possibilities include prelude-lml (Log Monitor Lackey) which monitors log files (in a manner similar to logcheck, described in Section 14.3.1, “Monitoring Logs with logcheck”).
			



				The snort configuration file (/etc/snort/snort.conf) is very long, and the abundant comments describe each directive with much detail. Getting the most out of it requires reading it in full and adapting it to the local situation. For instance, indicating which machine hosts which service can limit the number of incidents snort will report, since a denial of service attack on a desktop machine is far from being as critical as one on a DNS server. Another interesting directive allows storing the mappings between IP addresses and MAC addresses (these uniquely identify a network card), so as to allow detecting ARP spoofing attacks by which a compromised machine attempts to masquerade as another such as a sensitive server.
			

CAUTION Range of action




				The effectiveness of snort is limited by the traffic seen on the monitored network interface. It will obviously not be able to detect anything if it cannot observe the real traffic. When plugged into a network switch, it will therefore only monitor attacks targeting the machine it runs on, which is probably not the intention. The machine hosting snort should therefore be plugged into the “mirror” port of the switch, which is usually dedicated to chaining switches and therefore gets all the traffic.
			

				On a small network based around a network hub, there is no such problem, since all machines get all the traffic.
			




12.2. Virtualization




			Virtualization  is one of the most major advances in the recent years of computing. The term covers various abstractions and techniques simulating virtual computers with a variable degree of independence on the actual hardware. One physical server can then host several systems working at the same time and in isolation. Applications are many, and often derive from this isolation: test environments with varying configurations for instance, or separation of hosted services across different virtual machines for security.
		

			There are multiple virtualization solutions, each with its own pros and cons. This book will focus on Xen, LXC, and KVM, but other noteworthy implementations include the following:
		
	
					QEMU is a software emulator for a full computer; performances are far from the speed one could achieve running natively, but this allows running unmodified or experimental operating systems on the emulated hardware. It also allows emulating a different hardware architecture: for instance, an amd64 system can emulate an arm computer. QEMU is free software. → http://www.qemu.org/

				
	
					Bochs is another free virtual machine, but it only emulates the x86 architectures (i386 and amd64).
				
	
					VMWare is a proprietary virtual machine; being one of the oldest out there, it is also one of the most widely-known. It works on principles similar to QEMU. VMWare proposes advanced features such as snapshotting a running virtual machine. → http://www.vmware.com/

				
	
					VirtualBox is a virtual machine that is mostly free software (although some extra components are available under a proprietary license). It's younger than VMWare and restricted to the i386 and amd64 architectures, but it still includes some snapshotting and other interesting features. VirtualBox has been part of Debian since Lenny. → http://www.virtualbox.org/

				


12.2.1. Xen




				Xen  is a “paravirtualization” solution. It introduces a thin abstraction layer, called a “hypervisor”, between the hardware and the upper systems; this acts as a referee that controls access to hardware from the virtual machines. However, it only handles a few of the instructions, the rest is directly executed by the hardware on behalf of the systems. The main advantage is that performances are not degraded, and systems run close to native speed; the drawback is that the kernels of the operating systems one wishes to use on a Xen hypervisor need to be adapted to run on Xen.
			

				Let's spend some time on terms. The hypervisor is the lowest layer, that runs directly on the hardware, even below the kernel. This hypervisor can split the rest of the software across several domains, which can be seen as so many virtual machines. One of these domains (the first one that gets started) is known as dom0, and has a special role, since only this domain can control the hypervisor and the execution of other domains. These other domains are known as domU. In other words, and from a user point of view, the dom0 matches the “host” of other virtualization systems, while a domU can be seen as a “guest”.
			

CULTURE Xen and the various versions of Linux




				Xen was initially developed as a set of patches that lived out of the official tree, and not integrated to the Linux kernel. At the same time, several upcoming virtualization systems (including KVM) required some generic virtualization-related functions to facilitate their integration, and the Linux kernel gained this set of functions (known as the paravirt_ops or pv_ops interface). Since the Xen patches were duplicating some of the functionality of this interface, they couldn't be accepted officially.
			

				Xensource, the company behind Xen, therefore had to port Xen to this new framework, so that the Xen patches could be merged into the official Linux kernel. That meant a lot of code rewrite, and although Xensource soon had a working version based on the paravirt_ops interface, the patches were only progressively merged into the official kernel. The merge was completed in Linux 3.0. 
→ http://wiki.xenproject.org/wiki/XenParavirtOps

			

				Since Wheezy is based on version 3.2 of the Linux kernel, the standard linux-image-686-pae and linux-image-amd64 packages include the necessary code, and the distribution-specific patching that was required for Squeeze and earlier versions of Debian is no more. 
→ http://wiki.xenproject.org/wiki/Xen_Kernel_Feature_Matrix

			



				Using Xen under Debian requires three components:
			

NOTE Architectures compatible with Xen




				Xen is currently only available for the i386 and amd64 architectures. Moreover, it uses processor instructions that haven't always been provided in all i386-class computers. Note that most of the Pentium-class (or better) processors made after 2001 will work, so this restriction won't apply to very many situations.
			



CULTURE Xen and non-Linux kernels




				Xen requires modifications to all the operating systems one wants to run on it; not all kernels have the same level of maturity in this regard. Many are fully-functional, both as dom0 and domU: Linux 3.0 and later, NetBSD 4.0 and later, and OpenSolaris. Others, such as OpenBSD 4.0, FreeBSD 8 and Plan 9, only work as a domU.
			

				However, if Xen can rely on the hardware functions dedicated to virtualization (which are only present in more recent processors), even non-modified operating systems can run as domU (including Windows).
			


	
						The hypervisor itself. According to the available hardware, the appropriate package will be either xen-hypervisor-4.1-i386 or xen-hypervisor-4.1-amd64.
					
	
						A kernel that runs on that hypervisor. Any kernel more recent than 3.0 will do, including the 3.2 version present in Wheezy.
					
	
						The i386 architecture also requires a standard library with the appropriate patches taking advantage of Xen; this is in the libc6-xen package.
					



				In order to avoid the hassle of selecting these components by hand, a few convenience packages (such as xen-linux-system-686-pae and xen-linux-system-amd64) have been made available; they all pull in a known-good combination of the appropriate hypervisor and kernel packages. The hypervisor also brings xen-utils-4.1, which contains tools to control the hypervisor from the dom0. This in turn brings the appropriate standard library. During the installation of all that, configuration scripts also create a new entry in the Grub bootloader menu, so as to start the chosen kernel in a Xen dom0. Note however that this entry is not usually set to be the first one in the list, and will therefore not be selected by default. If that is not the desired behavior, the following commands will change it:
			
# mv /etc/grub.d/20_linux_xen /etc/grub.d/09_linux_xen
# update-grub


				Once these prerequisites are installed, the next step is to test the behavior of the dom0 by itself; this involves a reboot to the hypervisor and the Xen kernel. The system should boot in its standard fashion, with a few extra messages on the console during the early initialization steps.
			

				Now is the time to actually install useful systems on the domU systems, using the tools from xen-tools. This package provides the xen-create-image command, which largely automates the task. The only mandatory parameter is --hostname, giving a name to the domU; other options are important, but they can be stored in the /etc/xen-tools/xen-tools.conf configuration file, and their absence from the command line doesn't trigger an error. It is therefore important to either check the contents of this file before creating images, or to use extra parameters in the xen-create-image invocation. Important parameters of note include the following:
			
	
						--memory, to specify the amount of RAM dedicated to the newly created system;
					
	
						--size and --swap, to define the size of the “virtual disks” available to the domU;
					
	
						--debootstrap, to cause the new system to be installed with debootstrap; in that case, the --dist option will also most often be used (with a distribution name such as wheezy).
					
GOING FURTHER Installing a non-Debian system in a domU




						In case of a non-Linux system, care should be taken to define the kernel the domU must use, using the --kernel option.
					



	
						--dhcp states that the domU's network configuration should be obtained by DHCP while --ip allows defining a static IP address.
					
	
						Lastly, a storage method must be chosen for the images to be created (those that will be seen as hard disk drives from the domU). The simplest method, corresponding to the --dir option, is to create one file on the dom0 for each device the domU should be provided. For systems using LVM, the alternative is to use the --lvm option, followed by the name of a volume group; xen-create-image will then create a new logical volume inside that group, and this logical volume will be made available to the domU as a hard disk drive.
					
NOTE Storage in the domU




						Entire hard disks can also be exported to the domU, as well as partitions, RAID arrays or pre-existing LVM logical volumes. These operations are not automated by xen-create-image, however, so editing the Xen image's configuration file is in order after its initial creation with xen-create-image.
					






				Once these choices are made, we can create the image for our future Xen domU:
			
# xen-create-image --hostname testxen --dhcp --dir /srv/testxen --size=2G --dist=wheezy --role=udev

[...]
General Information
--------------------
Hostname       :  testxen
Distribution   :  wheezy
Mirror         :  http://ftp.debian.org/debian/
Partitions     :  swap            128Mb (swap)
                  /               2G    (ext3)
Image type     :  sparse
Memory size    :  128Mb
Kernel path    :  /boot/vmlinuz-3.2.0-4-686-pae
Initrd path    :  /boot/initrd.img-3.2.0-4-686-pae
[...]
Logfile produced at:
         /var/log/xen-tools/testxen.log

Installation Summary
---------------------
Hostname        :  testxen
Distribution    :  wheezy
IP-Address(es)  :  dynamic
RSA Fingerprint :  0a:6e:71:98:95:46:64:ec:80:37:63:18:73:04:dd:2b
Root Password   :  48su67EW


				We now have a virtual machine, but it is currently not running (and therefore only using space on the dom0's hard disk). Of course, we can create more images, possibly with different parameters.
			

				Before turning these virtual machines on, we need to define how they'll be accessed. They can of course be considered as isolated machines, only accessed through their system console, but this rarely matches the usage pattern. Most of the time, a domU will be considered as a remote server, and accessed only through a network. However, it would be quite inconvenient to add a network card for each domU; which is why Xen allows creating virtual interfaces, that each domain can see and use in a standard way. Note that these cards, even though they're virtual, will only be useful once connected to a network, even a virtual one. Xen has several network models for that:
			
	
						The simplest model is the bridge model; all the eth0 network cards (both in the dom0 and the domU systems) behave as if they were directly plugged into an Ethernet switch.
					
	
						Then comes the routing model, where the dom0 behaves as a router that stands between the domU systems and the (physical) external network.
					
	
						Finally, in the NAT model, the dom0 is again between the domU systems and the rest of the network, but the domU systems are not directly accessible from outside, and traffic goes through some network address translation on the dom0.
					



				These three networking nodes involve a number of interfaces with unusual names, such as vif*, veth*, peth* and xenbr0. The Xen hypervisor arranges them in whichever layout has been defined, under the control of the user-space tools. Since the NAT and routing models are only adapted to particular cases, we will only address the bridging model.
			

				The standard configuration of the Xen packages does not change the system-wide network configuration. However, the xend daemon is configured to integrate virtual network interfaces into any pre-existing network bridge (with xenbr0 taking precedence if several such bridges exist). We must therefore set up a bridge in /etc/network/interfaces (which requires installing the bridge-utils package, which is why the xen-utils-4.1 package recommends it) to replace the existing eth0 entry:
			
auto xenbr0
iface xenbr0 inet dhcp
    bridge_ports eth0
    bridge_maxwait 0


				After rebooting to make sure the bridge is automatically created, we can now start the domU with the Xen control tools, in particular the xm command. This command allows different manipulations on the domains, including listing them and, starting/stopping them.
			
# xm list
Name                                        ID   Mem VCPUs      State   Time(s)
Domain-0                                     0   463     1     r-----      9.8
# xm create testxen.cfg
Using config file "/etc/xen/testxen.cfg".
Started domain testxen (id=1)
# xm list
Name                                        ID   Mem VCPUs      State   Time(s)
Domain-0                                     0   366     1     r-----     11.4
testxen                                      1   128     1     -b----      1.1

CAUTION Only one domU per image!




				While it is of course possible to have several domU systems running in parallel, they will all need to use their own image, since each domU is made to believe it runs on its own hardware (apart from the small slice of the kernel that talks to the hypervisor). In particular, it isn't possible for two domU systems running simultaneously to share storage space. If the domU systems are not run at the same time, it is however quite possible to reuse a single swap partition, or the partition hosting the /home filesystem.
			



				Note that the testxen domU uses real memory taken from the RAM that would otherwise be available to the dom0, not simulated memory. Care should therefore be taken, when building a server meant to host Xen instances, to provision the physical RAM accordingly.
			

				Voilà! Our virtual machine is starting up. We can access it in one of two modes. The usual way is to connect to it “remotely” through the network, as we would connect to a real machine; this will usually require setting up either a DHCP server or some DNS configuration. The other way, which may be the only way if the network configuration was incorrect, is to use the hvc0 console, with the xm console command:
			
# xm console testxen
[...]

Debian GNU/Linux 7.0 testxen hvc0

testxen login: 

				One can then open a session, just like one would do if sitting at the virtual machine's keyboard. Detaching from this console is achieved through the Control+] key combination.
			

TIP Getting the console straight away




				Sometimes one wishes to start a domU system and get to its console straight away; this is why the xm create command takes a -c switch. Starting a domU with this switch will display all the messages as the system boots.
			



TOOL OpenXenManager




				OpenXenManager (in the openxenmanager package) is a graphical interface allowing remote management of Xen domains via Xen's API. It can thus control Xen domains remotely. It provides most of the features of the xm command.
			



				Once the domU is up, it can be used just like any other server (since it is a GNU/Linux system after all). However, its virtual machine status allows some extra features. For instance, a domU can be temporarily paused then resumed, with the xm pause and xm unpause commands. Note that even though a paused domU does not use any processor power, its allocated memory is still in use. It may be interesting to consider the xm save and xm restore commands: saving a domU frees the resources that were previously used by this domU, including RAM. When restored (or unpaused, for that matter), a domU doesn't even notice anything beyond the passage of time. If a domU was running when the dom0 is shut down, the packaged scripts automatically save the domU, and restore it on the next boot. This will of course involve the standard inconvenience incurred when hibernating a laptop computer, for instance; in particular, if the domU is suspended for too long, network connections may expire. Note also that Xen is so far incompatible with a large part of ACPI power management, which precludes suspending the host (dom0) system.
			

DOCUMENTATION xm options




				Most of the xm subcommands expect one or more arguments, often a domU name. These arguments are well described in the xm(1) manual page.
			



				Halting or rebooting a domU can be done either from within the domU (with the shutdown command) or from the dom0, with xm shutdown or xm reboot.
			

GOING FURTHER Advanced Xen




				Xen has many more features than we can describe in these few paragraphs. In particular, the system is very dynamic, and many parameters for one domain (such as the amount of allocated memory, the visible hard drives, the behavior of the task scheduler, and so on) can be adjusted even when that domain is running. A domU can even be migrated across servers without being shut down, and without losing its network connections! For all these advanced aspects, the primary source of information is the official Xen documentation. 
→ http://www.xen.org/support/documentation.html

			



12.2.2. LXC




				Even though it is used to build “virtual machines”, LXC  is not, strictly speaking, a virtualization system, but a system to isolate groups of processes from each other even though they all run on the same host. It takes advantage of a set of recent evolutions in the Linux kernel, collectively known as control groups, by which different sets of processes called “groups” have different views of certain aspects of the overall system. Most notable among these aspects are the process identifiers, the network configuration, and the mount points. Such a group of isolated processes will not have any access to the other processes in the system, and its accesses to the filesystem can be restricted to a specific subset. It can also have its own network interface and routing table, and it may be configured to only see a subset of the available devices present on the system.
			

				These features can be combined to isolate a whole process family starting from the init process, and the resulting set looks very much like a virtual machine. The official name for such a setup is a “container” (hence the LXC moniker: LinuX Containers), but a rather important difference with “real” virtual machines such as provided by Xen or KVM is that there's no second kernel; the container uses the very same kernel as the host system. This has both pros and cons: advantages include excellent performance due to the total lack of overhead, and the fact that the kernel has a global vision of all the processes running on the system, so the scheduling can be more efficient than it would be if two independent kernels were to schedule different task sets. Chief among the inconveniences is the impossibility to run a different kernel in a container (whether a different Linux version or a different operating system altogether).
			

NOTE LXC isolation limits




				LXC containers do not provide the level of isolation achieved by heavier emulators or virtualizers. In particular:
			
	
						the Wheezy standard kernel does not allow limiting the amount of memory available to a container; the feature exists, and is built in the kernel, but it is disabled by default because it has a (slight) cost on overall system performance; however, enabling it is a simple matter of setting the cgroup_enable=memory kernel command-line option at boot time;
					
	
						since the kernel is shared among the host system and the containers, processes constrained to containers can still access the kernel messages, which can lead to information leaks if messages are emitted by a container;
					
	
						for similar reasons, if a container is compromised and a kernel vulnerability is exploited, the other containers may be affected too;
					
	
						on the filesystem, the kernel checks permissions according to the numerical identifiers for users and groups; these identifiers may designate different users and groups depending on the container, which should be kept in mind if writable parts of the filesystem are shared among containers.
					





				Since we're dealing with isolation and not plain virtualization, setting up LXC containers is more complex than just running debian-installer on a virtual machine. We'll describe a few prerequisites, then go on to the network configuration; we will then be able to actually create the system to be run in the container.
			
12.2.2.1. Preliminary Steps




					The lxc package contains the tools required to run LXC, and must therefore be installed.
				

					LXC also requires the control groups configuration system, which is a virtual filesystem to be mounted on /sys/fs/cgroup. The /etc/fstab should therefore include the following entry:
				
# /etc/fstab: static file system information.
[...]
cgroup            /sys/fs/cgroup           cgroup    defaults        0       0


					/sys/fs/cgroup will then be mounted automatically at boot time; if no immediate reboot is planned, the filesystem should be manually mounted with mount /sys/fs/cgroup.
				

12.2.2.2. Network Configuration




					The goal of installing LXC is to set up virtual machines; while we could of course keep them isolated from the network, and only communicate with them via the filesystem, most use cases involve giving at least minimal network access to the containers. In the typical case, each container will get a virtual network interface, connected to the real network through a bridge. This virtual interface can be plugged either directly onto the host's physical network interface (in which case the container is directly on the network), or onto another virtual interface defined on the host (and the host can then filter or route traffic). In both cases, the bridge-utils package will be required.
				

					The simple case is just a matter of editing /etc/network/interfaces, moving the configuration for the physical interface (for instance eth0) to a bridge interface (usually br0), and configuring the link between them. For instance, if the network interface configuration file initially contains entries such as the following:
				
auto eth0
iface eth0 inet dhcp

					They should be disabled and replaced with the following:
				
#auto eth0
#iface eth0 inet dhcp

auto br0
iface br0 inet dhcp
  bridge-ports eth0

					The effect of this configuration will be similar to what would be obtained if the containers were machines plugged into the same physical network as the host. The “bridge” configuration manages the transit of Ethernet frames between all the bridged interfaces, which includes the physical eth0 as well as the interfaces defined for the containers.
				

					In cases where this configuration cannot be used (for instance if no public IP addresses can be assigned to the containers), a virtual tap interface will be created and connected to the bridge. The equivalent network topology then becomes that of a host with a second network card plugged into a separate switch, with the containers also plugged into that switch. The host must then act as a gateway for the containers if they are meant to communicate with the outside world.
				

					In addition to bridge-utils, this “rich” configuration requires the vde2 package; the /etc/network/interfaces file then becomes:
				
# Interface eth0 is unchanged
auto eth0
iface eth0 inet dhcp

# Virtual interface 
auto tap0
iface tap0 inet manual
  vde2-switch -t tap0

# Bridge for containers
auto br0
iface br0 inet static
  bridge-ports tap0
  address 10.0.0.1
  netmask 255.255.255.0


					The network can then be set up either statically in the containers, or dynamically with DHCP server running on the host. Such a DHCP server will need to be configured to answer queries on the br0 interface.
				

12.2.2.3. Setting Up the System




					Let us now set up the filesystem to be used by the container. Since this “virtual machine” will not run directly on the hardware, some tweaks are required when compared to a standard filesystem, especially as far as the kernel, devices and consoles are concerned. Fortunately, the lxc includes scripts that mostly automate this configuration. For instance, the following commands (which require the debootstrap and rsync packages) will install a Debian container:
				
root@mirwiz:~# lxc-create -n testlxc -t debian
Note: Usually the template option is called with a configuration
file option too, mostly to configure the network.
For more information look at lxc.conf (5)

debootstrap is /usr/sbin/debootstrap
Checking cache download in /var/cache/lxc/debian/rootfs-wheezy-amd64 ... 
Downloading debian minimal ...
I: Retrieving Release
I: Retrieving Release.gpg
[...]
Root password is 'root', please change !
'debian' template installed
'testlxc' created
root@mirwiz:~# 


					Note that the filesystem is initially created in /var/cache/lxc, then moved to its destination directory. This allows creating identical containers much more quickly, since only copying is then required.
				

					Note that the debian template creation script accepts an --arch option to specify the architecture of the system to be installed and a --release option if you want to install something else than the current stable release of Debian. You can also set the MIRROR environment variable to point to a local Debian mirror.
				

					The newly-created filesystem now contains a minimal Debian system, and by default the container shares the network device with the host system. Since this is not really wanted, we will edit the container's configuration file (/var/lib/lxc/testlxc/config) and add a few lxc.network.* entries:
				
lxc.network.type = veth
lxc.network.flags = up
lxc.network.link = br0
lxc.network.hwaddr = 4a:49:43:49:79:20


					These entries mean, respectively, that a virtual interface will be created in the container; that it will automatically be brought up when said container is started; that it will automatically be connected to the br0 bridge on the host; and that its MAC address will be as specified. Should this last entry be missing or disabled, a random MAC address will be generated.
				

					Another useful entry in that file is the setting of the hostname:
				
lxc.utsname = testlxc


12.2.2.4. Starting the Container




					Now that our virtual machine image is ready, let's start the container:
				
root@mirwiz:~# lxc-start --daemon --name=testlxc
root@mirwiz:~# lxc-console -n testlxc
Debian GNU/Linux 7 testlxc tty1

testlxc login: root
Password: 
Linux testlxc 3.2.0-4-amd64 #1 SMP Debian 3.2.46-1+deb7u1 x86_64

The programs included with the Debian GNU/Linux system are free software;
the exact distribution terms for each program are described in the
individual files in /usr/share/doc/*/copyright.

Debian GNU/Linux comes with ABSOLUTELY NO WARRANTY, to the extent
permitted by applicable law.
root@testlxc:~# ps auxwf
USER       PID %CPU %MEM    VSZ   RSS TTY      STAT START   TIME COMMAND
root         1  0.0  0.0  10644   824 ?        Ss   09:38   0:00 init [3]  
root      1232  0.0  0.2   9956  2392 ?        Ss   09:39   0:00 dhclient -v -pf /run/dhclient.eth0.pid 
root      1379  0.0  0.1  49848  1208 ?        Ss   09:39   0:00 /usr/sbin/sshd
root      1409  0.0  0.0  14572   892 console  Ss+  09:39   0:00 /sbin/getty 38400 console
root      1410  0.0  0.1  52368  1688 tty1     Ss   09:39   0:00 /bin/login --     
root      1414  0.0  0.1  17876  1848 tty1     S    09:42   0:00  \_ -bash
root      1418  0.0  0.1  15300  1096 tty1     R+   09:42   0:00      \_ ps auxf
root      1411  0.0  0.0  14572   892 tty2     Ss+  09:39   0:00 /sbin/getty 38400 tty2 linux
root      1412  0.0  0.0  14572   888 tty3     Ss+  09:39   0:00 /sbin/getty 38400 tty3 linux
root      1413  0.0  0.0  14572   884 tty4     Ss+  09:39   0:00 /sbin/getty 38400 tty4 linux
root@testlxc:~# 

					We are now in the container; our access to the processes is restricted to only those started from the container itself, and our access to the filesystem is similarly restricted to the dedicated subset of the full filesystem (/var/lib/lxc/testlxc/rootfs). We can exit the console with Control+a q.
				

					Note that we ran the container as a background process, thanks to the --daemon option of lxc-start. We can interrupt the container with a command such as lxc-kill --name=testlxc.
				

					The lxc package contains an initialization script that can automatically start one or several containers when the host boots; its configuration file, /etc/default/lxc, is relatively straightforward; note that the container configuration files need to be stored in /etc/lxc/auto/; many users may prefer symbolic links, such as can be created with ln -s /var/lib/lxc/testlxc/config /etc/lxc/auto/testlxc.config.
				

GOING FURTHER Mass virtualization




					Since LXC is a very lightweight isolation system, it can be particularly adapted to massive hosting of virtual servers. The network configuration will probably be a bit more advanced than what we described above, but the “rich” configuration using tap and veth interfaces should be enough in many cases.
				

					It may also make sense to share part of the filesystem, such as the /usr and /lib subtrees, so as to avoid duplicating the software that may need to be common to several containers. This will usually be achieved with lxc.mount.entry entries in the containers configuration file. An interesting side-effect is that the processes will then use less physical memory, since the kernel is able to detect that the programs are shared. The marginal cost of one extra container can then be reduced to the disk space dedicated to its specific data, and a few extra processes that the kernel must schedule and manage.
				

					We haven't described all the available options, of course; more comprehensive information can be obtained from the lxc(7) and lxc.conf(5) manual pages and the ones they reference.
				




12.2.3. Virtualization with KVM




				KVM, which stands for Kernel-based Virtual Machine, is first and foremost a kernel module providing most of the infrastructure that can be used by a virtualizer, but it is not a virtualizer by itself. Actual control for the virtualization is handled by a QEMU-based application. Don't worry if this section mentions qemu-* commands: it is still about KVM.
			

				Unlike other virtualization systems, KVM was merged into the Linux kernel right from the start. Its developers chose to take advantage of the processor instruction sets dedicated to virtualization (Intel-VT and AMD-V), which keeps KVM lightweight, elegant and not resource-hungry. The counterpart, of course, is that KVM mainly works on i386 and amd64 processors, and only those recent enough to have these instruction sets. You can ensure that you have such a processor if you have “vmx” or “svm” in the CPU flags listed in /proc/cpuinfo.
			

				With Red Hat actively supporting its development, KVM has more or less become the reference for Linux virtualization.
			
12.2.3.1. Preliminary Steps




					Unlike such tools as VirtualBox, KVM itself doesn't include any user-interface for creating and managing virtual machines. The qemu-kvm package only provides an executable able to start a virtual machine, as well as an initialization script that loads the appropriate kernel modules.
				

					Fortunately, Red Hat also provides another set of tools to address that problem, by developing the libvirt library and the associated virtual machine manager tools. libvirt allows managing virtual machines in a uniform way, independently of the virtualization system involved behind the scenes (it currently supports QEMU, KVM, Xen, LXC, OpenVZ, VirtualBox, VMWare and UML). virtual-manager is a graphical interface that uses libvirt to create and manage virtual machines.
				

					We first install the required packages, with apt-get install qemu-kvm libvirt-bin virtinst virt-manager virt-viewer. libvirt-bin provides the libvirtd daemon, which allows (potentially remote) management of the virtual machines running of the host, and starts the required VMs when the host boots. In addition, this package provides the virsh command-line tool, which allows controlling the libvirtd-managed machines.
				

					The virtinst package provides virt-install, which allows creating virtual machines from the command line. Finally, virt-viewer allows accessing a VM's graphical console.
				

12.2.3.2. Network Configuration




					Just as in Xen and LXC, the most frequent network configuration involves a bridge grouping the network interfaces of the virtual machines (see Section 12.2.2.2, “Network Configuration”).
				

					Alternatively, and in the default configuration provided by KVM, the virtual machine is assigned a private address (in the 192.168.122.0/24 range), and NAT is set up so that the VM can access the outside network.
				

					The rest of this section assumes that the host has an eth0 physical interface and a br0 bridge, and that the former is connected to the latter.
				

12.2.3.3. Installation with virt-install




					Creating a virtual machine is very similar to installing a normal system, except that the virtual machine's characteristics are described in a seemingly endless command line.
				

					Practically speaking, this means we will use the Debian installer, by booting the virtual machine on a virtual DVD-ROM drive that maps to a Debian DVD image stored on the host system. The VM will export its graphical console over the VNC protocol (see Section 9.2.2, “Using Remote Graphical Desktops” for details), which will allow us to control the installation process.
				

					We first need to tell libvirtd where to store the disk images, unless the default location (/var/lib/libvirt/images/) is fine.
				
root@mirwiz:~# mkdir /srv/kvm
root@mirwiz:~# virsh pool-create-as srv-kvm dir --target /srv/kvm
Pool srv-kvm created

root@mirwiz:~# 

					Let us now start the installation process for the virtual machine, and have a closer look at virt-install's most important options. This command registers the virtual machine and its parameters in libvirtd, then starts it so that its installation can proceed.
				
# virt-install --connect qemu:///system  [image: 1]
               --virt-type kvm           [image: 2]
               --name testkvm            [image: 3]
               --ram 1024                [image: 4]
               --disk /srv/kvm/testkvm.qcow,format=qcow2,size=10 [image: 5]
               --cdrom /srv/isos/debian-7.2.0-amd64-netinst.iso  [image: 6]
               --network bridge=br0      [image: 7]
               --vnc                     [image: 8]
               --os-type linux           [image: 9]
               --os-variant debianwheezy

Starting install...
Allocating 'testkvm.qcow'             |  10 GB     00:00
Creating domain...                    |    0 B     00:00
Cannot open display:
Run 'virt-viewer --help' to see a full list of available command line options.
Domain installation still in progress. You can reconnect
to the console to complete the installation process.
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							The --connect option specifies the “hypervisor” to use. Its form is that of an URL containing a virtualization system (xen://, qemu://, lxc://, openvz://, vbox://, and so on) and the machine that should host the VM (this can be left empty in the case of the local host). In addition to that, and in the QEMU/KVM case, each user can manage virtual machines working with restricted permissions, and the URL path allows differentiating “system” machines (/system) from others (/session).
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							Since KVM is managed the same way as QEMU, the --virt-type kvm allows specifying the use of KVM even though the URL looks like QEMU.
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							The --name option defines a (unique) name for the virtual machine.
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							The --ram option allows specifying the amount of RAM (in MB) to allocate for the virtual machine.
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							The --disk specifies the location of the image file that is to represent our virtual machine's hard disk; that file is created, unless present, with a size (in GB) specified by the size parameter. The format parameter allows choosing among several ways of storing the image file. The default format (raw) is a single file exactly matching the disk's size and contents. We picked a more advanced format here, that is specific to QEMU and allows starting with a small file that only grows when the virtual machine starts actually using space.
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							The --cdrom option is used to indicate where to find the optical disk to use for installation. The path can be either a local path for an ISO file, an URL where the file can be obtained, or the device file of a physical CD-ROM drive (i.e. /dev/cdrom).
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							The --network specifies how the virtual network card integrates in the host's network configuration. The default behavior (which we explicitly forced in our example) is to integrate it into any pre-existing network bridge. If no such bridge exists, the virtual machine will only reach the physical network through NAT, so it gets an address in a private subnet range (192.168.122.0/24).
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							--vnc states that the graphical console should be made available using VNC. The default behavior for the associated VNC server is to only listen on the local interface; if the VNC client is to be run on a different host, establishing the connection will require setting up an SSH tunnel (see Section 9.2.1.3, “Creating Encrypted Tunnels with Port Forwarding”). Alternatively, the --vnclisten=0.0.0.0 can be used so that the VNC server is accessible from all interfaces; note that if you do that, you really should design your firewall accordingly.
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							The --os-type and --os-variant options allow optimizing a few parameters of the virtual machine, based on some of the known features of the operating system mentioned there.
						




					At this point, the virtual machine is running, and we need to connect to the graphical console to proceed with the installation process. If the previous operation was run from a graphical desktop environment, this connection should be automatically started. If not, or if we operate remotely, virt-viewer can be run from any graphical environment to open the graphical console (note that the root password of the remote host is asked twice because the operation requires 2 SSH connections):
				
$ virt-viewer --connect qemu+ssh://root@server/system testkvm
root@server's password: 
root@server's password: 

					When the installation process ends, the virtual machine is restarted, now ready for use.
				

12.2.3.4. Managing Machines with virsh




					Now that the installation is done, let us see how to handle the available virtual machines. The first thing to try is to ask libvirtd for the list of the virtual machines it manages:
				
# virsh -c qemu:///system list --all
 Id Name                 State
----------------------------------
  - testkvm              shut off


					Let's start our test virtual machine:
				
# virsh -c qemu:///system start testkvm
Domain testkvm started

					We can now get the connection instructions for the graphical console (the returned VNC display can be given as parameter to vncviewer):
				
# virsh -c qemu:///system vncdisplay testkvm
:0

					Other available virsh subcommands include:
				
	
							reboot to restart a virtual machine;
						
	
							shutdown to trigger a clean shutdown;
						
	
							destroy, to stop it brutally;
						
	
							suspend to pause it;
						
	
							resume to unpause it;
						
	
							autostart to enable (or disable, with the --disable option) starting the virtual machine automatically when the host starts;
						
	
							undefine to remove all traces of the virtual machine from libvirtd.
						



					All these subcommands take a virtual machine identifier as a parameter.
				

12.2.3.5. Installing an RPM based system in Debian with yum




					If the virtual machine is meant to run a Debian (or one of its derivatives), the system can be initialized with debootstrap, as described above. But if the virtual machine is to be installed with an RPM-based system (such as Fedora, CentOS or Scientific Linux), the setup will need to be done using the yum utility (available in the package of the same name).
				

					The procedure requires setting up a yum.conf file containing the necessary parameters, including the path to the source RPM repositories, the path to the plugin configuration, and the destination folder. For this example, we will assume that the environment will be stored in /var/tmp/yum-bootstrap. The file /var/tmp/yum-bootstrap/yum.conf file should look like this:
				
[main]
reposdir=/var/tmp/yum-bootstrap/repos.d
pluginconfpath=/var/tmp/yum-bootstrap/pluginconf.d
cachedir=/var/cache/yum
installroot=/path/to/destination/domU/install
exclude=$exclude
keepcache=1
#debuglevel=4  
#errorlevel=4
pkgpolicy=newest
distroverpkg=centos-release
tolerant=1
exactarch=1
obsoletes=1
gpgcheck=1
plugins=1
metadata_expire=1800

					The /var/tmp/yum-bootstrap/repos.d directory should contain the descriptions of the RPM source repositories, just as in /etc/yum.repos.d in an already installed RPM-based system. Here is an example for a CentOS 6 installation:
				
[base]
name=CentOS-6 - Base
#baseurl=http://mirror.centos.org/centos/$releasever/os/$basearch/
mirrorlist=http://mirrorlist.centos.org/?release=$releasever&arch=$basearch&repo=os
gpgcheck=1
gpgkey=http://mirror.centos.org/centos/RPM-GPG-KEY-CentOS-6
   
[updates]
name=CentOS-6 - Updates
#baseurl=http://mirror.centos.org/centos/$releasever/updates/$basearch/
mirrorlist=http://mirrorlist.centos.org/?release=$releasever&arch=$basearch&repo=updates
gpgcheck=1
gpgkey=http://mirror.centos.org/centos/RPM-GPG-KEY-CentOS-6

[extras]
name=CentOS-6 - Extras
#baseurl=http://mirror.centos.org/centos/$releasever/extras/$basearch/
mirrorlist=http://mirrorlist.centos.org/?release=$releasever&arch=$basearch&repo=extras
gpgcheck=1
gpgkey=http://mirror.centos.org/centos/RPM-GPG-KEY-CentOS-6

[centosplus]
name=CentOS-6 - Plus
#baseurl=http://mirror.centos.org/centos/$releasever/centosplus/$basearch/
mirrorlist=http://mirrorlist.centos.org/?release=$releasever&arch=$basearch&repo=centosplus
gpgcheck=1
gpgkey=http://mirror.centos.org/centos/RPM-GPG-KEY-CentOS-6


					Finally, pluginconf.d/installonlyn.conf file should contain the following:
				
[main]
enabled=1
tokeep=5


					Once all this is setup, make sure the rpm databases are correctly initialized, with a command such as rpm --rebuilddb. An installation of CentOS 6 is then a matter of the following:
				
yum -c /var/tmp/yum-bootstrap/yum.conf -y install coreutils basesystem centos-release yum-basearchonly initscripts



11.7. LDAP Directory




			OpenLDAP is an implementation of the LDAP protocol; in other words, it's a special-purpose database designed for storing directories. In the most common use case, using an LDAP server allows centralizing management of user accounts and the related permissions. Moreover, an LDAP database is easily replicated, which allows setting up multiple synchronized LDAP servers. When the network and the user base grows quickly, the load can then be balanced across several servers.
		

			LDAP data is structured and hierarchical. The structure is defined by “schemas” which describe the kind of objects that the database can store, with a list of all their possible attributes. The syntax used to refer to a particular object in the database is based on this structure, which explains its complexity.
		
11.7.1. Installing




				The slapd package contains the OpenLDAP server. The ldap-utils package includes command-line tools for interacting with LDAP servers.
			

				Installing slapd is usually non-interactive unless you have configured debconf to display questions with lower priorities. Nevertheless, it is debconf-enabled, and thus a simple dpkg-reconfigure slapd can reconfigure the LDAP database:
			
	
						Omit OpenLDAP server configuration? No, of course, we want to configure this service.
					
	
						DNS domain name: “falcot.com”.
					
	
						Organization name: “Falcot Corp”.
					
	
						An administrative passwords needs to be typed in.
					
	
						Database backend to use: “HDB”.
					
	
						Do you want the database to be removed when slapd is purged? No. No point in risking losing the database in case of a mistake.
					
	
						Move old database? This question is only asked when the configuration is attempted while a database already exists. Only answer “yes” if you actually want to start again from a clean database, for instance if you run dpkg-reconfigure slapd right after the initial installation.
					
	
						Allow LDAPv2 protocol? No, there's no point in that. All the tools we're going to use understand the LDAPv3 protocol.
					



BACK TO BASICS LDIF format




				An LDIF file (LDAP Data Interchange Format) is a portable text file describing the contents of an LDAP database (or a portion thereof); this can then be used to inject the data into any other LDAP server.
			



				A minimal database is now configured, as demonstrated by the following query:
			

$ ldapsearch -x -b dc=falcot,dc=com
# extended LDIF
#
# LDAPv3
# base <dc=falcot,dc=com> with scope sub
# filter: (objectclass=*)
# requesting: ALL
#

# falcot.com
dn: dc=falcot,dc=com
objectClass: top
objectClass: dcObject
objectClass: organization
o: Falcot Corp
dc: falcot

# admin, falcot.com
dn: cn=admin,dc=falcot,dc=com
objectClass: simpleSecurityObject
objectClass: organizationalRole
cn: admin
description: LDAP administrator

# search result
search: 2
result: 0 Success

# numResponses: 3
# numEntries: 2


				The query returned two objects: the organization itself, and the administrative user.
			

11.7.2. Filling in the Directory




				Since an empty database is not particularly useful, we're going to inject into it all the existing directories; this includes the users, groups, services and hosts databases.
			

				The migrationtools package provides a set of scripts dedicated to extract data from the standard Unix directories (/etc/passwd, /etc/group, /etc/services, /etc/hosts and so on), convert this data, and inject it into the LDAP database.
			

				Once the package is installed, the /etc/migrationtools/migrate_common.ph must be edited; the IGNORE_UID_BELOW and IGNORE_GID_BELOW options need to be enabled (uncommenting them is enough), and DEFAULT_MAIL_DOMAIN/DEFAULT_BASE need to be updated.
			

				The actual migration operation is handled by the migrate_all_online.sh command, as follows:
			

# cd /usr/share/migrationtools
# LDAPADD="/usr/bin/ldapadd -c" ETC_ALIASES=/dev/null ./migrate_all_online.sh

				The migrate_all_online.sh asks a few questions about the LDAP database into which the data is to be migrated. Table 11.1 summarizes the answers given in the Falcot use-case.
			
Table 11.1. Answers to questions asked by the migrate_all_online.sh script
	Question	Answer
	X.500 naming context	dc=falcot,dc=com
	LDAP server hostname	localhost
	Manager DN	cn=admin,dc=falcot,dc=com
	Bind credentials	the administrative password
	Create DUAConfigProfile	no




				We deliberately ignore migration of the /etc/aliases file, since the standard schema as provided by Debian does not include the structures that this script uses to describe email aliases. Should we want to integrate this data into the directory, the /etc/ldap/schema/misc.schema file should be added to the standard schema.
			

TOOL Browsing an LDAP directory




				The jxplorer command (in the package of the same name) is a graphical tool allowing to browse and edit an LDAP database. It's an interesting tool that provides an administrator with a good overview of the hierarchical structure of the LDAP data.
			



				Also note the use of the -c option to the ldapadd command; this option requests that processing doesn't stop in case of error. Using this option is required because converting the /etc/services often generates a few errors that can safely be ignored.
			

11.7.3. Managing Accounts with LDAP




				Now the LDAP database contains some useful information, the time has come to make use of this data. This section focuses on how to configure a Linux system so that the various system directories use the LDAP database.
			
11.7.3.1. Configuring NSS




					The NSS system (Name Service Switch, see sidebar GOING FURTHER NSS and system databases) is a modular system designed to define or fetch information for system directories. Using LDAP as a source of data for NSS requires installing the libnss-ldap package. Its installation asks a few questions; the answers are summarized in Table 11.2.
				
Table 11.2. Configuring the libnss-ldap package
	Question	Answer
	LDAP server Uniform Resource Identifier	 ldap://ldap.falcot.com 
	Distinguished name of the search base	 dc=falcot,dc=com 
	LDAP version to use	 3 
	Does the LDAP database require login?	no
	Special LDAP privileges for root	yes
	Make the configuration file readable/writeable by its owner only	no
	LDAP account for root	 cn=admin,dc=falcot,dc=com 
	LDAP root account password	the administrative password




					The /etc/nsswitch.conf file then needs to be modified, so as to configure NSS to use the freshly-installed ldap module.
				
Example 11.30. The /etc/nsswitch.conf file

# /etc/nsswitch.conf
#
# Example configuration of GNU Name Service Switch functionality.
# If you have the `glibc-doc' and `info' packages installed, try:
# `info libc "Name Service Switch"' for information about this file.

passwd: ldap compat
group: ldap compat
shadow: ldap compat

hosts: files dns ldap
networks: ldap files

protocols: ldap db files
services: ldap db files
ethers: ldap db files
rpc: ldap db files

netgroup: ldap files




					The ldap module is usually inserted before others, and it will therefore be queried first. The notable exception is the hosts service since contacting the LDAP server requires consulting DNS first (to resolve ldap.falcot.com). Without this exception, a hostname query would try to ask the LDAP server; this would trigger a name resolution for the LDAP server, and so on in an infinite loop.
				

					If the LDAP server should be considered authoritative (and the local files used by the files module disregarded), services can be configured with the following syntax:
				

					service: ldap [NOTFOUND=return] files.
				

					If the requested entry does not exist in the LDAP database, the query will return a “not existing” reply even if the resource does exist in one of the local files; these local files will only be used when the LDAP service is down.
				

11.7.3.2. Configuring PAM




					This section describes a PAM configuration (see sidebar BEHIND THE SCENES /etc/environment and /etc/default/locale) that will allow applications to perform the required authentications against the LDAP database.
				

CAUTION Broken authentication




					Changing the standard PAM configuration used by various programs is a sensitive operation. A mistake can lead to broken authentication, which could prevent logging in. Keeping a root shell open is therefore a good precaution. If configuration errors occur, they can be then fixed and the services restarted with minimal effort.
				



					The LDAP module for PAM is provided by the libpam-ldap package. Installing this package asks a few questions very similar to those in libnss-ldap; some configuration parameters (such as the URI for the LDAP server) are even actually shared with the libnss-ldap package. Answers are summarized in Table 11.3.
				
Table 11.3. Configuration of libpam-ldap
	Question	Answer
	Allow LDAP admin account to behave like local root?	Yes. This allows using the usual passwd command for changing passwords stored in the LDAP database.
	Does the LDAP database require logging in?	no
	LDAP account for root	 cn=admin,dc=falcot,dc=com 
	LDAP root account password	the LDAP database administrative password
	Local encryption algorithm to use for passwords	crypt




					Installing libpam-ldap automatically adapts the default PAM configuration defined in the /etc/pam.d/common-auth, /etc/pam.d/common-password and /etc/pam.d/common-account files. This mechanism uses the dedicated pam-auth-update tool (provided by the libpam-runtime package). This tool can also be run by the administrator should they wish to enable or disable PAM modules.
				

11.7.3.3. Securing LDAP Data Exchanges




					By default, the LDAP protocol transits on the network as cleartext; this includes the (encrypted) passwords. Since the encrypted passwords can be extracted from the network, they can be vulnerable to dictionary-type attacks. This can be avoided by using an extra encryption layer; enabling this layer is the topic of this section.
				
11.7.3.3.1. Configuring the Server




						The first step is to create a key pair (comprising a public key and a private key) for the LDAP server. The Falcot administrators reuse easy-rsa to generate it (see Section 10.2.1.1, “Public Key Infrastructure: easy-rsa”). Running ./build-server-key ldap.falcot.com asks a few mundane questions (location, organization name and so on). The answer to the “common name” question must be the fully-qualified hostname for the LDAP server; in our case, ldap.falcot.com.
					

						This command creates a certificate in the keys/ldap.falcot.com.crt file; the corresponding private key is stored in keys/ldap.falcot.com.key.
					

						Now these keys have to be installed in their standard location, and we must make sure that the private file is readable by the LDAP server which runs under the openldap user identity:
					

# adduser openldap ssl-cert
Adding user `openldap' to group `ssl-cert' ...
Adding user openldap to group ssl-cert
Done.
# mv keys/ldap.falcot.com.key /etc/ssl/private/ldap.falcot.com.key
# chown root:ssl-cert /etc/ssl/private/ldap.falcot.com.key
# chmod 0640 /etc/ssl/private/ldap.falcot.com.key
# mv newcert.pem /etc/ssl/certs/ldap.falcot.com.pem

						The slapd daemon also needs to be told to use these keys for encryption. The LDAP server configuration is managed dynamically: the configuration can be updated with normal LDAP operations on the cn=config object hierarchy, and the server updates /etc/ldap/slapd.d in real time to make the configuration persistent. ldapmodify is thus the right tool to update the configuration:
					
Example 11.31. Configuring slapd for encryption

# cat >ssl.ldif <<END
dn: cn=config
changetype: modify
add: olcTLSCertificateFile
olcTLSCertificateFile: /etc/ssl/certs/ldap.falcot.com.pem
-
add: olcTLSCertificateKeyFile
olcTLSCertificateKeyFile: /etc/ssl/private/ldap.falcot.com.key
-
END
# ldapmodify -Y EXTERNAL -H ldapi:/// -f ssl.ldif
SASL/EXTERNAL authentication started
SASL username: gidNumber=0+uidNumber=0,cn=peercred,cn=external,cn=auth
SASL SSF: 0
modifying entry "cn=config"




TOOL ldapvi to edit an LDAP directory




						With ldapvi, you can display an LDIF output of any part of the LDAP directory, make some changes in the text editor, and let the tool do the corresponding LDAP operations for you.
					

						It is thus a convenient way to update the configuration of the LDAP server, simply by editing the cn=config hierarchy.
					

# ldapvi -Y EXTERNAL -h ldapi:/// -b cn=config



						The last step for enabling encryption involves changing the SLAPD_SERVICES variable in the /etc/default/slapd file. We'll play it safe and disable unsecured LDAP altogether.
					
Example 11.32. The /etc/default/slapd file

# Default location of the slapd.conf file or slapd.d cn=config directory. If
# empty, use the compiled-in default (/etc/ldap/slapd.d with a fallback to
# /etc/ldap/slapd.conf).
SLAPD_CONF=

# System account to run the slapd server under. If empty the server
# will run as root.
SLAPD_USER="openldap"

# System group to run the slapd server under. If empty the server will
# run in the primary group of its user.
SLAPD_GROUP="openldap"

# Path to the pid file of the slapd server. If not set the init.d script
# will try to figure it out from $SLAPD_CONF (/etc/ldap/slapd.conf by
# default)
SLAPD_PIDFILE=

# slapd normally serves ldap only on all TCP-ports 389. slapd can also
# service requests on TCP-port 636 (ldaps) and requests via unix
# sockets.
# Example usage:
# SLAPD_SERVICES="ldap://127.0.0.1:389/ ldaps:/// ldapi:///"
SLAPD_SERVICES="ldaps:/// ldapi:///"

# If SLAPD_NO_START is set, the init script will not start or restart
# slapd (but stop will still work).  Uncomment this if you are
# starting slapd via some other means or if you don't want slapd normally
# started at boot.
#SLAPD_NO_START=1

# If SLAPD_SENTINEL_FILE is set to path to a file and that file exists,
# the init script will not start or restart slapd (but stop will still
# work).  Use this for temporarily disabling startup of slapd (when doing
# maintenance, for example, or through a configuration management system)
# when you don't want to edit a configuration file.
SLAPD_SENTINEL_FILE=/etc/ldap/noslapd

# For Kerberos authentication (via SASL), slapd by default uses the system
# keytab file (/etc/krb5.keytab).  To use a different keytab file,
# uncomment this line and change the path.
#export KRB5_KTNAME=/etc/krb5.keytab

# Additional options to pass to slapd
SLAPD_OPTIONS=""




11.7.3.3.2. Configuring the Client




						On the client side, the configuration for the libpam-ldap and libnss-ldap modules needs to be modified to use an ldaps:// URI.
					

						LDAP clients also need to be able to authenticate the server. In a X.509 public key infrastructure, public certificates are signed by the key of a certificate authority (CA). With easy-rsa, the Falcot administrators have created their own CA and they now need to configure the system to trust the signatures of Falcot's CA. This can be done by putting the CA certificate in /usr/local/share/ca-certificates and running update-ca-certificates.
					

# cp keys/ca.crt /usr/local/share/ca-certificates/falcot.crt
# update-ca-certificates
Updating certificates in /etc/ssl/certs... 1 added, 0 removed; done.
Running hooks in /etc/ca-certificates/update.d....
Adding debian:falcot.pem
done.
done.


						Last but not least, the default LDAP URI and default base DN used by the various command line tools can be modified in /etc/ldap/ldap.conf. This will save quite some typing.
					
Example 11.33. The /etc/ldap/ldap.conf file
#
# LDAP Defaults
#

# See ldap.conf(5) for details
# This file should be world readable but not world writable.

BASE   dc=falcot,dc=com
URI    ldaps://ldap.falcot.com

#SIZELIMIT      12
#TIMELIMIT      15
#DEREF          never

# TLS certificates (needed for GnuTLS)
TLS_CACERT      /etc/ssl/certs/ca-certificates.crt




						This chapter sampled only a fraction of the available server software; however, most of the common network services were described. Now it is time for an even more technical chapter: we'll go into deeper detail for some concepts, describe massive deployments and virtualization.
					




Chapter 3. Analyzing the Existing Setup and Migrating




		Any computer system overhaul should take the existing system into account. This allows reuse of available resources as much as possible and guarantees interoperability of the various elements comprising the system. This study will introduce a generic framework to follow in any migration of a computing infrastructure to Linux.
	

3.1. Coexistence in Heterogeneous Environments




			Debian integrates very well in all types of existing environments and plays well with any other operating system. This near-perfect harmony comes from market pressure which demands that software publishers develop programs that follow standards. Compliance with standards allows administrators to switch out programs: clients or servers, whether free or not.
		
3.1.1. Integration with Windows Machines




				Samba's SMB/CIFS support ensures excellent communication within a Windows context. It shares files and print queues to Windows clients and includes software that allow a Linux machine to use resources available on Windows servers.
			

TOOL Samba




				Samba version 2 behaves like a Windows NT server (authentication, files, print queues, downloading printer drivers, DFS, etc.) Version 3 works with Active Directory, brings interoperability with NT4 domain controllers, and supports RPCs (Remote Procedure Calls). Version 4 is a rewrite that can provide a domain controller compatible with Active Directory.
			



3.1.2. Integration with Mac OS machines




				Mac OS machines provide, and are able to use, network services such as file servers and printer sharing. These services are published on the local network, which allows other machines to discover them and make use of them without any manual configuration, using the Bonjour implementation of the Zeroconf protocol suite. Debian includes another implementation, called Avahi, which provides the same functionality.
			

				In the other direction, the Netatalk daemon can be used to provide file servers to Mac OSX machines on the network. It implements the AFP (AppleShare) protocol as well as the required notifications so that the servers can be autodiscovered by the Mac OSX clients.
			

				Older Mac OS networks (before Mac OSX) used a different protocol called AppleTalk. For environments involving machines using this protocol, Netatalk also provides the AppleTalk protocol (in fact, it started as a reimplementation of that protocol). It ensures the operation of the file server and print queues, as well as time server (clock synchronization). Its router function allows interconnection with AppleTalk networks.
			

3.1.3. Integration with Other Linux/Unix Machines




				Finally, NFS and NIS, both included, guarantee interaction with Unix systems. NFS ensures file server functionality, while NIS creates user directories. The BSD printing layer, used by most Unix systems, also allows sharing of print queues.
			
Figure 3.1. Coexistence of Debian with MacOS, Windows and Unix systems
[image: Coexistence of Debian with MacOS, Windows and Unix systems]





6.2. aptitude and apt-get Commands




			APT is a vast project, whose original plans included a graphical interface. It is based on a library which contains the core application, and apt-get is the first front end — command-line based — which was developed within the project.
		

			Numerous other graphical interfaces then appeared as external projects: synaptic, aptitude (which includes both a text mode interface and a graphical one — even if not complete yet), wajig, etc. The most recommended interface, apt-get, is the one used during the installation of Debian, and the one that we will use in the examples given in this section. Note however that aptitude's command-line syntax is very similar. When there are major differences between apt-get and aptitude, these differences will be detailed.
		
6.2.1. Initialization




				For any work with APT, the list of available packages needs to be updated; this can be done simply through apt-get update. Depending on the speed of your connection, the operation can take a while since it involves downloading a certain number of Packages/Sources/Translation-language-code files, which have gradually become bigger and bigger as Debian has developed (at least 10 MB of data for the main section). Of course, installing from a CD-ROM set does not require any downloading — in this case, the operation is very fast.
			

6.2.2. Installing and Removing




				With APT, packages can be added or removed from the system, respectively with apt-get install package and apt-get remove package. In both cases, APT will automatically install the necessary dependencies or delete the packages which depend on the package that is being removed. The apt-get purge package command involves a complete uninstallation — the configuration files are also deleted.
			

TIP Installing the same selection of packages several times




				It can be useful to systematically install the same list of packages on several computers. This can be done quite easily.
			

				First, retrieve the list of packages installed on the computer which will serve as the “model” to copy.
			
$ dpkg --get-selections >pkg-list

				The pkg-list file then contains the list of installed packages. Next, transfer the pkg-list file on the computers you want to update and use the following commands:
			
## Update dpkg's database of known packages
# avail=`mktemp`
# apt-cache dumpavail > "$avail"
# dpkg --merge-avail "$avail"
# rm -f "$avail"
## Update dpkg's selections
# dpkg --set-selections < pkg-list
## Ask apt-get to install the selected packages
# apt-get dselect-upgrade

				The first commands records the list of available packages in the dpkg database, then dpkg --set-selections restores the selection of packages that you wish to install, and the apt-get invocation executes the required operations! aptitude does not have this command.
			



TIP Removing and installing at the same time




				It is possible to ask apt-get (or aptitude) to install certain packages and remove others on the same command line by adding a suffix. With an apt-get install command, add “-” to the names of the packages you wish to remove. With an apt-get remove command, add “+” to the names of the packages you wish to install.
			

				The next example shows two different ways to install package1 and to remove package2.
			
# apt-get install package1 package2-
[...]
# apt-get remove package1+ package2
[...]


				This can also be used to exclude packages which would otherwise be installed, for example due to a Recommends. In general, the dependency solver will use that information as a hint to look for alternative solutions.
			



TIP apt-get --reinstall and aptitude reinstall




				The system can sometimes be damaged after the removal or modification of files in a package. The easiest way to retrieve these files is to reinstall the affected package. Unfortunately, the packaging system finds that the latter is already installed and politely refuses to reinstall it; to avoid this, use the --reinstall option of the apt-get command. The following command reinstalls postfix even if it is already present:
			
# apt-get --reinstall install postfix

				The aptitude command line is slightly different, but achieves the same result with aptitude reinstall postfix.
			

				The problem does not arise with dpkg, but the administrator rarely uses it directly.
			

				Be careful, using apt-get --reinstall to restore packages modified during an attack certainly cannot recover the system as it was. Section 14.6, “Dealing with a Compromised Machine” details the necessary steps to take with a compromised system.
			



				If the file sources.list mentions several distributions, it is possible to give the version of the package to install. A specific version number can be requested with apt-get install package=version, but indicating its distribution of origin (Stable, Testing or Unstable) — with apt-get install package/distribution — is usually preferred. With this command, it is possible to go back to an older version of a package (if for instance you know that it works well), provided that it is still available in one of the sources referenced by the sources.list file. Otherwise the snapshot.debian.org archive can come to the rescue (see sidebar GOING FURTHER Old package versions: snapshot.debian.org).
			
Example 6.3. Installation of the unstable version of spamassassin
# apt-get install spamassassin/unstable



GOING FURTHER The cache of .deb files




				APT keeps a copy of each downloaded .deb file in the directory /var/cache/apt/archives/. In case of frequent updates, this directory can quickly take a lot of disk space with several versions of each package; you should regularly sort through them. Two commands can be used: apt-get clean entirely empties the directory; apt-get autoclean only removes packages which cannot be downloaded (because they have disappeared from the Debian mirror) and are therefore clearly useless (the configuration parameter APT::Clean-Installed can prevent the removal of .deb files that are currently installed).
			



6.2.3. System Upgrade




				Regular upgrades are recommended, because they include the latest security updates. To upgrade, use apt-get upgrade or aptitude safe-upgrade (of course after apt-get update). This command looks for installed packages which can be upgraded without removing any packages. In other words, the goal is to ensure the least intrusive upgrade possible. apt-get is slightly more demanding than aptitude because it will refuse to install packages which were not installed beforehand.
			

TIP Incremental upgrade




				As we explained earlier, the aim of the apt-get update command is to download for each package source the corresponding Packages (or Sources) file. However, even after a bzip2 compression, these files can remain rather large (the Packages.bz2 for the main section of Wheezy takes more than 5 MB). If you wish to upgrade regularly, these downloads can take up a lot of time.
			

				To speed up the process APT can download “diff” files containing the changes since the previous update, as opposed to the entire file. To achieve this, official Debian mirrors distribute different files which list the differences between one version of the Packages file and the following version. They are generated at each update of the archives and a history of one week is kept. Each of these “diff” files only takes a few dozen kilobytes for Unstable, so that the amount of data downloaded by a weekly aptitude update is often divided by 10. For distributions like Stable and Testing, which change less, the gain is even more noticeable.
			

				However, it can sometimes be of interest to force the download of the entire Packages file, especially when the last upgrade is very old and when the mechanism of incremental differences would not contribute much. This can also be interesting when network access is very fast but when the processor of the machine to upgrade is rather slow, since the time saved on the download is more than lost when the computer calculates the new versions of these files (starting with the older versions and applying the downloaded differences). To do that, you can use the configuration parameter Acquire::Pdiffs and set it to false.
			



				apt-get will generally select the most recent version number (except for packages from Experimental and stable-backports, which are ignored by default whatever their version number). If you specified Testing or Unstable in your sources.list, apt-get upgrade will switch most of your Stable system to Testing or Unstable, which might not be what you intended.
			

				To tell apt-get to use a specific distribution when searching for upgraded packages, you need to use the -t or --target-release option, followed by the name of the distribution you want (for example: apt-get -t stable upgrade). To avoid specifying this option every time you use apt-get, you can add APT::Default-Release "stable"; in the file /etc/apt/apt.conf.d/local.
			

				For more important upgrades, such as the change from one major Debian version to the next, you need to use apt-get dist-upgrade (“distribution upgrade”). With this instruction, apt-get will complete the upgrade even if it has to remove some obsolete packages or install new dependencies. This is also the command used by users who work daily with the Debian Unstable release and follow its evolution day by day. It is so simple that it hardly needs explanation: APT's reputation is based on this great functionality.
			

				aptitude full-upgrade is aptitude's corresponding command although dist-upgrade is also recognized (but deprecated).
			

6.2.4. Configuration Options




				Besides the configuration elements already mentioned, it is possible to configure certain aspects of APT by adding directives in a file of the /etc/apt/apt.conf.d/ directory. Remember for instance that it is possible for APT to tell dpkg to ignore file conflict errors by specifying DPkg::Options { "--force-overwrite"; }.
			

				If the Web can only be accessed through a proxy, add a line like Acquire::http::proxy "http://yourproxy:3128". For an FTP proxy, write Acquire::ftp::proxy "ftp://yourproxy". To discover more configuration options, read the apt.conf(5) manual page with the man apt.conf command (for details on manual pages, see Section 7.1.1, “Manual Pages”).
			

BACK TO BASICS Directories ending in .d




				Directories with a .d suffix are used more and more often. Each directory represents a configuration file which is split over multiple files. In this sense, all of the files in /etc/apt/apt.conf.d/ are instructions for the configuration of APT. APT includes them in alphabetical order, so that the last ones can modify a configuration element defined in one of the first ones.
			

				This structure brings some flexibility to the machine administrator and to the package maintainers. Indeed, the administrator can easily modify the configuration of the software by adding a ready-made file in the directory in question without having to change an existing file. Package maintainers use the same approach when they need to adapt the configuration of another software to ensure that it perfectly co-exists with theirs. The Debian policy explicitly forbids modifying configuration files of other packages — only users are allowed to do this. Remember that during a package upgrade, the user gets to choose the version of the configuration file that should be kept when a modification has been detected. Any external modification of the file would trigger that request, which would disturb the administrator, who is sure not to have changed anything.
			

				Without a .d directory, it is impossible for an external package to change the settings of a program without modifying its configuration file. Instead it must invite the user to do it himself and lists the operations to be done in the file /usr/share/doc/package/README.Debian.
			

				Depending on the application, the .d directory is used directly or managed by an external script which will concatenate all the files to create the configuration file itself. It is important to execute the script after any change in that directory so that the most recent modifications are taken into account. In the same way, it is important not to work directly in the configuration file created automatically, since everything would be lost at the next execution of the script. The chosen method (.d directory used directly or a file generated from that directory) is usually dictated by implementation constraints, but in both cases the gains in terms of configuration flexibility more than make up for the small complications that they entail. The Exim 4 mail server is an example of the generated file method: it can be configured through several files (/etc/exim4/conf.d/*) which are concatenated into /var/lib/exim4/config.autogenerated by the update-exim4.conf command.
			



6.2.5. Managing Package Priorities




				One of the most important aspects in the configuration of APT is the management of the priorities associated with each package source. For instance, you might want to extend one distribution with one or two newer packages from Testing, Unstable or Experimental. It is possible to assign a priority to each available package (the same package can have several priorities depending on its version or the distribution providing it). These priorities will influence APT's behavior: for each package, it will always select the version with the highest priority (except if this version is older than the installed one and if its priority is less than 1000).
			

				APT defines several default priorities. Each installed package version has a priority of 100. A non-installed version has a priority of 500 by default, but it can jump to 990 if it is part of the target release (defined with the -t command-line option or the APT::Default-Release configuration directive).
			

				You can modify the priorities by adding entries in the /etc/apt/preferences file with the names of the affected packages, their version, their origin and their new priority.
			

				APT will never install an older version of a package (that is, a package whose version number is lower than the one of the currently installed package) except if its priority is higher than 1000. APT will always install the highest priority package which follows this constraint. If two packages have the same priority, APT installs the newest one (whose version number is the highest). If two packages of same version have the same priority but differ in their content, APT installs the version that is not installed (this rule has been created to cover the case of a package update without the increment of the revision number, which is usually required).
			

				In more concrete terms, a package whose priority is less than 0 will never be installed. A package with a priority ranging between 0 and 100 will only be installed if no other version of the package is already installed. With a priority between 100 and 500, the package will only be installed if there is no other newer version installed or available in another distribution. A package of priority between 501 and 990 will only be installed if there is no newer version installed or available in the target distribution. With a priority between 990 and 1000, the package will be installed except if the installed version is newer. A priority greater than 1000 will always lead to the installation of the package even if it forces APT to downgrade to an older version.
			

				When APT checks /etc/apt/preferences, it first takes into account the most specific entries (often those specifying the concerned package), then the more generic ones (including for example all the packages of a distribution). If several generic entries exist, the first match is used. The available selection criteria include the package's name and the source providing it. Every package source is identified by the information contained in a Release file that APT downloads together with the Packages files. It specifies the origin (usually “Debian” for the packages of official mirrors, but it can also be a person's or an organization's name for third-parties repositories). It also gives the name of the distribution (usually Stable, Testing, Unstable or Experimental for the standard distributions provided by Debian) together with its version (for example 5.0 for Debian Lenny). Let's have a look at its syntax through some realistic case studies of this mechanism.
			

SPECIFIC CASE Priority of experimental




				If you listed Experimental in your sources.list file, the corresponding packages will almost never be installed because their default APT priority is 1. This is of course a specific case, designed to keep users from installing Experimental packages by mistake. The packages can only be installed by typing aptitude install package/experimental — users typing this command can only be aware of the risks that they take. It is still possible (though not recommended) to treat packages of Experimental like those of other distributions by giving them a priority of 500. This is done with a specific entry in /etc/apt/preferences:
			
Package: *
Pin: release a=experimental
Pin-Priority: 500





				Let's suppose that you only want to use packages from the stable version of Debian. Those provided in other versions should not be installed except if explicitly requested. You could write the following entries in the /etc/apt/preferences file:
			
Package: *
Pin: release a=stable
Pin-Priority: 900

Package: *
Pin: release o=Debian
Pin-Priority: -10



				a=stable defines the name of the selected distribution. o=Debian limits the scope to packages whose origin is “Debian”.
			

				Let's now assume that you have a server with several local programs depending on the version 5.14 of Perl and that you want to ensure that upgrades will not install another version of it. You could use this entry:
			
Package: perl
Pin: version 5.14*
Pin-Priority: 1001



				The reference documentation for this configuration file is available in the manual page apt_preferences(5), which you can display with man apt_preferences.
			

TIP Comments in /etc/apt/preferences




				There is no official syntax to put comments in the /etc/apt/preferences file, but some textual descriptions can be provided by putting one or more “Explanation” fields at the start of each entry:
			
Explanation: The package xserver-xorg-video-intel provided
Explanation: in experimental can be used safely
Package: xserver-xorg-video-intel
Pin: release a=experimental
Pin-Priority: 500





6.2.6. Working with Several Distributions




				apt-get being such a marvelous tool, it is tempting to pick packages coming from other distributions. For example, after having installed a Stable system, you might want to try out a software package available in Testing or Unstable without diverging too much from the system's initial state.
			

				Even if you will occasionally encounter problems while mixing packages from different distributions, apt-get manages such coexistence very well and limits risks very effectively. The best way to proceed is to list all distributions used in /etc/apt/sources.list (some people always put the three distributions, but remember that Unstable is reserved for experienced users) and to define your reference distribution with the APT::Default-Release parameter (see Section 6.2.3, “System Upgrade”).
			

				Let's suppose that Stable is your reference distribution but that Testing and Unstable are also listed in your sources.list file. In this case, you can use apt-get install package/testing to install a package from Testing. If the installation fails due to some unsatisfiable dependencies, let it solve those dependencies within Testing by adding the -t testing parameter. The same obviously applies to Unstable.
			

				In this situation, upgrades (upgrade and dist-upgrade) are done within Stable except for packages already upgraded to another distribution: those will follow updates available in the other distributions. We'll explain this behavior with the help of the default priorities set by APT below. Do not hesitate to use apt-cache policy (see sidebar) to verify the given priorities.
			

				Everything centers around the fact that APT only considers packages of higher or equal version than the installed one (assuming that /etc/apt/preferences has not been used to force priorities higher than 1000 for some packages).
			

TIP apt-cache policy




				To gain a better understanding of the mechanism of priority, do not hesitate to execute apt-cache policy to display the default priority associated with each package source. You can also use apt-cache policy package to display the priorities of all available versions of a given package.
			



				Let's assume that you have installed version 1 of a first package from Stable and that version 2 and 3 are available respectively in Testing and Unstable. The installed version has a priority of 100 but the version available in Stable (the very same) has a priority of 990 (because it is part of the target release). Packages in Testing and Unstable have a priority of 500 (the default priority of a non-installed version). The winner is thus version 1 with a priority of 990. The package “stays in Stable”.
			

				Let's take the example of another package whose version 2 has been installed from Testing. Version 1 is available in Stable and version 3 in Unstable. Version 1 (of priority 990 — thus lower than 1000) is discarded because it is lower than the installed version. This only leaves version 2 and 3, both of priority 500. Faced with this alternative, APT selects the newest version, the one from Unstable.If you don't want a package installed from Testing to migrate to Unstable, you have to assign a priority lower than 500 (490 for example) to packages coming from Unstable. You can modify /etc/apt/preferences to this effect:
			
Package: *
Pin: release a=unstable
Pin-Priority: 490


6.2.7. Tracking Automatically Installed Packages




				One of the essential functionalities of apt-get (which was initially specific to aptitude) is the tracking of packages installed only through dependencies. These packages are called “automatic”, and often include libraries for instance.
			

				With this information, when packages are removed, the package managers can compute a list of automatic packages that are no longer needed (because there's no “manually installed” packages depending on them). apt-get autoremove will get rid of those packages. aptitude does not have this command because it removes them automatically as soon as they are identified. Both programs include a clear message listing the affected packages.
			

				It is a good habit to mark as automatic any package that you don't need directly so that they are automatically removed when they aren't necessary anymore. apt-mark auto package will mark the given package as automatic whereas apt-mark manual package does the opposite. aptitude markauto and aptitude unmarkauto work in the same way although they offer more features for marking many packages at once (see Section 6.4.1, “aptitude”). The console-based interactive interface of aptitude also makes it easy to review the “automatic flag” on many packages.
			

				People might want to know why an automatically installed package is present on the system. To get this information from the command line, you can use aptitude why package (apt-get has no similar feature):
			
$ aptitude why python-debian
i   aptitude         Recommends apt-xapian-index         
i A apt-xapian-index Depends    python-debian (>= 0.1.15)


ALTERNATIVE deborphan and debfoster




				In days where apt-get and aptitude were not able to track automatic packages, there were two utilities producing lists of unnecessary packages: deborphan and debfoster.
			

				deborphan is the most rudimentary of both. It simply scans the libs and oldlibs sections (in the absence of supplementary instructions) looking for the packages that are currently installed and that no other packages depends on. The resulting list can then serve as a basis to remove unneeded packages.
			

				debfoster has a more elaborate approach, very similar to APT's one: it maintains a list of packages that have been explicitly installed, and remembers what packages are really required between each invocation. If new packages appear on the system and if debfoster doesn't know them as required packages, they will be shown on the screen together with a list of their dependencies. The program then offers a choice: remove the package (possibly together with those that depend on it), mark it as explicitly required, or ignore it temporarily.
			




Chapter 12. Advanced Administration




		This chapter revisits some aspects we already described, with a different perspective: instead of installing one single computer, we will study mass-deployment systems; instead of creating RAID or LVM volumes at install time, we'll learn to do it by hand so we can later revise our initial choices. Finally, we will discuss monitoring tools and virtualization techniques. As a consequence, this chapter is more particularly targeting professional administrators, and focuses somewhat less on individuals responsible for their home network.
	

12.1. RAID and LVM




			Chapter 4, Installation presented these technologies from the point of view of the installer, and how it integrated them to make their deployment easy from the start. After the initial installation, an administrator must be able to handle evolving storage space needs without having to resort to an expensive reinstallation. They must therefore understand the required tools for manipulating RAID and LVM volumes.
		

			RAID and LVM are both techniques to abstract the mounted volumes from their physical counterparts (actual hard-disk drives or partitions thereof); the former secures the data against hardware failure by introducing redundancy, the latter makes volume management more flexible and independent of the actual size of the underlying disks. In both cases, the system ends up with new block devices, which can be used to create filesystems or swap space, without necessarily having them mapped to one physical disk. RAID and LVM come from quite different backgrounds, but their functionality can overlap somewhat, which is why they are often mentioned together.
		

PERSPECTIVE Btrfs combines LVM and RAID




			While LVM and RAID are two distinct kernel subsystems that come between the disk block devices and their filesystems, btrfs is a new filesystem, initially developed at Oracle, that purports to combine the featuresets of LVM and RAID and much more. It is mostly functional, and although it is still tagged “experimental” because its development is incomplete (some features aren't implemented yet), it has already seen some use in production environments. 
→ http://btrfs.wiki.kernel.org/

		

			Among the noteworthy features are the ability to take a snapshot of a filesystem tree at any point in time. This snapshot copy doesn't initially use any disk space, the data only being duplicated when one of the copies is modified. The filesystem also handles transparent compression of files, and checksums ensure the integrity of all stored data.
		



			In both the RAID and LVM cases, the kernel provides a block device file, similar to the ones corresponding to a hard disk drive or a partition. When an application, or another part of the kernel, requires access to a block of such a device, the appropriate subsystem routes the block to the relevant physical layer. Depending on the configuration, this block can be stored on one or several physical disks, and its physical location may not be directly correlated to the location of the block in the logical device.
		
12.1.1. Software RAID




				RAID  means Redundant Array of Independent Disks. The goal of this system is to prevent data loss in case of hard disk failure. The general principle is quite simple: data are stored on several physical disks instead of only one, with a configurable level of redundancy. Depending on this amount of redundancy, and even in the event of an unexpected disk failure, data can be losslessly reconstructed from the remaining disks.
			

CULTURE Independent or inexpensive?




				The I in RAID initially stood for inexpensive, because RAID allowed a drastic increase in data safety without requiring investing in expensive high-end disks. Probably due to image concerns, however, it is now more customarily considered to stand for independent, which doesn't have the unsavory flavour of cheapness.
			



				RAID can be implemented either by dedicated hardware (RAID modules integrated into SCSI or SATA controller cards) or by software abstraction (the kernel). Whether hardware or software, a RAID system with enough redundancy can transparently stay operational when a disk fails; the upper layers of the stack (applications) can even keep accessing the data in spite of the failure. Of course, this “degraded mode” can have an impact on performance, and redundancy is reduced, so a further disk failure can lead to data loss. In practice, therefore, one will strive to only stay in this degraded mode for as long as it takes to replace the failed disk. Once the new disk is in place, the RAID system can reconstruct the required data so as to return to a safe mode. The applications won't notice anything, apart from potentially reduced access speed, while the array is in degraded mode or during the reconstruction phase.
			

				When RAID is implemented by hardware, its configuration generally happens within the BIOS setup tool, and the kernel will consider a RAID array as a single disk, which will work as a standard physical disk, although the device name may be different. For instance, the kernel in Squeeze made some hardware RAID arrays available as /dev/cciss/c0d0; the kernel in Wheezy changed this name to the more natural /dev/sda, but other RAID controllers may still behave differently.
			

				We only focus on software RAID in this book.
			
12.1.1.1. Different RAID Levels




					RAID is actually not a single system, but a range of systems identified by their levels; the levels differ by their layout and the amount of redundancy they provide. The more redundant, the more failure-proof, since the system will be able to keep working with more failed disks. The counterpart is that the usable space shrinks for a given set of disks; seen the other way, more disks will be needed to store a given amount of data.
				
	Linear RAID
	
								Even though the kernel's RAID subsystem allows creating “linear RAID”, this is not proper RAID, since this setup doesn't involve any redundancy. The kernel merely aggregates several disks end-to-end and provides the resulting aggregated volume as one virtual disk (one block device). That's about its only function. This setup is rarely used by itself (see later for the exceptions), especially since the lack of redundancy means that one disk failing makes the whole aggregate, and therefore all the data, unavailable.
							

	RAID-0
	
								This level doesn't provide any redundancy either, but disks aren't simply stuck on end one after another: they are divided in stripes, and the blocks on the virtual device are stored on stripes on alternating physical disks. In a two-disk RAID-0 setup, for instance, even-numbered blocks of the virtual device will be stored on the first physical disk, while odd-numbered blocks will end up on the second physical disk.
							

								This system doesn't aim at increasing reliability, since (as in the linear case) the availability of all the data is jeopardized as soon as one disk fails, but at increasing performance: during sequential access to large amounts of contiguous data, the kernel will be able to read from both disks (or write to them) in parallel, which increases the data transfer rate. However, RAID-0 use is shrinking, its niche being filled by LVM (see later).
							

	RAID-1
	
								This level, also known as “RAID mirroring”, is both the simplest and the most widely used setup. In its standard form, it uses two physical disks of the same size, and provides a logical volume of the same size again. Data are stored identically on both disks, hence the “mirror” nickname. When one disk fails, the data is still available on the other. For really critical data, RAID-1 can of course be set up on more than two disks, with a direct impact on the ratio of hardware cost versus available payload space.
							

NOTE Disks and cluster sizes




								If two disks of different sizes are set up in a mirror, the bigger one will not be fully used, since it will contain the same data as the smallest one and nothing more. The useful available space provided by a RAID-1 volume therefore matches the size of the smallest disk in the array. This still holds for RAID volumes with a higher RAID level, even though redundancy is stored differently.
							

								It is therefore important, when setting up RAID arrays (except for RAID-0 and “linear RAID”), to only assemble disks of identical, or very close, sizes, to avoid wasting resources.
							



NOTE Spare disks




								RAID levels that include redundancy allow assigning more disks than required to an array. The extra disks are used as spares when one of the main disks fails. For instance, in a mirror of two disks plus one spare, if one of the first two disks fails, the kernel will automatically (and immediately) reconstruct the mirror using the spare disk, so that redundancy stays assured after the reconstruction time. This can be used as another kind of safeguard for critical data.
							

								One would be forgiven for wondering how this is better than simply mirroring on three disks to start with. The advantage of the “spare disk” configuration is that the spare disk can be shared across several RAID volumes. For instance, one can have three mirrored volumes, with redundancy assured even in the event of one disk failure, with only seven disks (three pairs, plus one shared spare), instead of the nine disks that would be required by three triplets.
							



								This RAID level, although expensive (since only half of the physical storage space, at best, is useful), is widely used in practice. It is simple to understand, and it allows very simple backups: since both disks have identical contents, one of them can be temporarily extracted with no impact on the working system. Read performance is often increased since the kernel can read half of the data on each disk in parallel, while write performance isn't too severely degraded. In case of a RAID-1 array of N disks, the data stays available even with N-1 disk failures.
							

	RAID-4
	
								This RAID level, not widely used, uses N disks to store useful data, and an extra disk to store redundancy information. If that disk fails, the system can reconstruct its contents from the other N. If one of the N data disks fails, the remaining N-1 combined with the “parity” disk contain enough information to reconstruct the required data.
							

								RAID-4 isn't too expensive since it only involves a one-in-N increase in costs and has no noticeable impact on read performance, but writes are slowed down. Furthermore, since a write to any of the N disks also involves a write to the parity disk, the latter sees many more writes than the former, and its lifespan can shorten dramatically as a consequence. Data on a RAID-4 array is safe only up to one failed disk (of the N+1).
							

	RAID-5
	
								RAID-5 addresses the asymmetry issue of RAID-4: parity blocks are spread over all of the N+1 disks, with no single disk having a particular role.
							

								Read and write performance are identical to RAID-4. Here again, the system stays functional with up to one failed disk (of the N+1), but no more.
							

	RAID-6
	
								RAID-6 can be considered an extension of RAID-5, where each series of N blocks involves two redundancy blocks, and each such series of N+2 blocks is spread over N+2 disks.
							

								This RAID level is slightly more expensive than the previous two, but it brings some extra safety since up to two drives (of the N+2) can fail without compromising data availability. The counterpart is that write operations now involve writing one data block and two redundancy blocks, which makes them even slower.
							

	RAID-1+0
	
								This isn't strictly speaking, a RAID level, but a stacking of two RAID groupings. Starting from 2×N disks, one first sets them up by pairs into N RAID-1 volumes; these N volumes are then aggregated into one, either by “linear RAID” or (increasingly) by LVM. This last case goes farther than pure RAID, but there's no problem with that.
							

								RAID-1+0 can survive multiple disk failures: up to N in the 2×N array described above, provided that at least one disk keeps working in each of the RAID-1 pairs.
							

GOING FURTHER RAID-10




								RAID-10 is generally considered a synonym of RAID-1+0, but a Linux specificity makes it actually a generalization. This setup allows a system where each block is stored on two different disks, even with an odd number of disks, the copies being spread out along a configurable model.
							

								Performances will vary depending on the chosen repartition model and redundancy level, and of the workload of the logical volume.
							






					Obviously, the RAID level will be chosen according to the constraints and requirements of each application. Note that a single computer can have several distinct RAID arrays with different configurations.
				

12.1.1.2. Setting up RAID




					Setting up RAID volumes requires the mdadm  package; it provides the mdadm command, which allows creating and manipulating RAID arrays, as well as scripts and tools integrating it to the rest of the system, including the monitoring system.
				

					Our example will be a server with a number of disks, some of which are already used, the rest being available to setup RAID. We initially have the following disks and partitions:
				
	
							the sdb disk, 4 GB, is entirely available;
						
	
							the sdc disk, 4 GB, is also entirely available;
						
	
							on the sdd disk, only partition sdd2 (about 4 GB) is available;
						
	
							finally, a sde disk, still 4 GB, entirely available.
						



NOTE Identifying existing RAID volumes




					The /proc/mdstat file lists existing volumes and their states. When creating a new RAID volume, care should be taken not to name it the same as an existing volume.
				



					We're going to use these physical elements to build two volumes, one RAID-0 and one mirror (RAID-1). Let's start with the RAID-0 volume:
				
# mdadm --create /dev/md0 --level=0 --raid-devices=2 /dev/sdb /dev/sdc
mdadm: Defaulting to version 1.2 metadata
mdadm: array /dev/md0 started.
# mdadm --query /dev/md0
/dev/md0: 8.00GiB raid0 2 devices, 0 spares. Use mdadm --detail for more detail.
# mdadm --detail /dev/md0
/dev/md0:
        Version : 1.2
  Creation Time : Thu Jan 17 15:56:55 2013
     Raid Level : raid0
     Array Size : 8387584 (8.00 GiB 8.59 GB)
   Raid Devices : 2
  Total Devices : 2
    Persistence : Superblock is persistent

    Update Time : Thu Jan 17 15:56:55 2013
          State : clean 
 Active Devices : 2
Working Devices : 2
 Failed Devices : 0
  Spare Devices : 0

     Chunk Size : 512K

           Name : mirwiz:0  (local to host mirwiz)
           UUID : bb085b35:28e821bd:20d697c9:650152bb
         Events : 0

    Number   Major   Minor   RaidDevice State
       0       8       16        0      active sync   /dev/sdb
       1       8       32        1      active sync   /dev/sdc
# mkfs.ext4 /dev/md0
mke2fs 1.42.5 (29-Jul-2012)
Filesystem label=
OS type: Linux
Block size=4096 (log=2)
Fragment size=4096 (log=2)
Stride=128 blocks, Stripe width=256 blocks
524288 inodes, 2096896 blocks
104844 blocks (5.00%) reserved for the super user
First data block=0
Maximum filesystem blocks=2147483648
64 block groups
32768 blocks per group, 32768 fragments per group
8192 inodes per group
Superblock backups stored on blocks: 
       32768, 98304, 163840, 229376, 294912, 819200, 884736, 1605632

Allocating group tables: done                            
Writing inode tables: done                            
Creating journal (32768 blocks): done
Writing superblocks and filesystem accounting information: done 
# mkdir /srv/raid-0
# mount /dev/md0 /srv/raid-0
# df -h /srv/raid-0
Filesystem      Size  Used Avail Use% Mounted on
/dev/md0        7.9G  146M  7.4G   2% /srv/raid-0


					The mdadm --create command requires several parameters: the name of the volume to create (/dev/md*, with MD standing for Multiple Device), the RAID level, the number of disks (which is compulsory despite being mostly meaningful only with RAID-1 and above), and the physical drives to use. Once the device is created, we can use it like we'd use a normal partition, create a filesystem on it, mount that filesystem, and so on. Note that our creation of a RAID-0 volume on md0 is nothing but coincidence, and the numbering of the array doesn't need to be correlated to the chosen amount of redundancy. It's also possible to create named RAID arrays, by giving mdadm parameters such as /dev/md/linear instead of /dev/md0.
				

					Creation of a RAID-1 follows a similar fashion, the differences only being noticeable after the creation:
				
# mdadm --create /dev/md1 --level=1 --raid-devices=2 /dev/sdd2 /dev/sde
mdadm: Note: this array has metadata at the start and
    may not be suitable as a boot device.  If you plan to
    store '/boot' on this device please ensure that
    your boot-loader understands md/v1.x metadata, or use
    --metadata=0.90
mdadm: largest drive (/dev/sdd2) exceeds size (4192192K) by more than 1%
Continue creating array? y
mdadm: Defaulting to version 1.2 metadata
mdadm: array /dev/md1 started.
# mdadm --query /dev/md1
/dev/md1: 4.00GiB raid1 2 devices, 0 spares. Use mdadm --detail for more detail.
# mdadm --detail /dev/md1
/dev/md1:
        Version : 1.2
  Creation Time : Thu Jan 17 16:13:04 2013
     Raid Level : raid1
     Array Size : 4192192 (4.00 GiB 4.29 GB)
  Used Dev Size : 4192192 (4.00 GiB 4.29 GB)
   Raid Devices : 2
  Total Devices : 2
    Persistence : Superblock is persistent

    Update Time : Thu Jan 17 16:13:04 2013
          State : clean, resyncing (PENDING) 
 Active Devices : 2
Working Devices : 2
 Failed Devices : 0
  Spare Devices : 0

           Name : mirwiz:1  (local to host mirwiz)
           UUID : 6ec558ca:0c2c04a0:19bca283:95f67464
         Events : 0

    Number   Major   Minor   RaidDevice State
       0       8       50        0      active sync   /dev/sdd2
       1       8       64        1      active sync   /dev/sde
# mdadm --detail /dev/md1
/dev/md1:
[...]
          State : clean
[...]


TIP RAID, disks and partitions




					As illustrated by our example, RAID devices can be constructed out of disk partitions, and do not require full disks.
				



					A few remarks are in order. First, mdadm notices that the physical elements have different sizes; since this implies that some space will be lost on the bigger element, a confirmation is required.
				

					More importantly, note the state of the mirror. The normal state of a RAID mirror is that both disks have exactly the same contents. However, nothing guarantees this is the case when the volume is first created. The RAID subsystem will therefore provide that guarantee itself, and there will be a synchronization phase as soon as the RAID device is created. After some time (the exact amount will depend on the actual size of the disks…), the RAID array switches to the “active” state. Note that during this reconstruction phase, the mirror is in a degraded mode, and redundancy isn't assured. A disk failing during that risk window could lead to losing all the data. Large amounts of critical data, however, are rarely stored on a freshly created RAID array before its initial synchronization. Note that even in degraded mode, the /dev/md1 is usable, and a filesystem can be created on it, as well as some data copied on it.
				

TIP Starting a mirror in degraded mode




					Sometimes two disks are not immediately available when one wants to start a RAID-1 mirror, for instance because one of the disks one plans to include is already used to store the data one wants to move to the array. In such circumstances, it is possible to deliberately create a degraded RAID-1 array by passing missing instead of a device file as one of the arguments to mdadm. Once the data have been copied to the “mirror”, the old disk can be added to the array. A synchronization will then take place, giving us the redundancy that was wanted in the first place.
				



TIP Setting up a mirror without synchronization




					RAID-1 volumes are often created to be used as a new disk, often considered blank. The actual initial contents of the disk is therefore not very relevant, since one only needs to know that the data written after the creation of the volume, in particular the filesystem, can be accessed later.
				

					One might therefore wonder about the point of synchronizing both disks at creation time. Why care whether the contents are identical on zones of the volume that we know will only be read after we have written to them?
				

					Fortunately, this synchronization phase can be avoided by passing the --assume-clean option to mdadm. However, this option can lead to surprises in cases where the initial data will be read (for instance if a filesystem is already present on the physical disks), which is why it isn't enabled by default.
				



					Now let's see what happens when one of the elements of the RAID-1 array fails. mdadm, in particular its --fail option, allows simulating such a disk failure:
				
# mdadm /dev/md1 --fail /dev/sde
mdadm: set /dev/sde faulty in /dev/md1
# mdadm --detail /dev/md1
/dev/md1:
[...]
    Update Time : Thu Jan 17 16:14:09 2013
          State : active, degraded 
 Active Devices : 1
Working Devices : 1
 Failed Devices : 1
  Spare Devices : 0

           Name : mirwiz:1  (local to host mirwiz)
           UUID : 6ec558ca:0c2c04a0:19bca283:95f67464
         Events : 19

    Number   Major   Minor   RaidDevice State
       0       8       50        0      active sync   /dev/sdd2
       1       0        0        1      removed

       1       8       64        -      faulty spare   /dev/sde

					The contents of the volume are still accessible (and, if it is mounted, the applications don't notice a thing), but the data safety isn't assured anymore: should the sdd disk fail in turn, the data would be lost. We want to avoid that risk, so we'll replace the failed disk with a new one, sdf:
				
# mdadm /dev/md1 --add /dev/sdf
mdadm: added /dev/sdf
# mdadm --detail /dev/md1
/dev/md1:
[...]
   Raid Devices : 2
  Total Devices : 3
    Persistence : Superblock is persistent

    Update Time : Thu Jan 17 16:15:32 2013
          State : clean, degraded, recovering 
 Active Devices : 1
Working Devices : 2
 Failed Devices : 1
  Spare Devices : 1

 Rebuild Status : 28% complete

           Name : mirwiz:1  (local to host mirwiz)
           UUID : 6ec558ca:0c2c04a0:19bca283:95f67464
         Events : 26

    Number   Major   Minor   RaidDevice State
       0       8       50        0      active sync   /dev/sdd2
       2       8       80        1      spare rebuilding   /dev/sdf

       1       8       64        -      faulty spare   /dev/sde
# [...]
[...]
# mdadm --detail /dev/md1
/dev/md1:
[...]
    Update Time : Thu Jan 17 16:16:36 2013
          State : clean 
 Active Devices : 2
Working Devices : 2
 Failed Devices : 1
  Spare Devices : 0

           Name : mirwiz:1  (local to host mirwiz)
           UUID : 6ec558ca:0c2c04a0:19bca283:95f67464
         Events : 41

    Number   Major   Minor   RaidDevice State
       0       8       50        0      active sync   /dev/sdd2
       2       8       80        1      active sync   /dev/sdf

       1       8       64        -      faulty spare   /dev/sde

					Here again, the kernel automatically triggers a reconstruction phase during which the volume, although still accessible, is in a degraded mode. Once the reconstruction is over, the RAID array is back to a normal state. One can then tell the system that the sde disk is about to be removed from the array, so as to end up with a classical RAID mirror on two disks:
				
# mdadm /dev/md1 --remove /dev/sde
mdadm: hot removed /dev/sde from /dev/md1
# mdadm --detail /dev/md1
/dev/md1:
[...]
    Number   Major   Minor   RaidDevice State
       0       8       50        0      active sync   /dev/sdd2
       2       8       80        1      active sync   /dev/sdf

					From then on, the drive can be physically removed when the server is next switched off, or even hot-removed when the hardware configuration allows hot-swap. Such configurations include some SCSI controllers, most SATA disks, and external drives operating on USB or Firewire.
				

12.1.1.3. Backing up the Configuration




					Most of the meta-data concerning RAID volumes are saved directly on the disks that make up these arrays, so that the kernel can detect the arrays and their components and assemble them automatically when the system starts up. However, backing up this configuration is encouraged, because this detection isn't fail-proof, and it is only expected that it will fail precisely in sensitive circumstances. In our example, if the sde disk failure had been real (instead of simulated) and the system had been restarted without removing this sde disk, this disk could start working again due to having been probed during the reboot. The kernel would then have three physical elements, each claiming to contain half of the same RAID volume. Another source of confusion can come when RAID volumes from two servers are consolidated onto one server only. If these arrays were running normally before the disks were moved, the kernel would be able to detect and reassemble the pairs properly; but if the moved disks had been aggregated into an md1 on the old server, and the new server already has an md1, one of the mirrors would be renamed.
				

					Backing up the configuration is therefore important, if only for reference. The standard way to do it is by editing the /etc/mdadm/mdadm.conf file, an example of which is listed here:
				
Example 12.1. mdadm configuration file
# mdadm.conf
#
# Please refer to mdadm.conf(5) for information about this file.
#

# by default (built-in), scan all partitions (/proc/partitions) and all
# containers for MD superblocks. alternatively, specify devices to scan, using
# wildcards if desired.
DEVICE /dev/sd*

# auto-create devices with Debian standard permissions
CREATE owner=root group=disk mode=0660 auto=yes

# automatically tag new arrays as belonging to the local system
HOMEHOST <system>

# instruct the monitoring daemon where to send mail alerts
MAILADDR root

# definitions of existing MD arrays
ARRAY /dev/md0 metadata=1.2 name=mirwiz:0 UUID=bb085b35:28e821bd:20d697c9:650152bb
ARRAY /dev/md1 metadata=1.2 name=mirwiz:1 UUID=6ec558ca:0c2c04a0:19bca283:95f67464

# This configuration was auto-generated on Thu, 17 Jan 2013 16:21:01 +0100
# by mkconf 3.2.5-3




					One of the most useful details is the DEVICE option, which lists the devices where the system will automatically look for components of RAID volumes at start-up time. In our example, we replaced the default value, partitions containers, with an explicit list of device files, since we chose to use entire disks and not only partitions, for some volumes.
				

					The last two lines in our example are those allowing the kernel to safely pick which volume number to assign to which array. The metadata stored on the disks themselves are enough to re-assemble the volumes, but not to determine the volume number (and the matching /dev/md* device name).
				

					Fortunately, these lines can be generated automatically:
				
# mdadm --misc --detail --brief /dev/md?
ARRAY /dev/md0 metadata=1.2 name=mirwiz:0 UUID=bb085b35:28e821bd:20d697c9:650152bb
ARRAY /dev/md1 metadata=1.2 name=mirwiz:1 UUID=6ec558ca:0c2c04a0:19bca283:95f67464

					The contents of these last two lines doesn't depend on the list of disks included in the volume. It is therefore not necessary to regenerate these lines when replacing a failed disk with a new one. On the other hand, care must be taken to update the file when creating or deleting a RAID array.
				


12.1.2. LVM




				 LVM, the Logical Volume Manager, is another approach to abstracting logical volumes from their physical supports, which focuses on increasing flexibility rather than increasing reliability. LVM allows changing a logical volume transparently as far as the applications are concerned; for instance, it is possible to add new disks, migrate the data to them, and remove the old disks, without unmounting the volume.
			
12.1.2.1. LVM Concepts




					This flexibility is attained by a level of abstraction involving three concepts.
				

					First, the PV (Physical Volume) is the entity closest to the hardware: it can be partitions on a disk, or a full disk, or even any other block device (including, for instance, a RAID array). Note that when a physical element is set up to be a PV for LVM, it should only be accessed via LVM, otherwise the system will get confused.
				

					A number of PVs can be clustered in a VG (Volume Group), which can be compared to disks both virtual and extensible. VGs are abstract, and don't appear in a device file in the /dev hierarchy, so there's no risk of using them directly.
				

					The third kind of object is the LV (Logical Volume), which is a chunk of a VG; if we keep the VG-as-disk analogy, the LV compares to a partition. The LV appears as a block device with an entry in /dev, and it can be used as any other physical partition can be (most commonly, to host a filesystem or swap space).
				

					The important thing is that the splitting of a VG into LVs is entirely independent of its physical components (the PVs). A VG with only a single physical component (a disk for instance) can be split into a dozen logical volumes; similarly, a VG can use several physical disks and appear as a single large logical volume. The only constraint, obviously, is that the total size allocated to LVs can't be bigger than the total capacity of the PVs in the volume group.
				

					It often makes sense, however, to have some kind of homogeneity among the physical components of a VG, and to split the VG into logical volumes that will have similar usage patterns. For instance, if the available hardware includes fast disks and slower disks, the fast ones could be clustered into one VG and the slower ones into another; chunks of the first one can then be assigned to applications requiring fast data access, while the second one will be kept for less demanding tasks.
				

					In any case, keep in mind that an LV isn't particularly attached to any one PV. It is possible to influence where the data from an LV are physically stored, but this possibility isn't required for day-to-day use. On the contrary: when the set of physical components of a VG evolves, the physical storage locations corresponding to a particular LV can be migrated across disks (while staying within the PVs assigned to the VG, of course).
				

12.1.2.2. Setting up LVM




					Let us now follow, step by step, the process of setting up LVM for a typical use case: we want to simplify a complex storage situation. Such a situation usually happens after some long and convoluted history of accumulated temporary measures. For the purposes of illustration, we'll consider a server where the storage needs have changed over time, ending up in a maze of available partitions split over several partially used disks. In more concrete terms, the following partitions are available:
				
	
							on the sdb disk, a sdb2 partition, 4 GB;
						
	
							on the sdc disk, a sdc3 partition, 3 GB;
						
	
							the sdd disk, 4 GB, is fully available;
						
	
							on the sdf disk, a sdf1 partition, 4 GB; and a sdf2 partition, 5 GB.
						



					In addition, let's assume that disks sdb and sdf are faster than the other two.
				

					Our goal is to set up three logical volumes for three different applications: a file server requiring 5 GB of storage space, a database (1 GB) and some space for back-ups (12 GB). The first two need good performance, but back-ups are less critical in terms of access speed. All these constraints prevent the use of partitions on their own; using LVM can abstract the physical size of the devices, so the only limit is the total available space.
				

					The required tools are in the lvm2 package and its dependencies. When they're installed, setting up LVM takes three steps, matching the three levels of concepts.
				

					First, we prepare the physical volumes using pvcreate:
				
# pvdisplay
# pvcreate /dev/sdb2
  Writing physical volume data to disk "/dev/sdb2"
  Physical volume "/dev/sdb2" successfully created
# pvdisplay
  "/dev/sdb2" is a new physical volume of "4.00 GiB"
  --- NEW Physical volume ---
  PV Name               /dev/sdb2
  VG Name               
  PV Size               4.00 GiB
  Allocatable           NO
  PE Size               0   
  Total PE              0
  Free PE               0
  Allocated PE          0
  PV UUID               0zuiQQ-j1Oe-P593-4tsN-9FGy-TY0d-Quz31I

# for i in sdc3 sdd sdf1 sdf2 ; do pvcreate /dev/$i ; done
  Writing physical volume data to disk "/dev/sdc3"
  Physical volume "/dev/sdc3" successfully created
  Writing physical volume data to disk "/dev/sdd"
  Physical volume "/dev/sdd" successfully created
  Writing physical volume data to disk "/dev/sdf1"
  Physical volume "/dev/sdf1" successfully created
  Writing physical volume data to disk "/dev/sdf2"
  Physical volume "/dev/sdf2" successfully created
# pvdisplay -C
  PV         VG   Fmt  Attr PSize PFree
  /dev/sdb2       lvm2 a--  4.00g 4.00g
  /dev/sdc3       lvm2 a--  3.09g 3.09g
  /dev/sdd        lvm2 a--  4.00g 4.00g
  /dev/sdf1       lvm2 a--  4.10g 4.10g
  /dev/sdf2       lvm2 a--  5.22g 5.22g


					So far, so good; note that a PV can be set up on a full disk as well as on individual partitions of it. As shown above, the pvdisplay command lists the existing PVs, with two possible output formats.
				

					Now let's assemble these physical elements into VGs using vgcreate. We'll gather only PVs from the fast disks into a vg_critical VG; the other VG, vg_normal, will also include slower elements.
				
# vgdisplay
  No volume groups found
# vgcreate vg_critical /dev/sdb2 /dev/sdf1
  Volume group "vg_critical" successfully created
# vgdisplay
  --- Volume group ---
  VG Name               vg_critical
  System ID             
  Format                lvm2
  Metadata Areas        2
  Metadata Sequence No  1
  VG Access             read/write
  VG Status             resizable
  MAX LV                0
  Cur LV                0
  Open LV               0
  Max PV                0
  Cur PV                2
  Act PV                2
  VG Size               8.09 GiB
  PE Size               4.00 MiB
  Total PE              2071
  Alloc PE / Size       0 / 0   
  Free  PE / Size       2071 / 8.09 GiB
  VG UUID               bpq7zO-PzPD-R7HW-V8eN-c10c-S32h-f6rKqp

# vgcreate vg_normal /dev/sdc3 /dev/sdd /dev/sdf2
  Volume group "vg_normal" successfully created
# vgdisplay -C
  VG          #PV #LV #SN Attr   VSize  VFree 
  vg_critical   2   0   0 wz--n-  8.09g  8.09g
  vg_normal     3   0   0 wz--n- 12.30g 12.30g


					Here again, commands are rather straightforward (and vgdisplay proposes two output formats). Note that it is quite possible to use two partitions of the same physical disk into two different VGs. Note also that we used a vg_ prefix to name our VGs, but it is nothing more than a convention.
				

					We now have two “virtual disks”, sized about 8 GB and 12 GB, respectively. Let's now carve them up into “virtual partitions” (LVs). This involves the lvcreate command, and a slightly more complex syntax:
				
# lvdisplay
# lvcreate -n lv_files -L 5G vg_critical
  Logical volume "lv_files" created
# lvdisplay
  --- Logical volume ---
  LV Path                /dev/vg_critical/lv_files
  LV Name                lv_files
  VG Name                vg_critical
  LV UUID                J3V0oE-cBYO-KyDe-5e0m-3f70-nv0S-kCWbpT
  LV Write Access        read/write
  LV Creation host, time mirwiz, 2013-01-17 17:05:13 +0100
  LV Status              available
  # open                 0
  LV Size                5.00 GiB
  Current LE             1280
  Segments               2
  Allocation             inherit
  Read ahead sectors     auto
  - currently set to     256
  Block device           253:0

# lvcreate -n lv_base -L 1G vg_critical
  Logical volume "lv_base" created
# lvcreate -n lv_backups -L 12G vg_normal
  Logical volume "lv_backups" created
# lvdisplay -C
  LV         VG          Attr     LSize  Pool Origin Data%  Move Log Copy%  Convert
  lv_base    vg_critical -wi-a---  1.00g                                           
  lv_files   vg_critical -wi-a---  5.00g                                           
  lv_backups vg_normal   -wi-a--- 12.00g

					Two parameters are required when creating logical volumes; they must be passed to the lvcreate as options. The name of the LV to be created is specified with the -n option, and its size is generally given using the -L option. We also need to tell the command what VG to operate on, of course, hence the last parameter on the command line.
				

GOING FURTHER lvcreate options




					The lvcreate command has several options to allow tweaking how the LV is created.
				

					Let's first describe the -l option, with which the LV's size can be given as a number of blocks (as opposed to the “human” units we used above). These blocks (called PEs, physical extents, in LVM terms) are contiguous units of storage space in PVs, and they can't be split across LVs. When one wants to define storage space for an LV with some precision, for instance to use the full available space, the -l option will probably be preferred over -L.
				

					It's also possible to hint at the physical location of an LV, so that its extents are stored on a particular PV (while staying within the ones assigned to the VG, of course). Since we know that sdb is faster than sdf, we may want to store the lv_base there if we want to give an advantage to the database server compared to the file server. The command line becomes: lvcreate -n lv_base -L 1G vg_critical /dev/sdb2. Note that this command can fail if the PV doesn't have enough free extents. In our example, we would probably have to create lv_base before lv_files to avoid this situation – or free up some space on sdb2 with the pvmove command.
				



					Logical volumes, once created, end up as block device files in /dev/mapper/:
				
# ls -l /dev/mapper
total 0
crw------T 1 root root 10, 236 Jan 17 16:52 control
lrwxrwxrwx 1 root root       7 Jan 17 17:05 vg_critical-lv_base -> ../dm-1
lrwxrwxrwx 1 root root       7 Jan 17 17:05 vg_critical-lv_files -> ../dm-0
lrwxrwxrwx 1 root root       7 Jan 17 17:05 vg_normal-lv_backups -> ../dm-2
# ls -l /dev/dm-*
brw-rw---T 1 root disk 253, 0 Jan 17 17:05 /dev/dm-0
brw-rw---T 1 root disk 253, 1 Jan 17 17:05 /dev/dm-1
brw-rw---T 1 root disk 253, 2 Jan 17 17:05 /dev/dm-2


NOTE Autodetecting LVM volumes




					When the computer boots, the /etc/init.d/lvm script scans the available devices; those that have been initialized as physical volumes for LVM are registered into the LVM subsystem, those that belong to volume groups are assembled, and the relevant logical volumes are started and made available. There is therefore no need to edit configuration files when creating or modifying LVM volumes.
				

					Note, however, that the layout of the LVM elements (physical and logical volumes, and volume groups) is backed up in /etc/lvm/backup, which can be useful in case of a problem (or just to sneak a peek under the hood).
				



					To make things easier, convenience symbolic links are also created in directories matching the VGs:
				
# ls -l /dev/vg_critical
total 0
lrwxrwxrwx 1 root root 7 Jan 17 17:05 lv_base -> ../dm-1
lrwxrwxrwx 1 root root 7 Jan 17 17:05 lv_files -> ../dm-0
# ls -l /dev/vg_normal
total 0
lrwxrwxrwx 1 root root 7 Jan 17 17:05 lv_backups -> ../dm-2

					The LVs can then be used exactly like standard partitions:
				
# mkfs.ext4 /dev/vg_normal/lv_backups
mke2fs 1.42.5 (29-Jul-2012)
Filesystem label=
OS type: Linux
Block size=4096 (log=2)
[...]
Creating journal (32768 blocks): done
Writing superblocks and filesystem accounting information: done 
# mkdir /srv/backups
# mount /dev/vg_normal/lv_backups /srv/backups
# df -h /srv/backups
Filesystem                        Size  Used Avail Use% Mounted on
/dev/mapper/vg_normal-lv_backups   12G  158M   12G   2% /srv/backups
# [...]
[...]
# cat /etc/fstab
[...]
/dev/vg_critical/lv_base    /srv/base       ext4
/dev/vg_critical/lv_files   /srv/files      ext4
/dev/vg_normal/lv_backups   /srv/backups    ext4

					From the applications' point of view, the myriad small partitions have now been abstracted into one large 12 GB volume, with a friendlier name.
				

12.1.2.3. LVM Over Time




					Even though the ability to aggregate partitions or physical disks is convenient, this is not the main advantage brought by LVM. The flexibility it brings is especially noticed as time passes, when needs evolve. In our example, let's assume that new large files must be stored, and that the LV dedicated to the file server is too small to contain them. Since we haven't used the whole space available in vg_critical, we can grow lv_files. For that purpose, we'll use the lvresize command, then resize2fs to adapt the filesystem accordingly:
				
# df -h /srv/files/
Filesystem                        Size  Used Avail Use% Mounted on
/dev/mapper/vg_critical-lv_files  5.0G  4.6G  146M  97% /srv/files
# lvdisplay -C vg_critical/lv_files
  LV       VG          Attr     LSize Pool Origin Data%  Move Log Copy%  Convert
  lv_files vg_critical -wi-ao-- 5.00g
# vgdisplay -C vg_critical
  VG          #PV #LV #SN Attr   VSize VFree
  vg_critical   2   2   0 wz--n- 8.09g 2.09g
# lvresize -L 7G vg_critical/lv_files
  Extending logical volume lv_files to 7.00 GB
  Logical volume lv_files successfully resized
# lvdisplay -C vg_critical/lv_files
  LV       VG          Attr     LSize Pool Origin Data%  Move Log Copy%  Convert
  lv_files vg_critical -wi-ao-- 7.00g
# resize2fs /dev/vg_critical/lv_files
resize2fs 1.42.5 (29-Jul-2012)
Filesystem at /dev/vg_critical/lv_files is mounted on /srv/files; on-line resizing required
old_desc_blocks = 1, new_desc_blocks = 1
Performing an on-line resize of /dev/vg_critical/lv_files to 1835008 (4k) blocks.
The filesystem on /dev/vg_critical/lv_files is now 1835008 blocks long.

# df -h /srv/files/
Filesystem                        Size  Used Avail Use% Mounted on
/dev/mapper/vg_critical-lv_files  6.9G  4.6G  2.1G  70% /srv/files

CAUTION Resizing filesystems




					Not all filesystems can be resized online; resizing a volume can therefore require unmounting the filesystem first and remounting it afterwards. Of course, if one wants to shrink the space allocated to an LV, the filesystem must be shrunk first; the order is reversed when the resizing goes in the other direction: the logical volume must be grown before the filesystem on it. It's rather straightforward, since at no time must the filesystem size be larger than the block device where it resides (whether that device is a physical partition or a logical volume).
				

					The ext3, ext4 and xfs filesystems can be grown online, without unmounting; shrinking requires an unmount. The reiserfs filesystem allows online resizing in both directions. The venerable ext2 allows neither, and always requires unmounting.
				



					We could proceed in a similar fashion to extend the volume hosting the database, only we've reached the VG's available space limit:
				
# df -h /srv/base/
Filesystem                       Size  Used Avail Use% Mounted on
/dev/mapper/vg_critical-lv_base 1008M  854M  104M  90% /srv/base
# vgdisplay -C vg_critical
  VG          #PV #LV #SN Attr   VSize VFree 
  vg_critical   2   2   0 wz--n- 8.09g 92.00m

					No matter, since LVM allows adding physical volumes to existing volume groups. For instance, maybe we've noticed that the sdb1 partition, which was so far used outside of LVM, only contained archives that could be moved to lv_backups. We can now recycle it and integrate it to the volume group, and thereby reclaim some available space. This is the purpose of the vgextend command. Of course, the partition must be prepared as a physical volume beforehand. Once the VG has been extended, we can use similar commands as previously to grow the logical volume then the filesystem:
				
# pvcreate /dev/sdb1
  Writing physical volume data to disk "/dev/sdb1"
  Physical volume "/dev/sdb1" successfully created
# vgextend vg_critical /dev/sdb1
  Volume group "vg_critical" successfully extended
# vgdisplay -C vg_critical
  VG          #PV #LV #SN Attr   VSize VFree
  vg_critical   3   2   0 wz--n- 9.09g 1.09g
# [...]
[...]
# df -h /srv/base/
Filesystem                       Size  Used Avail Use% Mounted on
/dev/mapper/vg_critical-lv_base  2.0G  854M  1.1G  45% /srv/base

GOING FURTHER Advanced LVM




					LVM also caters for more advanced uses, where many details can be specified by hand. For instance, an administrator can tweak the size of the blocks that make up physical and logical volumes, as well as their physical layout. It is also possible to move blocks across PVs, for instance to fine-tune performance or, in a more mundane way, to free a PV when one needs to extract the corresponding physical disk from the VG (whether to affect it to another VG or to remove it from LVM altogether). The manual pages describing the commands are generally clear and detailed. A good entry point is the lvm(8) manual page.
				




12.1.3. RAID or LVM?




				RAID and LVM both bring indisputable advantages as soon as one leaves the simple case of a desktop computer with a single hard disk where the usage pattern doesn't change over time. However, RAID and LVM go in two different directions, with diverging goals, and it is legitimate to wonder which one should be adopted. The most appropriate answer will of course depend on current and foreseeable requirements.
			

				There are a few simple cases where the question doesn't really arise. If the requirement is to safeguard data against hardware failures, then obviously RAID will be set up on a redundant array of disks, since LVM doesn't really address this problem. If, on the other hand, the need is for a flexible storage scheme where the volumes are made independent of the physical layout of the disks, RAID doesn't help much and LVM will be the natural choice.
			

NOTE If performance matters…




				If input/output speed is of the essence, especially in terms of access times, using LVM and/or RAID in one of the many combinations may have some impact on performances, and this may influence decisions as to which to pick. However, these differences in performance are really minor, and will only be measurable in a few use cases. If performance matters, the best gain to be obtained would be to use non-rotating storage media (solid-state drives or SSDs); their cost per megabyte is higher than that of standard hard disk drives, and their capacity is usually smaller, but they provide excellent performance for random accesses. If the usage pattern includes many input/output operations scattered all around the filesystem, for instance for databases where complex queries are routinely being run, then the advantage of running them on an SSD far outweigh whatever could be gained by picking LVM over RAID or the reverse. In these situations, the choice should be determined by other considerations than pure speed, since the performance aspect is most easily handled by using SSDs.
			



				The third notable use case is when one just wants to aggregate two disks into one volume, either for performance reasons or to have a single filesystem that is larger than any of the available disks. This case can be addressed both by a RAID-0 (or even linear-RAID) and by an LVM volume. When in this situation, and barring extra constraints (for instance, keeping in line with the rest of the computers if they only use RAID), the configuration of choice will often be LVM. The initial set up is barely more complex, and that slight increase in complexity more than makes up for the extra flexibility that LVM brings if the requirements change or if new disks need to be added.
			

				Then of course, there is the really interesting use case, where the storage system needs to be made both resistant to hardware failure and flexible when it comes to volume allocation. Neither RAID nor LVM can address both requirements on their own; no matter, this is where we use both at the same time — or rather, one on top of the other. The scheme that has all but become a standard since RAID and LVM have reached maturity is to ensure data redundancy first by grouping disks in a small number of large RAID arrays, and to use these RAID arrays as LVM physical volumes; logical partitions will then be carved from these LVs for filesystems. The selling point of this setup is that when a disk fails, only a small number of RAID arrays will need to be reconstructed, thereby limiting the time spent by the administrator for recovery.
			

				Let's take a concrete example: the public relations department at Falcot Corp needs a workstation for video editing, but the department's budget doesn't allow investing in high-end hardware from the bottom up. A decision is made to favor the hardware that is specific to the graphic nature of the work (monitor and video card), and to stay with generic hardware for storage. However, as is widely known, digital video does have some particular requirements for its storage: the amount of data to store is large, and the throughput rate for reading and writing this data is important for the overall system performance (more than typical access time, for instance). These constraints need to be fulfilled with generic hardware, in this case two 300 GB SATA hard disk drives; the system data must also be made resistant to hardware failure, as well as some of the user data. Edited videoclips must indeed be safe, but video rushes pending editing are less critical, since they're still on the videotapes.
			

				RAID-1 and LVM are combined to satisfy these constraints. The disks are attached to two different SATA controllers to optimize parallel access and reduce the risk of a simultaneous failure, and they therefore appear as sda and sdc. They are partitioned identically along the following scheme:
			
# fdisk -l /dev/sda

Disk /dev/hda: 300.0 GB, 300090728448 bytes
255 heads, 63 sectors/track, 36483 cylinders
Units = cylinders of 16065 * 512 = 8225280 bytes
Sector size (logical/physical): 512 bytes / 512 bytes
I/O size (minimum/optimal): 512 bytes / 512 bytes
Disk identifier: 0x00039a9f

   Device Boot      Start      End      Blocks   Id  System
/dev/sda1   *           1      124      995998+  fd  Linux raid autodetect
/dev/sda2             125      248      996030   82  Linux swap / Solaris
/dev/sda3             249    36483   291057637+   5  Extended
/dev/sda5             249    12697    99996561   fd  Linux raid autodetect
/dev/sda6           12698    25146    99996561   fd  Linux raid autodetect
/dev/sda7           25147    36483    91064421   8e  Linux LVM
	
						The first partitions of both disks (about 1 GB) are assembled into a RAID-1 volume, md0. This mirror is directly used to store the root filesystem.
					
	
						The sda2 and sdc2 partitions are used as swap partitions, providing a total 2 GB of swap space. With 1 GB of RAM, the workstation has a comfortable amount of available memory.
					
	
						The sda5 and sdc5 partitions, as well as sda6 and sdc6, are assembled into two new RAID-1 volumes of about 100 GB each, md1 and md2. Both these mirrors are initialized as physical volumes for LVM, and assigned to the vg_raid volume group. This VG thus contains about 200 GB of safe space.
					
	
						The remaining partitions, sda7 and sdc7, are directly used as physical volumes, and assigned to another VG called vg_bulk, which therefore ends up with roughly 200 GB of space.
					



				Once the VGs are created, they can be partitioned in a very flexible way. One must keep in mind that LVs created in vg_raid will be preserved even if one of the disks fails, which will not be the case for LVs created in vg_bulk; on the other hand, the latter will be allocated in parallel on both disks, which allows higher read or write speeds for large files.
			

				We'll therefore create the lv_usr, lv_var and lv_home LVs on vg_raid, to host the matching filesystems; another large LV, lv_movies, will be used to host the definitive versions of movies after editing. The other VG will be split into a large lv_rushes, for data straight out of the digital video cameras, and a lv_tmp for temporary files. The location of the work area is a less straightforward choice to make: while good performance is needed for that volume, is it worth risking losing work if a disk fails during an editing session? Depending on the answer to that question, the relevant LV will be created on one VG or the other.
			

				We now have both some redundancy for important data and much flexibility in how the available space is split across the applications. Should new software be installed later on (for editing audio clips, for instance), the LV hosting /usr/ can be grown painlessly.
			

NOTE Why three RAID-1 volumes?




				We could have set up one RAID-1 volume only, to serve as a physical volume for vg_raid. Why create three of them, then?
			

				The rationale for the first split (md0 vs. the others) is about data safety: data written to both elements of a RAID-1 mirror are exactly the same, and it is therefore possible to bypass the RAID layer and mount one of the disks directly. In case of a kernel bug, for instance, or if the LVM metadata become corrupted, it is still possible to boot a minimal system to access critical data such as the layout of disks in the RAID and LVM volumes; the metadata can then be reconstructed and the files can be accessed again, so that the system can be brought back to its nominal state.
			

				The rationale for the second split (md1 vs. md2) is less clear-cut, and more related to acknowledging that the future is uncertain. When the workstation is first assembled, the exact storage requirements are not necessarily known with perfect precision; they can also evolve over time. In our case, we can't know in advance the actual storage space requirements for video rushes and complete video clips. If one particular clip needs a very large amount of rushes, and the VG dedicated to redundant data is less than halfway full, we can re-use some of its unneeded space. We can remove one of the physical volumes, say md2 from vg_raid and either assign it to vg_bulk directly (if the expected duration of the operation is short enough that we can live with the temporary drop in performance), or undo the RAID setup on md2 and integrate its components sda6 and sdc6 into the bulk VG (which grows by 200 GB instead of 100 GB); the lv_rushes logical volume can then be grown according to requirements.
			





13.5. Web Browsers




			Epiphany, the web browser in the GNOME suite, uses the WebKit display engine developed by Apple for its Safari browser. The relevant package is epiphany-browser.
		

			Konqueror, the KDE file manager, also behaves as a web browser. It uses the KDE-specific KHTML rendering engine; KHTML is an excellent engine, as witnessed by the fact that Apple's WebKit is based on KHTML. Konqueror is available in the konqueror package. 
		

			Users not satisfied by either of the above can use Iceweasel. This browser, available in the iceweasel package, uses the Mozilla project's Gecko renderer, with a thin and extensible interface on top.   
		
Figure 13.7. The Iceweasel web browser
[image: The Iceweasel web browser]



CULTURE Iceweasel, Firefox and others




			Many users will no doubt be surprised by the absence of Mozilla Firefox in the Debian Wheezy menus. No need to panic: the iceweasel package contains Iceweasel, which is basically Firefox under another name.
		

			The rationale behind this renaming is a result of the usage rules imposed by the Mozilla Foundation on the Firefox™ registered trademark: any software named Firefox must use the official Firefox logo and icons. However, since these elements are not released under a free license, Debian cannot distribute them in its main section. Rather than moving the whole browser to non-free, the package maintainer chose to use a different name.
		

			The firefox command still exists in the iceweasel package, but only for compatibility with tools that would try to use it.
		

			For similar reasons, the Thunderbird™ email client was renamed to Icedove in a similar fashion.
		



CULTURE Mozilla




			Netscape Navigator was the standard browser when the web started reaching the masses, but it was progressively left behind when Microsoft Internet Explorer came around. Faced with this failure, Netscape (the company) decided to “free” its source code, by releasing it under a free license, to give it a second life. This was the beginning of the Mozilla project. After many years of development, the results are more than satisfying: the Mozilla project brought forth an HTML rendering engine (called Gecko) that is among the most standard-compliant. This rendering engine is in particular used by the Mozilla Firefox browser, which is one of the most successful browsers, with a fast-growing user base.
		



			Wheezy also brings a relative newcomer on the web browser scene, Chromium (available in the chromium-browser package). This browser is developed by Google at such a fast pace that maintaining a single version of it across the whole lifespan of Debian Wheezy is unlikely to be possible. Its clear purpose is to make web services more attractive, both by optimizing the browser for performance and by increasing the user's security. The free code that powers Chromium is also used by its proprietary version called Google Chrome.
		

4. Book Structure




			This book has its origins in French publisher Eyrolles' “Administrator's Handbook” collection, and keeps the same approach of revolving around a case study providing both support and illustration for all topics being addressed.
		

NOTE Web site, authors' email




			This book has its own website, which hosts whatever elements that can make it more useful. In particular, it includes an online version of the book with clickable links, and possible errata. Feel free to browse it and to leave us some feedback. We will be happy to read your comments or support messages. Send them by email to <hertzog@debian.org> (Raphaël) and <lolando@debian.org> (Roland). 
→ http://debian-handbook.info/

		



			Chapter 1 focuses on a non-technical presentation of the Debian project and describes its goals and organization. These aspects are important because they define a general framework that others chapters will complete with more concrete information.
		

			Chapters 2 and 3 provide a broad outline of the case study. At this point, novice readers can take the time to read appendix B, where they will find a short remedial course explaining a number of basic computing notions, as well as concepts inherent to any Unix system.
		

			To get on with our real subject matter, we will quite naturally start with the installation process (chapter 4); chapters 5 and 6 will unveil basic tools that any Debian administrator will use, such as those of the APT family, which is largely responsible for the distribution's excellent reputation. These chapters are in no way reserved to professionals, since everyone is their own administrator at home.
		

			Chapter 7 will be an important parenthesis; it describes workflows to efficiently use documentation and to quickly gain an understanding of problems in order to solve them.
		

			The next chapters will be a more detailed tour of the system, starting with basic infrastructure and services (chapters 8 to 10) and going progressively up the stack to reach the user applications in chapter 13. Chapter 12 deals with more advanced subjects that will most directly concern administrators of large sets of computers (including servers), while chapter 14 is a brief introduction to the wider subject of computer security and gives a few keys to avoid most problems.
		

			Chapter 15 is for administrators who want to go further and create their own Debian packages.
		

VOCABULARY Debian package




			A Debian package is an archive containing all the files required to install a piece of software. It is generally a file with a .deb extension, and it can be handled with the dpkg command. Also called binary package, it contains files that can be directly used (such as programs or documentation). On the other hand, a source package contains the source code for the software and the instructions required for building the binary package.
		



			The present version is the first written primarily for English, and the second one available in English; the previous one was based on the fifth edition of the French book. This edition covers version 7 of Debian, code-named Wheezy. Among the changes, Debian now sports two new architectures — s390x as a replacement for s390, for IBM System Z mainframe computers, and armhf for ARM processors with a hardware floating point arithmetic unit. Speaking of architectures, Debian's package manager is now multi-architecture, and can handle installation of different architectures of the same package at the same time. All included packages have obviously been updated, including the GNOME desktop, which is now included in its version 3.4.
		

			We have added some notes and remarks in sidebars. They have a variety of roles: they can draw attention to a difficult point, complete a notion of the case study, define some terms, or serve as reminders. Here is a list of the most common of these sidebars:
		
	
					BACK TO BASICS: a reminder for some information that is supposed to be known;
				
	
					VOCABULARY: defines a technical term, sometimes Debian specific;
				
	
					COMMUNITY: highlights important persons or roles within the project;
				
	
					POLICY: a rule or recommendation from the Debian Policy. This document is essential within the project, and describes how to package software. The parts of policy highlighted in this book bring direct benefits to users (for example, knowing that the policy standardizes the location of documentation and examples makes it easy to find them even in a new package).
				
	
					TOOL: presents a relevant tool or service;
				
	
					IN PRACTICE: theory and practice do not always match; these sidebars contain advice resulting from our experience. They can also give detailed and concrete examples;
				
	
					other more or less frequent sidebars are rather explicit: CULTURE, TIP, CAUTION, GOING FURTHER, SECURITY, and so on.
				



13.2. Customizing the Graphical Interface



13.2.1. Choosing a Display Manager




				The graphical interface only provides display space. Running the X server by itself only leads to an empty screen, which is why most installations use a display manager to display a user authentication screen and start the graphical desktop once the user has authenticated. The three most popular display managers in current use are gdm3 (GNOME Display Manager), kdm (KDE Display Manager) and xdm (X Display Manager). Since the Falcot Corp administrators have opted to use the GNOME desktop environment, they logically picked gdm3 as a display manager too. The /etc/gdm3/daemon.conf configuration file has many options (the list can be found in the /usr/share/gdm/gdm.schemas schema file) to control its behaviour while /etc/gdm3/greeter.gsettings contains settings for the greeter “session” (more than just a login window, it's a limited desktop with power management and accessibility related tools). Note that some of the most useful settings for end-users can be tweaked with GNOME's control center.
			

13.2.2. Choosing a Window Manager




				Since each graphical desktop provides its own window manager, choosing the former usually implies software selections from the latter. GNOME uses the mutter window manager (or metacity when run in GNOME Classic mode), KDE uses kwin, and Xfce (which we present later) has xfwm. The Unix philosophy always allows using one's window manager of choice, but following the recommendations allows an administrator to best take advantage of the integration efforts led by each project.
			

BACK TO BASICS Window manager




				True to the Unix tradition of doing one thing only but doing it well, the window manager displays the “decorations” around the windows belonging to the currently running applications, which includes frames and the title bar. It also allows reducing, restoring, maximizing, and hiding windows. Most window managers also provide a menu that pops up when the desktop is clicked in a specific way. This menu provides the means to close the window manager session, starting new applications, and in some cases, change to another window manager (if installed).
			



				Older computers may, however, have a hard time running heavyweight graphical desktop environments. In these cases, a lighter configuration should be used. “Light” (or small footprint) window managers include WindowMaker (in the wmaker package), Afterstep, fvwm, icewm, blackbox, fluxbox, or openbox. In these cases, the system should be configured so that the appropriate window manager gets precedence; the standard way is to change the x-window-manager alternative with the update-alternatives --config x-window-manager command.
			

DEBIAN SPECIFICITY Alternatives




				The Debian policy lists a number of standardized commands able to perform a particular action. For example, the x-window-manager command invokes a window manager. But Debian does not assign this command to a fixed window manager. The administrator can choose which manager it should invoke.
			

				For each window manager, the relevant package therefore registers the appropriate command as a possible choice for x-window-manager along with an associated priority. Barring explicit configuration by the administrator, this priority allows picking the best installed window manager when the generic command is run.
			

				Both the registration of commands and the explicit configuration involve the update-alternatives script. Choosing where a symbolic command points at is a simple matter of running update-alternatives --config symbolic-command. The update-alternatives script creates (and maintains) symbolic links in the /etc/alternatives/ directory, which in turn references the location of the executable. As time passes, packages are installed or removed, and/or the administrator makes explicit changes to the configuration. When a package providing an alternative is removed, the alternative automatically goes to the next best choice among the remaining possible commands.
			

				Not all symbolic commands are explicitly listed by the Debian policy; some Debian package maintainers deliberately chose to use this mechanism in less straightforward cases where it still brings interesting flexibility (examples include x-www-browser, www-browser, cc, c++, awk, and so on).
			



13.2.3. Menu Management




				Modern desktop environments and many window managers provide menus listing the available applications for the user. In order to keep menus up-to-date in relation to the actual set of available applications, Debian created a centralized database registering all installed applications. A newly installed package registers itself in that database, and tells the system to update the menus accordingly. This infrastructure is handled in the menu package.
			

				When a package provides an application that should appear in the menu system, it stores a file in the /usr/share/menu/ directory. That file describes some of the application features (including whether it's a graphical application or not), and the best location for it in the menu hierarchy. The post-installation script for this package then runs the update-menus command, which in turn updates all the required files. This command cannot know all the menu types used by installed applications. As a consequence, packages able to display a menu must provide an executable script that will be invoked with all the required information from the menu file; the script should then turn this information into elements that the application with the menu can use. These filter scripts are installed in the /etc/menu-methods/ directory.    
			

GOING FURTHER Menus standardization




				Debian provides its own menu system, but both GNOME and KDE developed their own menu management solutions as well. The two projects agreed on a format for these menus — more precisely, a common format for the .desktop files that represent menu elements — under the FreeDesktop.org umbrella project. 
→ http://www.freedesktop.org/

			

				The Debian developers have kept a close eye on this project and .desktop files can be generated from the Debian menu system (with the help of the menu-xdg package). However, neither GNOME nor KDE use the Debian menu. They both prefer keeping complete control over their menus. Note that only GNOME Classic has a proper menu, the default GNOME session uses GNOME Shell which got rid of the applications menu entirely. In GNOME Classic, the menu editor (in the alacarte package) is available by right-clicking on the panel menu, then choosing “Edit menus”.
			



				The administrator can also have a say in the process and in the resulting generated menus. First, they can delete a menu element even when the matching application is installed, by simply storing in /etc/menu/ an empty file named according to the package providing the entries to be disabled. Second, the menu can be reorganized and sections renamed or grouped. The /etc/menu-methods/translate_menus file is where this reorganization is defined and contains commented examples. Finally, new elements can be added to the menu, for example to start programs installed outside the packaging system, or to run a particular command such as starting a web browser on a particular page. These extra elements are specified in /etc/menu/local.element files, which have the same format as other menu files available under /usr/share/menu/.
			


14.2. Firewall or Packet Filtering




BACK TO BASICS Firewall




			A firewall is a piece of computer equipment with hardware and/or software that sorts the incoming or outgoing network packets (coming to or from a local network) and only lets through those matching certain predefined conditions.
		



			A firewall is a filtering network gateway and is only effective on packets that must go through it. Therefore, it can only be effective when going through the firewall is the only route for these packets.
		

			The lack of a standard configuration (and the “process, not product” motto) explains the lack of a turn-key solution. There are, however, tools that make it simpler to configure the netfilter firewall, with a graphical representation of the filtering rules. fwbuilder is undoubtedly among the best of them.
		

SPECIFIC CASE Local Firewall




			A firewall can be restricted to one particular machine (as opposed to a complete network), in which case its role is to filter or limit access to some services, or possibly to prevent outgoing connections by rogue software that a user could, willingly or not, have installed.
		



			The Linux kernel embeds the netfilter firewall. It can be controlled from user-space with the iptables and ip6tables commands. The difference between these two commands is that the former acts on the IPv4 network, whereas the latter acts on IPv6. Since both network protocol stacks will probably be around for many years, both tools will need to be used in parallel.
		
14.2.1. Netfilter Behavior




				netfilter uses four distinct tables which store rules regulating three kinds of operations on packets:
			
	
						filter concerns filtering rules (accepting, refusing or ignoring a packet);
					
	
						nat concerns translation of source or destination addresses and ports of packages; note that this table only exists for IPv4;
					
	
						mangle concerns other changes to the IP packets (including the ToS — Type of Service — field and options);
					
	
						raw allows other manual modifications on packets before they reach the connection tracking system.
					



				Each table contains lists of rules called chains. The firewall uses standard chains to handle packets based on predefined circumstances. The administrator can create other chains, which will only be used when referred to by one of the standard chains (either directly or indirectly).
			

				The filter table has three standard chains:
			
	
						INPUT: concerns packets whose destination is the firewall itself;
					
	
						OUTPUT: concerns packets emitted by the firewall;
					
	
						FORWARD: concerns packets transiting through the firewall (which is neither their source nor their destination).
					



				The nat table also has three standard chains:
			
	
						PREROUTING: to modify packets as soon as they arrive;
					
	
						POSTROUTING: to modify packets when they are ready to go on their way;
					
	
						OUTPUT: to modify packets generated by the firewall itself.
					


Figure 14.1. How netfilter chains are called
[image: How netfilter chains are called]



				Each chain is a list of rules; each rule is a set of conditions and an action to execute when the conditions are met. When processing a packet, the firewall scans the appropriate chain, one rule after another; when the conditions for one rule are met, it “jumps” (hence the -j option in the commands) to the specified action to continue processing. The most common behaviors are standardized, and dedicated actions exist for them. Taking one of these standard actions interrupts the processing of the chain, since the packet's fate is already sealed (barring an exception mentioned below):
			

BACK TO BASICS ICMP




				ICMP (Internet Control Message Protocol) is the protocol used to transmit complementary information on communications. It allows testing network connectivity with the ping command (which sends an ICMP echo request message, which the recipient is meant to answer with an ICMP echo reply message). It signals a firewall rejecting a packet, indicates an overflow in a receive buffer, proposes a better route for the next packets in the connection, and so on. This protocol is defined by several RFC documents; the initial RFC777 and RFC792 were soon completed and extended. 
→ http://www.faqs.org/rfcs/rfc777.html
→ http://www.faqs.org/rfcs/rfc792.html

			

				For reference, a receive buffer is a small memory zone storing data between the time it arrives from the network and the time the kernel handles it. If this zone is full, new data cannot be received, and ICMP signals the problem, so that the emitter can slow down its transfer rate (which should ideally reach an equilibrium after some time).
			

				Note that although an IPv4 network can work without ICMP, ICMPv6 is strictly required for an IPv6 network, since it combines several functions that were, in the IPv4 world, spread across ICMPv4, IGMP (Internet Group Membership Protocol) and ARP (Address Resolution Protocol). ICMPv6 is defined in RFC4443. 
→ http://www.faqs.org/rfcs/rfc4443.html

			



			
	
						ACCEPT: allow the packet to go on its way;
					
	
						REJECT: reject the packet with an ICMP error packet (the --reject-with type option to iptables allows selecting the type of error);
					
	
						DROP: delete (ignore) the packet;
					
	
						LOG: log (via syslogd) a message with a description of the packet; note that this action does not interrupt processing, and the execution of the chain continues at the next rule, which is why logging refused packets requires both a LOG and a REJECT/DROP rule;
					
	
						ULOG: log a message via ulogd, which can be better adapted and more efficient than syslogd for handling large numbers of messages; note that this action, like LOG, also returns processing to the next rule in the calling chain;
					
	
						chain_name: jump to the given chain and evaluate its rules;
					
	
						RETURN: interrupt processing of the current chain, and return to the calling chain; in case the current chain is a standard one, there's no calling chain, so the default action (defined with the -P option to iptables) is executed instead;
					
	
						SNAT (only in the nat table, therefore only in IPv4 on Wheezy — NAT support for IPv6 appeared in the Linux 3.7 kernel): apply Source NAT (extra options describe the exact changes to apply);
					
	
						DNAT (only in the nat table, therefore only in IPv4 on Wheezy): apply Destination NAT (extra options describe the exact changes to apply);
					
	
						MASQUERADE (only in the nat table, therefore only in IPv4 on Wheezy): apply masquerading (a special case of Source NAT);
					
	
						REDIRECT (only in the nat table, therefore only in IPv4 on Wheezy): redirect a packet to a given port of the firewall itself; this can be used to set up a transparent web proxy that works with no configuration on the client side, since the client thinks it connects to the recipient whereas the communications actually go through the proxy.
					



				Other actions, particularly those concerning the mangle table, are outside the scope of this text. The iptables(8) and ip6tables(8) have a comprehensive list.
			

14.2.2. Syntax of iptables and ip6tables




				The iptables and ip6tables commands allow manipulating tables, chains and rules. Their -t table option indicates which table to operate on (by default, filter).
			
14.2.2.1. Commands




					The -N chain option creates a new chain. The -X chain deletes an empty and unused chain. The -A chain rule adds a rule at the end of the given chain. The -I chain rule_num rule option inserts a rule before the rule number rule_num. The -D chain rule_num (or -D chain rule) option deletes a rule in a chain; the first syntax identifies the rule to be deleted by its number, while the latter identifies it by its contents. The -F chain option flushes a chain (deletes all its rules); if no chain is mentioned, all the rules in the table are deleted. The -L chain option lists the rules in the chain. Finally, the -P chain action option defines the default action, or “policy”, for a given chain; note that only standard chains can have such a policy.
				

14.2.2.2. Rules




					Each rule is expressed as conditions -j action action_options. If several conditions are described in the same rule, then the criterion is the conjunction (logical and) of the conditions, which is at least as restrictive as each individual condition.
				

					The -p protocol condition matches the protocol field of the IP packet. The most common values are tcp, udp, icmp, and icmpv6. Prefixing the condition with an exclamation mark negates the condition, which then becomes a match for “any packets with a different protocol than the specified one”. This negation mechanism is not specific to the -p option and it can be applied to all other conditions too.
				

					The -s address or -s network/mask condition matches the source address of the packet. Correspondingly, -d address or -d network/mask matches the destination address.
				

					The -i interface condition selects packets coming from the given network interface. -o interface selects packets going out on a specific interface.
				

					There are more specific conditions, depending on the generic conditions described above. For instance, the -p tcp condition can be complemented with conditions on the TCP ports, with clauses such as --source-port port and --destination-port port.
				

					The --state state condition matches the state of a packet in a connection (this requires the ipt_conntrack kernel module, for connection tracking). The NEW state describes a packet starting a new connection; ESTABLISHED matches packets belonging to an already existing connection, and RELATED matches packets initiating a new connection related to an existing one (which is useful for the ftp-data connections in the “active” mode of the FTP protocol).
				

					The previous section lists available actions, but not their respective options. The LOG action, for instance, has the following options:
				
	
							--log-priority, with default value warning, indicates the syslog message priority;
						
	
							--log-prefix allows specifying a text prefix to differentiate between logged messages;
						
	
							--log-tcp-sequence, --log-tcp-options and --log-ip-options indicate extra data to be integrated into the message: respectively, the TCP sequence number, TCP options, and IP options.
						



					The DNAT action provides the --to-destination address:port option to indicate the new destination IP address and/or port. Similarly, SNAT provides --to-source address:port to indicate the new source IP address and/or port.
				

					The REDIRECT action (only available if NAT is available — on Wheezy, this means IPv4 only) provides the --to-ports port(s) option to indicate the port, or port range, where the packets should be redirected.
				


14.2.3. Creating Rules




				Each rule creation requires one invocation of iptables/ip6tables. Typing these commands manually can be tedious, so the calls are usually stored in a script so that the same configuration is set up automatically every time the machine boots. This script can be written by hand, but it can also be interesting to prepare it with a high-level tool such as fwbuilder.
			

				The principle is simple. In the first step, one needs to describe all the elements that will be involved in the actual rules:
			
	
						the firewall itself, with its network interfaces;
					
	
						the networks, with their corresponding IP ranges;
					
	
						the servers;
					
	
						the ports belonging to the services hosted on the servers.
					



				The rules are then created with simple drag-and-drop actions on the objects. A few contextual menus can change the condition (negating it, for instance). Then the action needs to be chosen and configured.
			

				As far as IPv6 is concerned, one can either create two distinct rulesets for IPv4 and IPv6, or create only one and let fwbuilder translate the rules according to the addresses assigned to the objects.
			
Figure 14.2. Fwbuilder's main window
[image: Fwbuilder's main window]



				fwbuilder can then generate a script configuring the firewall according to the rules that have been defined. Its modular architecture gives it the ability to generate scripts targeting different systems (iptables for Linux, ipf for FreeBSD and pf for OpenBSD).
			

				Versions of the fwbuilder package since Squeeze contain both the graphical interface and the modules for each firewall system (these were previously split over several packages, one for each target system):
			

# aptitude install fwbuilder

14.2.4. Installing the Rules at Each Boot




				If the firewall is meant to protect an intermittent PPP network connection, the simplest way to deploy the script is to install it as /etc/ppp/ip-up.d/0iptables (note that only files without a dot in their name are taken into account). The firewall will thus be reloaded every time a PPP connection is established.
			

				In other cases, the recommended way is to register the configuration script in an up directive of the /etc/network/interfaces file. In the following example, the script is stored under /usr/local/etc/arrakis.fw.
			
Example 14.1. interfaces file calling firewall script
auto eth0
iface eth0 inet static
    address 192.168.0.1
    network 192.168.0.0
    netmask 255.255.255.0
    broadcast 192.168.0.255
    up /usr/local/etc/arrakis.fw





9.9. Quotas




			The quota system allows limiting disk space allocated to a user or group of users. To set it up, you must have a kernel that supports it (compiled with the CONFIG_QUOTA option) — as is the case of Debian kernels. The quota management software is found in the quota Debian package.
		

			To activate them in a filesystem, you have to indicate the usrquota and grpquota options in /etc/fstab for the user and group quotas, respectively. Rebooting the computer will then update the quotas in the absence of disk activity (a necessary condition for proper accounting of already used disk space).
		

			The edquota user (or edquota -g group) command allows you to change the limits while examining current disk space usage.
		

GOING FURTHER Defining quotas with a script




			The setquota program can be used in a script to automatically change many quotas. Its setquota(8) manual page details the syntax to use.
		



			The quota system allows you to set four limits:
		
	
					two limits (called “soft” and “hard”) refer to the number of blocks consumed. If the filesystem was created with a block-size of 1 kibibyte, a block contains 1024 bytes from the same file. Unsaturated blocks thus induce losses of disk space. A quota of 100 blocks, which theoretically allows storage of 102,400 bytes, will however be saturated with just 100 files of 500 bytes each, only representing 50,000 bytes in total.
				
	
					two limits (soft and hard) refer to the number of inodes used. Each file occupies at least one inode to store information about it (permissions, owner, timestamp of last access, etc.). It is thus a limit on the number of user files.
				



			A “soft” limit can be temporarily exceeded; the user will simply be warned that they are exceeding the quota by the warnquota command, which is usually invoked by cron. A “hard” limit can never be exceeded: the system will refuse any operation that will cause a hard quota to be exceeded.
		

VOCABULARY Blocks and inodes




			The filesystem divides the hard drive into blocks — small contiguous areas. The size of these blocks is defined during creation of the filesystem, and generally varies between 1 and 8 kibibytes.
		

			A block can be used either to store the real data of a file, or for meta-data used by the filesystem. Among this meta-data, you will especially find the inodes. An inode uses a block on the hard drive (but this block is not taken into consideration in the block quota, only in the inode quota), and contains both the information on the file to which it corresponds (name, owner, permissions, etc.) and the pointers to the data blocks that are actually used. For very large files that occupy more blocks than it is possible to reference in a single inode, there is an indirect block system; the inode references a list of blocks that do not directly contain data, but another list of blocks.
		



			With the edquota -t command, you can define a maximum authorized “grace period” within which a soft limit may be exceeded. After this period, the soft limit will be treated like a hard limit, and the user will have to reduce their disk space usage to within this limit in order to be able to write anything to the hard drive.
		

GOING FURTHER Setting up a default quota for new users




			To automatically setup a quota for new users, you have to configure a template user (with edquota or setquota) and indicate their user name in the QUOTAUSER variable in the /etc/adduser.conf file. This quota configuration will then be automatically applied to each new user created with the adduser command.
		



Chapter 10. Network Infrastructure




		Linux sports the whole Unix heritage for networking, and Debian provides a full set of tools to create and manage them. This chapter reviews these tools.
	

10.1. Gateway




			A gateway is a system linking several networks. This term often refers to a local network's “exit point” on the mandatory path to all external IP addresses. The gateway is connected to each of the networks it links together, and acts as a router to convey IP packets between its various interfaces.
		

BACK TO BASICS IP packet




			Most networks nowadays use the IP protocol (Internet Protocol). This protocol segments the transmitted data into limited-size packets. Each packet contains, in addition to its payload data, a number of details required for its proper routing.
		



BACK TO BASICS TCP/UDP




			Many programs do not handle the individual packets themselves, even though the data they transmit does travel over IP; they often use TCP (Transmission Control Protocol). TCP is a layer over IP allowing the establishment of connections dedicated to data streams between two points. The programs then only see an entry point into which data can be fed with the guarantee that the same data exits without loss (and in the same sequence) at the exit point at the other end of the connection. Although many kinds of errors can happen in the lower layers, they are compensated by TCP: lost packets are retransmitted, and packets arriving out of order (for example, if they used different paths) are re-ordered appropriately.
		

			Another protocol relying on IP is UDP (User Datagram Protocol). In contrast to TCP, it is packet-oriented. Its goals are different: the purpose of UDP is only to transmit one packet from an application to another. The protocol does not try to compensate for possible packet loss on the way, nor does it ensure that packets are received in the same order as were sent. The main advantage to this protocol is that the latency is greatly improved, since the loss of a single packet does not delay the receiving of all following packets until the lost one is retransmitted.
		

			TCP and UDP both involve ports, which are “extension numbers” for establishing communication with a given application on a machine. This concept allows keeping several different communications in parallel with the same correspondent, since these communications can be distinguished by the port number.
		

			Some of these port numbers — standardized by the IANA (Internet Assigned Numbers Authority) — are “well-known” for being associated with network services. For instance, TCP port 25 is generally used by the email server. 
→ http://www.iana.org/assignments/port-numbers

		



			When a local network uses a private address range (not routable on the Internet), the gateway needs to implement address masquerading so that the machines on the network can communicate with the outside world. The masquerading operation is a kind of proxy operating on the network level: each outgoing connection from an internal machine is replaced with a connection from the gateway itself (since the gateway does have an external, routable address), the data going through the masqueraded connection is sent to the new one, and the data coming back in reply is sent through to the masqueraded connection to the internal machine. The gateway uses a range of dedicated TCP ports for this purpose, usually with very high numbers (over 60000). Each connection coming from an internal machine then appears to the outside world as a connection coming from one of these reserved ports.
		

CULTURE Private address range




			RFC 1918 defines three ranges of IPv4 addresses not meant to be routed on the Internet but only used in local networks. The first one, 10.0.0.0/8 (see sidebar BACK TO BASICS Essential network concepts (Ethernet, IP address, subnet, broadcast).), is a class-A range (with 224 IP addresses). The second one, 172.16.0.0/12, gathers 16 class-B ranges (172.16.0.0/16 to 172.31.0.0/16), each containing 216 IP addresses. Finally, 192.168.0.0/16 is a class-B range (grouping 256 class-C ranges, 192.168.0.0/24 to 192.168.255.0/24, with 256 IP addresses each). 
→ http://www.faqs.org/rfcs/rfc1918.html

		



			The gateway can also perform two kinds of network address translation (or NAT for short). The first kind, Destination NAT (DNAT) is a technique to alter the destination IP address (and/or the TCP or UDP port) for a (generally) incoming connection. The connection tracking mechanism also alters the following packets in the same connection to ensure continuity in the communication. The second kind of NAT is Source NAT (SNAT), of which masquerading is a particular case; SNAT alters the source IP address (and/or the TCP or UDP port) of a (generally) outgoing connection. As for DNAT, all the packets in the connection are appropriately handled by the connection tracking mechanism. Note that NAT is only relevant for IPv4 and its limited address space; in IPv6, the wide availability of addresses greatly reduces the usefulness of NAT by allowing all “internal” addresses to be directly routable on the Internet (this does not imply that internal machines are accessible, since intermediary firewalls can filter traffic).
		

BACK TO BASICS Port forwarding




			A concrete application of DNAT is port forwarding. Incoming connections to a given port of a machine are forwarded to a port on another machine. Other solutions may exist for achieving a similar effect, though, especially at the application level with ssh (see Section 9.2.1.3, “Creating Encrypted Tunnels with Port Forwarding”) or redir.
		



			Enough theory, let's get practical. Turning a Debian system into a gateway is a simple matter of enabling the appropriate option in the Linux kernel, by way of the /proc/ virtual filesystem:
		

# echo 1 > /proc/sys/net/ipv4/conf/default/forwarding

			This option can also be automatically enabled on boot if /etc/sysctl.conf sets the net.ipv4.conf.default.forwarding option to 1.
		
Example 10.1. The /etc/sysctl.conf file

net.ipv4.conf.default.forwarding = 1
net.ipv4.conf.default.rp_filter = 1
net.ipv4.tcp_syncookies = 1




			The same effect can be obtained for IPv6 by simply replacing ipv4 with ipv6 in the manual command and using the net.ipv6.conf.all.forwarding line in /etc/sysctl.conf.
		

			Enabling IPv4 masquerading is a slightly more complex operation that involves configuring the netfilter firewall.
		

			Similarly, using NAT (for IPv4) requires configuring netfilter. Since the primary purpose of this component is packet filtering, the details are listed in Chapter 14: “Security” (see Section 14.2, “Firewall or Packet Filtering”).
		


10.8. Network Diagnosis Tools




			When a network application does not run as expected, it is important to be able to look under the hood. Even when everything seems to run smoothly, running a network diagnosis can help ensure everything is working as it should. Several diagnosis tools exists for this purpose; each one operates on a different level.
		
10.8.1. Local Diagnosis: netstat




				Let's first mention the netstat command (in the net-tools package); it displays an instant summary of a machine's network activity. When invoked with no argument, this command lists all open connections; this list can be very verbose since it includes many Unix-domain sockets (widely used by daemons) which do not involve the network at all (for example, dbus communication, X11 traffic, and communications between virtual filesystems and the desktop).
			

				Common invocations therefore use options that alter netstat's behavior. The most frequently used options include:
			
	
						-t, which filters the results to only include TCP connections;
					
	
						-u, which works similarly for UDP connections; these options are not mutually exclusive, and one of them is enough to stop displaying Unix-domain connections;
					
	
						-a, to also list listening sockets (waiting for incoming connections);
					
	
						-n, to display the results numerically: IP addresses (no DNS resolution), port numbers (no aliases as defined in /etc/services) and user ids (no login names);
					
	
						-p, to list the processes involved; this option is only useful when netstat is run as root, since normal users will only see their own processes;
					
	
						-c, to continuously refresh the list of connections.
					



				Other options, documented in the netstat(8) manual page, provide an even finer control over the displayed results. In practice, the first five options are so often used together that systems and network administrators practically acquired netstat -tupan as a reflex. Typical results, on a lightly loaded machine, may look like the following:
			

# netstat -tupan
Active Internet connections (servers and established)
Proto Recv-Q Send-Q Local Address           Foreign Address         State       PID/Program name
tcp        0      0 0.0.0.0:22              0.0.0.0:*               LISTEN      2224/sshd       
tcp        0      0 127.0.0.1:25            0.0.0.0:*               LISTEN      994/exim4       
tcp        0      0 192.168.1.241:22        192.168.1.128:47372     ESTABLISHED 2944/sshd: roland [
tcp        0      0 192.168.1.241:22        192.168.1.128:32970     ESTABLISHED 2232/sshd: roland [
tcp6       0      0 :::22                   :::*                    LISTEN      2224/sshd       
tcp6       0      0 ::1:25                  :::*                    LISTEN      994/exim4       
udp        0      0 0.0.0.0:68              0.0.0.0:*                           633/dhclient    
udp        0      0 192.168.1.241:123       0.0.0.0:*                           764/ntpd        
udp        0      0 127.0.0.1:123           0.0.0.0:*                           764/ntpd        
udp        0      0 0.0.0.0:123             0.0.0.0:*                           764/ntpd        
udp6       0      0 fe80::a00:27ff:fe6c:123 :::*                                764/ntpd        
udp6       0      0 2002:52e0:87e4:0:a0:123 :::*                                764/ntpd        
udp6       0      0 ::1:123                 :::*                                764/ntpd        
udp6       0      0 :::123                  :::*                                764/ntpd        


				As expected, this lists established connections, two SSH connections in this case, and applications waiting for incoming connections (listed as LISTEN), notably the Exim4 email server listening on port 25.
			

10.8.2. Remote Diagnosis: nmap




				nmap (in the similarly-named package) is, in a way, the remote equivalent for netstat. It can scan a set of “well-known” ports for one or several remote servers, and list the ports where an application is found to answer to incoming connections. Furthermore, nmap is able to identify some of these applications, sometimes even their version number. The counterpart of this tool is that, since it runs remotely, it cannot provide information on processes or users; however, it can operate on several targets at once.
			

				A typical nmap invocation only uses the -A option (so that nmap attempts to identify the versions of the server software it finds) followed by one or more IP addresses or DNS names of machines to scan. Again, many more options exist to finely control the behavior of nmap; please refer to the documentation in the nmap(1) manual page.
			

# nmap mirwiz

nmap 192.168.1.30

Starting Nmap 6.00 ( http://nmap.org ) at 2013-11-13 11:00 CET
Nmap scan report for mirwiz (192.168.1.30)
Host is up (0.000015s latency).
Not shown: 997 closed ports
PORT      STATE SERVICE
22/tcp    open  ssh
111/tcp   open  rpcbind
10000/tcp open  snet-sensor-mgmt

Nmap done: 1 IP address (1 host up) scanned in 0.12 seconds
# nmap -A localhost

Starting Nmap 6.00 ( http://nmap.org ) at 2013-11-13 10:54 CET
Nmap scan report for localhost (127.0.0.1)
Host is up (0.000084s latency).
Other addresses for localhost (not scanned): 127.0.0.1
Not shown: 996 closed ports
PORT      STATE SERVICE VERSION
22/tcp    open  ssh     OpenSSH 6.0p1 Debian 4 (protocol 2.0)
| ssh-hostkey: 1024 ea:47:e5:04:a0:b8:70:29:c2:94:3d:fe:a8:b8:b4:02 (DSA)
|_2048 81:5c:a4:56:ff:c0:bf:0d:cd:e6:cc:48:2f:15:78:ea (RSA)
25/tcp    open  smtp    Exim smtpd 4.80
| smtp-commands: mirwiz.internal.placard.fr.eu.org Hello localhost [127.0.0.1], SIZE 52428800, 8BITMIME, PIPELINING, HELP, 
|_ Commands supported: AUTH HELO EHLO MAIL RCPT DATA NOOP QUIT RSET HELP 
111/tcp   open  rpcbind
| rpcinfo: 
|   program version   port/proto  service
|   100000  2,3,4        111/tcp  rpcbind
|   100000  2,3,4        111/udp  rpcbind
|   100024  1          40114/tcp  status
|_  100024  1          55628/udp  status
10000/tcp open  http    MiniServ 1.660 (Webmin httpd)
| ndmp-version: 
|_  ERROR: Failed to get host information from server
|_http-methods: No Allow or Public header in OPTIONS response (status code 200)
|_http-title: Site doesn't have a title (text/html; Charset=iso-8859-1).
No exact OS matches for host (If you know what OS is running on it, see http://nmap.org/submit/ ).
TCP/IP fingerprint:
OS:SCAN(V=6.00%E=4%D=11/13%OT=22%CT=1%CU=40107%PV=N%DS=0%DC=L%G=Y%TM=52834C
OS:9E%P=x86_64-unknown-linux-gnu)SEQ(SP=102%GCD=1%ISR=105%TI=Z%CI=Z%II=I%TS
OS:=8)OPS(O1=M400CST11NW5%O2=M400CST11NW5%O3=M400CNNT11NW5%O4=M400CST11NW5%
OS:O5=M400CST11NW5%O6=M400CST11)WIN(W1=8000%W2=8000%W3=8000%W4=8000%W5=8000
OS:%W6=8000)ECN(R=Y%DF=Y%T=41%W=8018%O=M400CNNSNW5%CC=Y%Q=)T1(R=Y%DF=Y%T=41
OS:%S=O%A=S+%F=AS%RD=0%Q=)T2(R=N)T3(R=N)T4(R=Y%DF=Y%T=41%W=0%S=A%A=Z%F=R%O=
OS:%RD=0%Q=)T5(R=Y%DF=Y%T=41%W=0%S=Z%A=S+%F=AR%O=%RD=0%Q=)T6(R=Y%DF=Y%T=41%
OS:W=0%S=A%A=Z%F=R%O=%RD=0%Q=)T7(R=Y%DF=Y%T=41%W=0%S=Z%A=S+%F=AR%O=%RD=0%Q=
OS:)U1(R=Y%DF=N%T=41%IPL=164%UN=0%RIPL=G%RID=G%RIPCK=G%RUCK=G%RUD=G)IE(R=Y%
OS:DFI=N%T=41%CD=S)

Network Distance: 0 hops
Service Info: Host: mirwiz.internal.placard.fr.eu.org; OS: Linux; CPE: cpe:/o:linux:kernel

OS and Service detection performed. Please report any incorrect results at http://nmap.org/submit/ .
Nmap done: 1 IP address (1 host up) scanned in 48.20 seconds


				As expected, the SSH and Exim4 applications are listed. Note that not all applications listen on all IP addresses; since Exim4 is only accessible on the lo loopback interface, it only appears during an analysis of localhost and not when scanning mirwiz (which maps to the eth0 interface on the same machine).
			

10.8.3. Sniffers: tcpdump and wireshark




				Sometimes, one needs to look at what actually goes on the wire, packet by packet. These cases call for a “frame analyzer”, more widely known as a sniffer. Such a tool observes all the packets that reach a given network interface, and displays them in a user-friendly way.
			

				The venerable tool in this domain is tcpdump, available as a standard tool on a wide range of platforms. It allows many kinds of network traffic capture, but the representation of this traffic stays rather obscure. We will therefore not describe it in further detail.
			

				A more recent (and more modern) tool, wireshark (in the wireshark package), is slowly becoming the new reference in network traffic analysis due to its many decoding modules that allow for a simplified analysis of the captured packets. The packets are displayed graphically with an organization based on the protocol layers. This allows a user to visualize all protocols involved in a packet. For example, given a packet containing an HTTP request, wireshark displays, separately, the information concerning the physical layer, the Ethernet layer, the IP packet information, the TCP connection parameters, and finally the HTTP request itself.
			
Figure 10.1. The wireshark network traffic analyzer
[image: The wireshark network traffic analyzer]



				In our example, the packets traveling over SSH are filtered out (with the !tcp.port == 22 filter). The packet currently displayed was developed at the HTTP layer.
			

TIP wireshark with no graphical interface: tshark




				When one cannot run a graphical interface, or does not wish to do so for whatever reason, a text-only version of wireshark also exists under the name tshark (in a separate tshark package). Most of the capture and decoding features are still available, but the lack of a graphical interface necessarily limits the interactions with the program (filtering packets after they've been captured, tracking of a given TCP connection, and so on). It can still be used as a first approach. If further manipulations are intended and require the graphical interface, the packets can be saved to a file and this file can be loaded into a graphical wireshark running on another machine.
			



CULTURE ethereal and wireshark




				wireshark seems to be relatively young; however, it is only the new name for a software application previously known as ethereal. When its main developer left the company where he was employed, he was not able to arrange for the transfer of the registered trademark. As an alternative he went for a name change; only the name and the icons for the software actually changed.
			




1.6. Lifecycle of a Release




			The project will simultaneously have three or four different versions of each program, named Experimental, Unstable, Testing, and Stable. Each one corresponds to a different phase in development. For a good understanding, let us take a look at a program's journey, from its initial packaging to inclusion in a stable version of Debian.
		

VOCABULARY Release




			The term “release”, in the Debian project, indicates a particular version of a distribution (e.g., “unstable release” means “the unstable version”). It also indicates the public announcement of the launch of any new version (stable).
		


1.6.1. The Experimental Status




				First let us take a look at the particular case of the Experimental distribution: this is a group of Debian packages corresponding to the software currently in development, and not necessarily completed, explaining its name. Not everything passes through this step; some developers add packages here in order to get feedback from more experienced (or braver) users.
			

				Otherwise, this distribution frequently houses important modifications to base packages, whose integration into Unstable with serious bugs would have critical repercussions. It is, thus, a completely isolated distribution, its packages never migrate to another version (except by direct, express intervention of the maintainer or the ftpmasters). It is also not self-contained: only a subset of the existing packages are present in Experimental, and it generally does not include the base system. This distribution is therefore mostly useful in combination with another, self-contained, distribution such as Unstable.
			

1.6.2. The Unstable Status




				Let us turn back to the case of a typical package. The maintainer creates an initial package, which they compile for the Unstable version and place on the ftp-master.debian.org server. This first event involves inspection and validation from the ftpmasters. The software is then available in the Unstable distribution, which is the “cutting edge” distribution chosen by users who are more concerned with having up to date packages than worried about serious bugs. They discover the program and then test it.
			

				If they encounter bugs, they report them to the package's maintainer. The maintainer then regularly prepares corrected versions, which they upload to the server.
			

				Every newly updated package is updated on all Debian mirrors around the world within six hours. The users then test the corrections and search for other problems resulting from the modifications. Several updates may then occur rapidly. During these times, autobuilder robots come into action. Most frequently, the maintainer has only one traditional PC and has compiled his package on the amd64 (or i386) architecture; the autobuilders take over and automatically compile versions for all the other architectures. Some compilations may fail; the maintainer will then receive a bug report indicating the problem, which is then to be corrected in the next versions. When the bug is discovered by a specialist for the architecture in question, the bug report may come with a patch ready to use.
			
Figure 1.2. Compilation of a package by the autobuilders
[image: Compilation of a package by the autobuilders]



QUICK LOOK buildd, the Debian package recompiler




				buildd is the abbreviation of “build daemon”. This program automatically recompiles new versions of Debian packages on the architectures on which it is hosted (cross-compiling not always being sufficient) .
			

				Thus, to produce binaries for the sparc architecture, the project has sparc machines available (specifically, Sun brand). The buildd program runs on them continuously and creates binary packages for sparc from source packages sent by Debian developers.
			

				This software is used on all the computers serving as autobuilders for Debian. By extension, the term buildd frequently is used to refer to these machines, which are generally reserved solely for this purpose.
			



1.6.3. Migration to Testing




				A bit later, the package will have matured; compiled on all the architectures, it will not have undergone recent modifications. It is then a candidate for inclusion in the Testing distribution — a group of Unstable packages chosen according to some quantifiable criteria. Every day a program automatically selects the packages to include in Testing, according to elements guaranteeing a certain level of quality:
			
	
						lack of critical bugs, or, at least fewer than the version currently included in Testing;
					
	
						at least 10 days spent in Unstable, which is sufficient time to find and report any serious problems;
					
	
						successful compilation on all officially supported architectures;
					
	
						dependencies that can be satisfied in Testing, or that can at least be moved there together with the package in question.
					



				This system is clearly not infallible; critical bugs are regularly found in packages included in Testing. Still, it is generally effective, and Testing poses far fewer problems than Unstable, being for many, a good compromise between stability and novelty.
			

NOTE Limitations of Testing




				While very interesting in principle, Testing does have some practical problems: the tangle of cross-dependencies between packages is such that a package can rarely move there completely on its own. With packages all depending upon each other, it is sometimes necessary to migrate a large number of packages simultaneously, which is impossible when some are uploading updates regularly. On the other hand, the script identifying the families of related packages works hard to create them (this would be an NP-complete problem, for which, fortunately, we know some good heuristics). This is why we can manually interact with and guide this script by suggesting groups of packages, or imposing the inclusion of certain packages in a group, even if this temporarily breaks some dependencies. This functionality is accessible to the Release Managers and their assistants.
			

				Recall that an NP-complete problem is of an exponential algorithmic complexity according to the size of the data, here being the length of the code (the number of figures) and the elements involved. The only way to resolve it is frequently to examine all possible configurations, which could require enormous means. A heuristic is an approximate, but satisfying, solution.
			



COMMUNITY The Release Manager




				Release Manager is an important title, associated with heavy responsibilities. The bearer of this title must, in effect, manage the release of a new, stable version of Debian, and define the process for development of Testing until it meets the quality criteria for Stable. They also define a tentative schedule (not always followed).
			

				We also have Stable Release Managers, often abbreviated SRM, who manage and select updates for the current stable version of Debian. They systematically include security patches and examine all other proposals for inclusion, on a case by case basis, sent by Debian developers eager to update their package in the stable version.
			



1.6.4. The Promotion from Testing to Stable




				Let us suppose that our package is now included in Testing. As long as it has room for improvement, its maintainer must continue to improve it and restart the process from Unstable (but its later inclusion in Testing is generally faster: unless it changed significantly, all of its dependencies are already available). When it reaches perfection, the maintainer has completed their work. The next step is the inclusion in the Stable distribution, which is, in reality, a simple copy of Testing at a moment chosen by the Release Manager. Ideally this decision is made when the installer is ready, and when no program in Testing has any known critical bugs.
			

				Since this moment never truly arrives, in practice, Debian must compromise: remove packages whose maintainer has failed to correct bugs on time, or agree to release a distribution with some bugs in the thousands of programs. The Release Manager will have previously announced a freeze period, during which each update to Testing must be approved. The goal here is to prevent any new version (and its new bugs), and to only approve updates fixing bugs.
			
Figure 1.3. A package's path through the various Debian versions
[image: A package's path through the various Debian versions]



VOCABULARY Freeze: the home straight




				During the freeze period, development of the Testing distribution is blocked; no more automatic updates are allowed. Only the Release Managers are then authorized to change packages, according to their own criteria. The purpose is to prevent the appearance of new bugs by introducing new versions; only thoroughly examined updates are authorized when they correct significant bugs.
			



				After the release of a new stable version, the Stable Release Manager manages all further development (called “revisions”, ex: 5.0.1, 5.0.2, 5.0.3 for version 5.0). These updates systematically include all security patches. They will also include the most important corrections (the maintainer of a package must prove the gravity of the problem that they wish to correct in order to have their updates included).
			

				At the end of the journey, our hypothetical package is now included in the stable distribution. This journey, not without its difficulties, explains the significant delays separating the Debian Stable releases. This contributes, over all, to its reputation for quality. Furthermore, the majority of users are satisfied using one of the three distributions simultaneously available. The system administrators, concerned above all about the stability of their servers, don't need the latest and greatest version of GNOME; they can choose Debian Stable, and they will be satisfied. End users, more interested in the latest versions of GNOME or KDE than in rock-solid stability, will find Debian Testing to be a good compromise between a lack of serious problems and relatively up to date software. Finally, developers and more experienced users may blaze the trail, testing all the latest developments in Debian Unstable right out of the gate, at the risk of suffering the headaches and bugs inherent in any new version of a program. To each their own Debian!
			

CULTURE GNOME and KDE, graphical desktop environments




				GNOME (GNU Network Object Model Environment) and KDE (K Desktop Environment) are the two most popular graphical desktop environments in the free software world. A desktop environment is a set of programs grouped together to allow easy management of the most common operations through a graphical interface. They generally include a file manager, office suite, web browser, e-mail program, multimedia accessories, etc. The most visible difference resides in the choice of the graphical library used: GNOME has chosen GTK+ (free software licensed under the LGPL), and KDE has selected Qt (a company-backed project, available nowadays both under the GPL and a commercial license). 
→ http://www.gnome.org/
 
→ http://www.kde.org/

			


Figure 1.4. Chronological path of a program packaged by Debian
[image: Chronological path of a program packaged by Debian]




6.5. Checking Package Authenticity




			Security is very important for Falcot Corp administrators. Accordingly, they need to ensure that they only install packages which are guaranteed to come from Debian with no tampering on the way. A computer cracker could try to add malicious code to an otherwise legitimate package. Such a package, if installed, could do anything the cracker designed it to do, including for instance disclosing passwords or confidential information. To circumvent this risk, Debian provides a tamper-proof seal to guarantee — at install time — that a package really comes from its official maintainer and hasn't been modified by a third party.
		

			The seal works with a chain of cryptographical hashes and a signature. The signed file is the Release file, provided by the Debian mirrors. It contains a list of the Packages files (including their compressed forms, Packages.gz and Packages.bz2, and the incremental versions), along with their MD5, SHA1 and SHA256 hashes, which ensures that the files haven't been tampered with. These Packages files contain a list of the Debian packages available on the mirror, along with their hashes, which ensures in turn that the contents of the packages themselves haven't been altered either.
		

			The trusted keys are managed with the apt-key command found in the apt package. This program maintains a keyring of GnuPG public keys, which are used to verify signatures in the Release.gpg files available on the mirrors. It can be used to add new keys manually (when non-official mirrors are needed). Generally however, only the official Debian keys are needed. These keys are automatically kept up-to-date by the debian-archive-keyring package (which puts the corresponding keyrings in /etc/apt/trusted.gpg.d). However, the first installation of this particular package requires caution: even if the package is signed like any other, the signature cannot be verified externally. Cautious administrators should therefore check the fingerprints of imported keys before trusting them to install new packages:
		
# apt-key fingerprint
/etc/apt/trusted.gpg.d//debian-archive-squeeze-automatic.gpg
------------------------------------------------------------
pub   4096R/473041FA 2010-08-27 [expires: 2018-03-05]
      Key fingerprint = 9FED 2BCB DCD2 9CDF 7626  78CB AED4 B06F 4730 41FA
uid                  Debian Archive Automatic Signing Key (6.0/squeeze) <ftpmaster@debian.org>

/etc/apt/trusted.gpg.d//debian-archive-squeeze-stable.gpg
---------------------------------------------------------
pub   4096R/B98321F9 2010-08-07 [expires: 2017-08-05]
      Key fingerprint = 0E4E DE2C 7F3E 1FC0 D033  800E 6448 1591 B983 21F9
uid                  Squeeze Stable Release Key <debian-release@lists.debian.org>

/etc/apt/trusted.gpg.d//debian-archive-wheezy-automatic.gpg
-----------------------------------------------------------
pub   4096R/46925553 2012-04-27 [expires: 2020-04-25]
      Key fingerprint = A1BD 8E9D 78F7 FE5C 3E65  D8AF 8B48 AD62 4692 5553
uid                  Debian Archive Automatic Signing Key (7.0/wheezy) <ftpmaster@debian.org>

/etc/apt/trusted.gpg.d//debian-archive-wheezy-stable.gpg
--------------------------------------------------------
pub   4096R/65FFB764 2012-05-08 [expires: 2019-05-07]
      Key fingerprint = ED6D 6527 1AAC F0FF 15D1  2303 6FB2 A1C2 65FF B764
uid                  Wheezy Stable Release Key <debian-release@lists.debian.org>


IN PRACTICE Adding trusted keys




			When a third-party package source is added to the sources.list file, APT needs to be told to trust the corresponding GPG authentication key (otherwise it will keep complaining that it can't ensure the authenticity of the packages coming from that repository). The first step is of course to get the public key. More often than not, the key will be provided as a small text file, which we'll call key.asc in the following examples.
		

			To add the key to the trusted keyring, the administrator can run apt-key add < key.asc. Another way is to use the synaptic graphical interface: its “Authentication” tab in the Settings → Repositories menu gives the possibility of importing a key from the key.asc file.
		

			For people who would want a dedicated application and more details on the trusted keys, it is possible to use gui-apt-key (in the package of the same name), a small graphical user interface which manages the trusted keyring.
		



			Once the appropriate keys are in the keyring, APT will check the signatures before any risky operation, so that front-ends will display a warning if asked to install a package whose authenticity can't be ascertained.
		

A.7. Grml




			Grml is a LiveCD with many tools for system administrators, dealing with installation, deployment, and system rescue. The LiveCD is provided in two flavors, full and small, both available for 32-bit and 64-bit PCs. Obviously, the two flavors differ by the amount of software included and by the resulting size. 
→ http://grml.org

		

15.3. Creating a Package Repository for APT




			Falcot Corp gradually started maintaining a number of Debian packages either locally modified from existing packages or created from scratch to distribute internal data and programs.
		

			To make deployment easier, they want to integrate these packages in a package archive that can be directly used by APT. For obvious maintenance reasons, they wish to separate internal packages from locally-rebuilt packages. The goal is for the matching entries in a /etc/apt/sources.list file to be as follows:
		

deb http://packages.falcot.com/ updates/
deb http://packages.falcot.com/ internal/


			The administrators therefore configure a virtual host on their internal HTTP server, with /srv/vhosts/packages/ as the root of the associated web space. The management of the archive themselves is delegated to the mini-dinstall command (in the similarly-named package). This tool keeps an eye on an incoming/ directory (in our case, /srv/vhosts/packages/mini-dinstall/incoming/) and waits for new packages there; when a package is uploaded, it is installed into a Debian archive at /srv/vhosts/packages/. The mini-dinstall command reads the *.changes file created when the Debian package is generated. These files contain a list of all other files associated to the version of the package (*.deb, *.dsc, *.diff.gz/*.debian.tar.gz, *.orig.tar.gz, or their equivalents with other compression tools), and they allow mini-dinstall to know which files to install. *.changes files also contain the name of the target distribution (often unstable) mentioned in the latest debian/changelog entry, and mini-dinstall uses this information to decide where the package should be installed. This is why administrators must always change this field before building a package, and set it to internal or updates, depending on the target location. mini-dinstall then generates the files required by APT, such as Packages.gz.
		

ALTERNATIVE apt-ftparchive




			If mini-dinstall seems too complex for your Debian archive needs, you can also use the apt-ftparchive command. This tool scans the contents of a directory and displays (on its standard output) a matching Packages file. In the Falcot Corp case, administrators could upload the packages directly into /srv/vhosts/packages/updates/ or /srv/vhosts/packages/internal/, then run the following commands to create the Packages.gz files:
		

$ cd /srv/vhosts/packages
$ apt-ftparchive packages updates >updates/Packages
$ gzip updates/Packages
$ apt-ftparchive packages internal >internal/Packages
$ gzip internal/Packages

			The apt-ftparchive sources command allows creating Sources.gz files in a similar fashion.
		



			Configuring mini-dinstall requires setting up a ~/.mini-dinstall.conf file; in the Falcot Corp case, the contents are as follows:
		

[DEFAULT]
archive_style = flat
archivedir = /srv/vhosts/packages

verify_sigs = 0
mail_to = admin@falcot.com

generate_release = 1
release_origin = Falcot Corp
release_codename = stable

[updates]
release_label = Recompiled Debian Packages

[internal]
release_label = Internal Packages


			One decision worth noting is the generation of Release files for each archive. This can help manage package installation priorities using the /etc/apt/preferences configuration file (see Section 6.2.5, “Managing Package Priorities” for details).
		

SECURITY mini-dinstall and permissions




			Since mini-dinstall has been designed to run as a regular user, there's no need to run it as root. The easiest way is to configure everything within the user account belonging to the administrator in charge of creating the Debian packages. Since only this administrator has the required permissions to put files in the incoming/ directory, we can deduce that the administrator authenticated the origin of each package prior to deployment and mini-dinstall does not need to do it again. This explains the verify_sigs = 0 parameter (which means that signatures need not be verified). However, if the contents of packages are sensitive, we can reverse the setting and elect to authenticate with a keyring containing the public keys of persons allowed to create packages (configured with the extra_keyrings parameter); mini-dinstall will then check the origin of each incoming package by analyzing the signature integrated to the *.changes file.
		



			Invoking mini-dinstall actually starts a daemon in the background. As long as this daemon runs, it will check for new packages in the incoming/ directory every half-hour; when a new package arrives, it will be moved to the archive and the appropriate Packages.gz and Sources.gz files will be regenerated. If running a daemon is a problem, mini-dinstall can also be manually invoked in batch mode (with the -b option) every time a package is uploaded into the incoming/ directory. Other possibilities provided by mini-dinstall are documented in its mini-dinstall(1) manual page.
		

EXTRA Generating a signed archive




			The APT suite checks a chain of cryptographic signatures on the packages it handles before installing them (and has done so since Etch), in order to ensure their authenticity (see Section 6.5, “Checking Package Authenticity”). Private APT archives can then be a problem, since the machines using them will keep displaying warnings about unsigned packages. A diligent administrator will therefore integrate private archives with the secure APT mechanism.
		

			To help with this process, mini-dinstall includes a release_signscript configuration option that allows specifying a script to use for generating the signature. A good starting point is the sign-release.sh script provided by the mini-dinstall package in /usr/share/doc/mini-dinstall/examples/; local changes may be relevant.
		



Appendix B. Short Remedial Course




		Even though this book primarily targets administrators and “power-users”, we wouldn't like to exclude motivated beginners. This appendix will therefore be a crash-course describing the fundamental concepts involved in handling a Unix computer.
	

B.1. Shell and Basic Commands




			In the Unix world, every administrator has to use the command line sooner or later; for example, when the system fails to start properly and only provides a command-line rescue mode. Being able to handle such an interface, therefore, is a basic survival skill for these circumstances.
		

QUICK LOOK Starting the command interpreter




			A command-line environment can be run from the graphical desktop, by an application known as a “terminal”, such as those found under the Applications → Accessories menu for GNOME, and in K → Applications → System for KDE.
		



			This section only gives a quick peek at the commands. They all have many options not described here; accordingly, they also have abundant documentation in their respective manual pages.
		
B.1.1. Browsing the Directory Tree and Managing Files




				Once a session is open, the pwd command (which stands for print working directory) displays the current location in the filesystem. The current directory is changed with the cd directory command (cd is for change directory). The parent directory is always called .. (two dots), whereas the current directory is also known as . (one dot). The ls command allows listing the contents of a directory. If no parameters are given, it operates on the current directory.
			

$ pwd
/home/rhertzog
$ cd Desktop
$ pwd
/home/rhertzog/Desktop
$ cd .
$ pwd
/home/rhertzog/Desktop
$ cd ..
$ pwd
/home/rhertzog
$ ls
Desktop    Downloads  Pictures  Templates
Documents  Music      Public    Videos


				A new directory can be created with mkdir directory, and an existing (empty) directory can be removed with rmdir directory. The mv command allows moving and/or renaming files and directories; removing a file involves rm file.
			

$ mkdir test
$ ls
Desktop    Downloads  Pictures  Templates  Videos
Documents  Music      Public    test
$ mv test new
$ ls
Desktop    Downloads  new       Public     Videos
Documents  Music      Pictures  Templates
$ rmdir new
$ ls
Desktop    Downloads  Pictures  Templates  Videos
Documents  Music      Public


B.1.2. Displaying and Modifying Text Files




				The cat file command (intended to concatenate files on its standard output) reads a file and displays its contents in the terminal. If the file is too big to fit on a screen, use a pager such as less (or more) to display it page by page.
			

				The editor command always points at a text editor (such as vi or nano) and allows creating, modifying and reading text files. The simplest files can sometimes be created directly from the command interpreter thanks to redirection: echo "text" >file creates a file named file with “text” as its contents. Adding a line at the end of this file is possible too, with a command such as echo "line" >>file.
			

B.1.3. Searching for Files and within Files




				The find directory criteria command looks for files in the hierarchy under directory according to several criteria. The most commonly used criterion is -name name: it allows looking for a file by its name.
			

				The grep expression files command searches the contents of the files and extracts the lines matching the regular expression (see sidebar BACK TO BASICS Regular expression). Adding the -r option enables a recursive search on all files contained in the directory passed as a parameter. This allows looking for a file when only a part of the contents are known.
			

B.1.4. Managing Processes




				The ps aux command lists the processes currently running and allows identifying them by their pid (process id). Once the pid of a process is known, the kill -signal pid command allows sending it a signal (if the process belongs to the current user). Several signals exist; most commonly used are TERM (a request to terminate) and KILL (a heavy-handed kill).
			

				The command interpreter can also run programs in the background if the command ends with “&”. By using the ampersand, the user resumes control of the shell immediately even though the command is still running (hidden from the user; as a background process). The jobs command lists the processes running in the background; running fg %job-number (for foreground) restores a job to the foreground. When a command is running in the foreground (either because it was started normally, or brought back to the foreground with fg), the Control+Z key combination pauses the process and resumes control of the command-line. The process can then be restarted in the background with bg %job-number (for background).
			

B.1.5. System Information: Memory, Disk Space, Identity




				The free command displays information on memory; df (disk free) reports on the available disk space on each of the disks mounted in the filesystem. Its -h option (for human readable) converts the sizes into a more legible unit (usually mebibytes or gibibytes). In a similar fashion, the free command understands the -m and -g options, and displays its data either in mebibytes or in gibibytes, respectively.
			

$ free
             total       used       free     shared    buffers     cached
Mem:       1028420    1009624      18796          0      47404     391804
-/+ buffers/cache:     570416     458004
Swap:      2771172     404588    2366584
$ df
Filesystem           1K-blocks      Used Available Use% Mounted on
/dev/sda2              9614084   4737916   4387796  52% /
tmpfs                   514208         0    514208   0% /lib/init/rw
udev                     10240       100     10140   1% /dev
tmpfs                   514208    269136    245072  53% /dev/shm
/dev/sda5             44552904  36315896   7784380  83% /home


				The id command displays the identity of the user running the session, along with the list of groups they belong to. Since access to some files or devices may be limited to group members, checking available group membership may be useful.
			

$ id
uid=1000(rhertzog) gid=1000(rhertzog) groups=1000(rhertzog),24(cdrom),25(floppy),27(sudo),29(audio),30(dip),44(video),46(plugdev),108(netdev),109(bluetooth),115(scanner)




11.2. Web Server (HTTP)




			The Falcot Corp administrators decided to use the Apache HTTP server, included in Debian Wheezy at version 2.2.22.
		

ALTERNATIVE Other web servers




			Apache is merely the most widely-known (and widely-used) web server, but there are others; they can offer better performance under certain workloads, but this has its counterpart in the smaller number of available features and modules. However, when the prospective web server is built to serve static files or to act as a proxy, the alternatives, such as nginx and lighttpd, are worth investigating.
		


11.2.1. Installing Apache




				By default, installing the apache2 package causes the apache2-mpm-worker version of Apache to be installed too. The apache2 package is an empty shell, and it only serves to ensure that one of the Apache versions is actually installed.
			

				The differences between the variants of Apache 2 are concentrated in the policy used to handle parallel processing of many requests; this policy is implemented by an MPM (short for Multi-Processing Module). Among the available MPMs, apache2-mpm-worker uses threads (lightweight processes), whereas apache2-mpm-prefork uses a pool of processes created in advance (the traditional way, and the only one available in Apache 1.3). apache2-mpm-event also uses threads, but they are terminated earlier, when the incoming connection is only kept open by the HTTP keep-alive feature.
			

				The Falcot administrators also install libapache2-mod-php5 so as to include the PHP support in Apache. This causes apache2-mpm-worker to be removed, and apache2-mpm-prefork to be installed instead, since PHP only works under that particular MPM.
			

SECURITY Execution under the www-data user




				By default, Apache handles incoming requests under the identity of the www-data user. This means that a security vulnerability in a CGI script executed by Apache (for a dynamic page) won't compromise the whole system, but only the files owned by this particular user.
			

				Using the suexec modules allows bypassing this rule so that some CGI scripts are executed under the identity of another user. This is configured with a SuexecUserGroup usergroup directive in the Apache configuration.
			

				Another possibility is to use a dedicated MPM, such as the one provided by apache2-mpm-itk. This particular one has a slightly different behavior: it allows “isolating” virtual hosts so that they each run as a different user. A vulnerability in one website therefore cannot compromise files belonging to the owner of another website.
			



QUICK LOOK List of modules




				The full list of Apache standard modules can be found online. 
→ http://httpd.apache.org/docs/2.2/mod/index.html

			



				Apache is a modular server, and many features are implemented by external modules that the main program loads during its initialization. The default configuration only enables the most common modules, but enabling new modules is a simple matter of running a2enmod module; to disable a module, the command is a2dismod module. These programs actually only create (or delete) symbolic links in /etc/apache2/mods-enabled/, pointing at the actual files (stored in /etc/apache2/mods-available/).
			

				With its default configuration, the web server listens on port 80 (as configured in /etc/apache2/ports.conf), and serves pages from the /var/www/ directory (as configured in /etc/apache2/sites-enabled/000-default).
			

GOING FURTHER Adding support for SSL




				Apache 2.2 includes the SSL module required for secure HTTP (HTTPS) out of the box. It just needs to be enabled with a2enmod ssl, then the required directives have to be added to the configuration files. A configuration example is provided in /usr/share/doc/apache2.2-common/examples/apache2/extra/httpd-ssl.conf.gz. 
→ http://httpd.apache.org/docs/2.2/mod/mod_ssl.html

			

				Some extra care must be taken if you want to favor SSL connections with Perfect Forward Secrecy (those connections use ephemeral session keys ensuring that a compromission of the server's secret key does not result in the compromission of old encrypted traffic that could have been stored while sniffing on the network). Have a look at Mozilla's recommandations in particular: 
→ https://wiki.mozilla.org/Security/Server_Side_TLS#Apache

			



11.2.2. Configuring Virtual Hosts




				A virtual host is an extra identity for the web server.
			

				Apache considers two different kinds of virtual hosts: those that are based on the IP address (or the port), and those that rely on the domain name of the web server. The first method requires allocating a different IP address (or port) for each site, whereas the second one can work on a single IP address (and port), and the sites are differentiated by the hostname sent by the HTTP client (which only works in version 1.1 of the HTTP protocol — fortunately that version is old enough that all clients use it already).
			

				The (increasing) scarcity of IPv4 addresses usually favors the second method; however, it is made more complex if the virtual hosts need to provide HTTPS too, since the SSL protocol hasn't always provided for name-based virtual hosting; the SNI extension (Server Name Indication) that allows such a combination is not handled by all browsers. When several HTTPS sites need to run on the same server, they will usually be differentiated either by running on a different port or on a different IP address (IPv6 can help there).
			

				The default configuration for Apache 2 enables name-based virtual hosts (with the NameVirtualHost *:80 directive in the /etc/apache2/ports.conf file). In addition, a default virtual host is defined in the /etc/apache2/sites-enabled/000-default file; this virtual host will be used if no host matching the request sent by the client is found.
			

CAUTION First virtual host




				Requests concerning unknown virtual hosts will always be served by the first defined virtual host, which is why we defined www.falcot.com first here.
			



QUICK LOOK Apache supports SNI




				The Apache server supports an SSL protocol extension called Server Name Indication (SNI). This extension allows the browser to send the hostname of the web server during the establishment of the SSL connection, much earlier than the HTTP request itself, which was previously used to identify the requested virtual host among those hosted on the same server (with the same IP address and port). This allows Apache to select the most appropriate SSL certificate for the transaction to proceed.
			

				Before SNI, Apache would always use the certificate defined in the default virtual host. Clients trying to access another virtual host would then display warnings, since the certificate they received didn't match the website they were trying to access. Fortunately, most browsers now work with SNI; this includes Microsoft Internet Explorer starting with version 7.0 (starting on Vista), Mozilla Firefox starting with version 2.0, Apple Safari since version 3.2.1, and all versions of Google Chrome.
			

				The Apache package provided in Debian is built with support for SNI; no particular configuration is therefore needed, apart from enabling name-based virtual hosting on port 443 (SSL) as well as the usual port 80. This is a simple matter of editing /etc/apache2/ports.conf so it includes the following:
			

<IfModule mod_ssl.c>
    NameVirtualHost *:443
    Listen 443
</IfModule>


				Care should also be taken to ensure that the configuration for the first virtual host (the one used by default) does enable TLSv1, since Apache uses the parameters of this first virtual host to establish secure connections, and they had better allow them!
			



				Each extra virtual host is then described by a file stored in /etc/apache2/sites-available/. Setting up a website for the falcot.org domain is therefore a simple matter of creating the following file, then enabling the virtual host with a2ensite www.falcot.org.
			
Example 11.16. The /etc/apache2/sites-available/www.falcot.org file

<VirtualHost *:80>
ServerName www.falcot.org
ServerAlias falcot.org
DocumentRoot /srv/www/www.falcot.org
</VirtualHost>




				The Apache server, as configured so far, uses the same log files for all virtual hosts (although this could be changed by adding CustomLog directives in the definitions of the virtual hosts). It therefore makes good sense to customize the format of this log file to have it include the name of the virtual host. This can be done by creating a /etc/apache2/conf.d/customlog file that defines a new format for all log files (with the LogFormat directive). The CustomLog line must also be removed (or commented out) from the /etc/apache2/sites-available/default file.
			
Example 11.17. The /etc/apache2/conf.d/customlog file

# New log format including (virtual) host name
LogFormat "%v %h %l %u %t \"%r\" %>s %b \"%{Referer}i\" \"%{User-Agent}i\"" vhost

# Now let's use this "vhost" format by default
CustomLog /var/log/apache2/access.log vhost




11.2.3. Common Directives




				This section briefly reviews some of the commonly-used Apache configuration directives.
			

				The main configuration file usually includes several Directory blocks; they allow specifying different behaviors for the server depending on the location of the file being served. Such a block commonly includes Options and AllowOverride directives.
			
Example 11.18. Directory block

<Directory /var/www>
Options Includes FollowSymlinks
AllowOverride All
DirectoryIndex index.php index.html index.htm
</Directory>




				The DirectoryIndex directive contains a list of files to try when the client request matches a directory. The first existing file in the list is used and sent as a response.
			

				The Options directive is followed by a list of options to enable. The None value disables all options; correspondingly, All enables them all except MultiViews. Available options include:
			
	
						ExecCGI indicates that CGI scripts can be executed. 
					
	
						FollowSymlinks tells the server that symbolic links can be followed, and that the response should contain the contents of the target of such links. 
					
	
						SymlinksIfOwnerMatch also tells the server to follow symbolic links, but only when the link and the its target have the same owner. 
					
	
						Includes enables Server Side Includes (SSI for short). These are directives embedded in HTML pages and executed on the fly for each request. 
					
	
						Indexes tells the server to list the contents of a directory if the HTTP request sent by the client points at a directory without an index file (ie, when no files mentioned by the DirectoryIndex directive exists in this directory). 
					
	
						MultiViews enables content negotiation; this can be used by the server to return a web page matching the preferred language as configured in the browser. 
					



			

BACK TO BASICS .htaccess file




				The .htaccess file contains Apache configuration directives enforced each time a request concerns an element of the directory where it is stored. The scope of these directives also recurses to all the subdirectories within.
			

				Most of the directives that can occur in a Directory block are also legal in a .htaccess file.
			



				The AllowOverride directive lists all the options that can be enabled or disabled by way of a .htaccess file. A common use of this option is to restrict ExecCGI, so that the administrator chooses which users are allowed to run programs under the web server's identity (the www-data user).
			
11.2.3.1. Requiring Authentication




					In some circumstances, access to part of a website needs to be restricted, so only legitimate users who provide a username and a password are granted access to the contents.
				
Example 11.19. .htaccess file requiring authentication

Require valid-user
AuthName "Private directory"
AuthType Basic
AuthUserFile /etc/apache2/authfiles/htpasswd-private




SECURITY No security




					The authentication system used in the above example (Basic) has minimal security as the password is sent in clear text (it is only encoded as base64, which is a simple encoding rather than an encryption method). It should also be noted that the documents “protected” by this mechanism also go over the network in the clear. If security is important, the whole HTTP connection should be encrypted with SSL.
				



					The /etc/apache2/authfiles/htpasswd-private file contains a list of users and passwords; it is commonly manipulated with the htpasswd command. For example, the following command is used to add a user or change their password: 
				

# htpasswd /etc/apache2/authfiles/htpasswd-private user
New password:
Re-type new password:
Adding password for user user


11.2.3.2. Restricting Access




					The Allow from and Deny from directives control access restrictions for a directory (and its subdirectories, recursively).
				

					The Order directive tells the server of the order in which the Allow from and Deny from directives are applied; the last one that matches takes precedence. In concrete terms, Order deny,allow allows access if no Deny from applies, or if an Allow from directive does. Conversely, Order allow,deny rejects access if no Allow from directive matches (or if a Deny from directive applies).
				

					The Allow from and Deny from directives can be followed by an IP address, a network (such as 192.168.0.0/255.255.255.0, 192.168.0.0/24 or even 192.168.0), a hostname or a domain name, or the all keyword, designating everyone.
				
Example 11.20. Reject by default but allow from the local network

Order deny,allow
Allow from 192.168.0.0/16
Deny from all





11.2.4. Log Analyzers




				A log analyzer is frequently installed on a web server; since the former provides the administrators with a precise idea of the usage patterns of the latter.
			

				The Falcot Corp administrators selected AWStats (Advanced Web Statistics) to analyze their Apache log files.
			

				The first configuration step is the customization of the /etc/awstats/awstats.conf file. The Falcot administrators keep it unchanged apart from the following parameters:
			

LogFile="/var/log/apache2/access.log"
LogFormat = "%virtualname %host %other %logname %time1 %methodurl %code %bytesd %refererquot %uaquot"
SiteDomain="www.falcot.com"
HostAliases="falcot.com REGEX[^.*\.falcot\.com$]"
DNSLookup=1
LoadPlugin="tooltips"


				All these parameters are documented by comments in the template file. In particular, the LogFile and LogFormat parameters describe the location and format of the log file and the information it contains; SiteDomain and HostAliases list the various names under which the main web site is known.
			

				For high traffic sites, DNSLookup should usually not be set to 1; for smaller sites, such as the Falcot one described above, this setting allows getting more readable reports that include full machine names instead of raw IP addresses.
			

SECURITY Access to statistics




				AWStats makes its statistics available on the website with no restrictions by default, but restrictions can be set up so that only a few (probably internal) IP addresses can access them; the list of allowed IP addresses needs to be defined in the AllowAccessFromWebToFollowingIPAddresses parameter
			



				AWStats will also be enabled for other virtual hosts; each virtual host needs its own configuration file, such as /etc/awstats/awstats.www.falcot.org.conf.
			
Example 11.21. AWStats configuration file for a virtual host

Include "/etc/awstats/awstats.conf"
SiteDomain="www.falcot.org"
HostAliases="falcot.org"




				AWStats uses many icons stored in the /usr/share/awstats/icon/ directory. In order for these icons to be available on the web site, the Apache configuration needs to be adapted to include the following directive:
			

Alias /awstats-icon/ /usr/share/awstats/icon/


				After a few minutes (and once the script has been run a few times), the results are available online: 
→ http://www.falcot.com/cgi-bin/awstats.pl
→ http://www.falcot.org/cgi-bin/awstats.pl

			

CAUTION Log file rotation




				In order for the statistics to take all the logs into account, AWStats needs to be run right before the Apache log files are rotated. Looking at the prerotate directive of /etc/logrotate.d/apache2 file, this can be solved by putting a symlink to /usr/share/awstats/tools/update.sh in /etc/logrotate.d/httpd-prerotate:
			

$ cat /etc/logrotate.d/apache2
/var/log/apache2/*.log {
  weekly
  missingok
  rotate 52
  compress
  delaycompress
  notifempty
  create 644 root adm
  sharedscripts
  postrotate
    /etc/init.d/apache2 reload > /dev/null
  endscript
  prerotate
    if [ -d /etc/logrotate.d/httpd-prerotate ]; then \
      run-parts /etc/logrotate.d/httpd-prerotate; \
    fi; \
  endscript
}
$ sudo mkdir -p /etc/logrotate.d/httpd-prerotate
$ sudo ln -sf /usr/share/awstats/tools/update.sh \
  /etc/logrotate.d/httpd-prerotate/awstats

				Note also that the log files created by logrotate need to be readable by everyone, especially AWStats. In the above example, this is ensured by the create 644 root adm line (instead of the default 640 permissions).
			




1.4. Follow Debian News




			As already mentioned, the Debian project evolves in a very distributed, very organic way. As a consequence, it may be difficult at times to stay in touch with what happens within the project without being overwhelmed with a never-ending flood of notifications.
		

			If you only want the most important news about Debian, you probably should subscribe to the <debian-announce@lists.debian.org> list. This is a very low-traffic list (around a dozen messages a year), and only gives the most important announcements, such as the availability of a new stable release, the election of a new Project Leader, or the yearly Debian Conference.
		

			More general (and regular) news about Debian are sent to the <debian-news@lists.debian.org> list. The traffic on this list is quite reasonable too (usually around a handful of messages a month), and it includes the semi-regular “Debian Project News”, which is a compilation of various small bits of information about what happens in the project. Since all Debian developers can contribute these news when they think they have something noteworthy to make public, the DPN gives a valuable insight while staying rather focused on the project as a whole.
		

COMMUNITY The publicity and press teams




			Debian's official communication channels are managed by volunteers of the Debian publicity team and of the press team. Members of the latter are delegates of the Debian Project Leader and handle official press releases. The publicity team is much less formal and welcomes contributions from everybody, be it to write articles for “Debian Project News” or to animate the @debian Identi.ca microblogging account. 
→ http://wiki.debian.org/Teams/Press
 
→ http://wiki.debian.org/Teams/Publicity

		



			For more information about the evolution of Debian and what is happening at some point in time in various teams, there's also the <debian-devel-announce@lists.debian.org> list. As its name implies, the announcements it carries will probably be more interesting to developers, but it also allows interested parties to keep an eye on what happens in more concrete terms than just when a stable version is released. While <debian-announce> gives news about the user-visible results, <debian-devel-announce> gives news about how these results are produced. As a side note, “d-d-a” (as it is sometimes referred to) is the only list that Debian developers must be subscribed to.
		

			A more informal source of information can also be found on Planet Debian, which aggregates articles posted by Debian contributors on their respective blogs. While the contents do not deal exclusively with Debian development, they provide a view into what is happening in the community and what its members are up to. 
→ http://planet.debian.org/

		

			The project is also well represented on social networks. While Debian only has an official presence on platforms built with free software (like the Identi.ca microblogging platform, powered by pump.io), there are many Debian contributors who are animating Twitter accounts, Facebook pages, Google+ pages, and more. 
→ https://identi.ca/debian
 
→ https://twitter.com/debian
 
→ https://www.facebook.com/debian
 
→ https://plus.google.com/111711190057359692089

		

3.2. How To Migrate




			In order to guarantee continuity of the services, each computer migration must be planned and executed according to the plan. This principle applies whatever the operating system used.
		
3.2.1. Survey and Identify Services




				As simple as it seems, this step is essential. A serious administrator truly knows the principal roles of each server, but such roles can change, and sometimes experienced users may have installed “wild” services. Knowing that they exist will at least allow you to decide what to do with them, rather than delete them haphazardly.
			

				For this purpose, it is wise to inform your users of the project before migrating the server. To involve them in the project, it may be useful to install the most common free software programs on their desktops prior to migration, which they will come across again after the migration to Debian; Libre Office and the Mozilla suite are the best examples here.
			
3.2.1.1. Network and Processes




					 The nmap tool (in the package with the same name) will quickly identify Internet services hosted by a network connected machine without even requiring to log in to it. Simply call the following command on another machine connected to the same network:
				

$ nmap mirwiz
Starting Nmap 6.00 ( http://nmap.org ) at 2012-12-17 11:34 CET
Nmap scan report for mirwiz (192.168.1.104)
Host is up (0.0037s latency).
Not shown: 999 closed ports
PORT   STATE SERVICE
22/tcp open  ssh

Nmap done: 1 IP address (1 host up) scanned in 0.13 seconds

ALTERNATIVE Use netstat to find the list of available services




					On a Linux machine, the netstat -tupan command will show the list of active or pending TCP sessions, as well UDP ports on which running programs are listening. This facilitates identification of services offered on the network.
				



GOING FURTHER IPv6




					Some network commands may work either with IPv4 (the default usually) or with IPv6. These include the nmap and netstat commands, but also others, such as route or ip. The convention is that this behavior is enabled by the -6 command-line option.
				



					If the server is a Unix machine offering shell accounts to users, it is interesting to determine if processes are executed in the background in the absence of their owner. The command ps auxw displays a list of all processes with their user identity. By checking this information against the output of the who command, which gives a list of logged in users, it is possible to identify rogue or undeclared servers or programs running in the background. Looking at crontabs (tables listing automatic actions scheduled by users) will often provide interesting information on functions fulfilled by the server (a complete explanation of cron is available in Section 9.7, “Scheduling Tasks with cron and atd”).
				

					In any case, it is essential to backup your servers: this allows recovery of information after the fact, when users will report specific problems due to the migration.
				


3.2.2. Backing up the Configuration




				It is wise to retain the configuration of every identified service in order to be able to install the equivalent on the updated server. The bare minimum is to make a backup copy of the configuration files.
			

				For Unix machines, the configuration files are usually found in /etc/, but they may be located in a sub-directory of /usr/local/. This is the case if a program has been installed from sources, rather than with a package. In some cases, one may also find them under /opt/.
			

				For data managing services (such as databases), it is strongly recommended to export the data to a standard format that will be easily imported by the new software. Such a format is usually in text mode and documented; it may be, for example, an SQL dump for a database, or an LDIF file for an LDAP server.
			
Figure 3.2. Database backups
[image: Database backups]



				Each server software is different, and it is impossible to describe all existing cases in detail. Compare the documentation for the existing and the new software to identify the exportable (thus, re-importable) portions and those which will require manual handling. Reading this book will clarify the configuration of the main Linux server programs.
			

3.2.3. Taking Over an Existing Debian Server




				To effectively take over its maintenance, one may analyze a machine already running with Debian.
			

				The first file to check is /etc/debian_version, which usually contains the version number for the installed Debian system (it is part of the base-files package). If it indicates codename/sid, it means that the system was updated with packages coming from one of the development distributions (either testing or unstable).
			

				The apt-show-versions program (from the Debian package of the same name) checks the list of installed packages and identifies the available versions. aptitude can also be used for these tasks, albeit in a less systematic manner.
			

				A glance at the /etc/apt/sources.list file will show where the installed Debian packages likely came from. If many unknown sources appear, the administrator may choose to completely reinstall the computer's system to ensure optimal compatibility with the software provided by Debian.
			

				The sources.list file is often a good indicator: the majority of administrators keep, at least in comments, the list of APT sources that were previously used. But you should not forget that sources used in the past might have been deleted, and that some random packages grabbed on the Internet might have been manually installed (with the dpkg command). In this case, the machine is misleading in its appearance of “standard” Debian. This is why you should pay attention to any indication that will give away the presence of external packages (appearance of deb files in unusual directories, package version numbers with a special suffix indicating that it originated from outside the Debian project, such as ubuntu or lmde, etc.)
			

				Likewise, it is interesting to analyze the contents of the /usr/local/ directory, whose purpose is to contain programs compiled and installed manually. Listing software installed in this manner is instructive, since this raises questions on the reasons for not using the corresponding Debian package, if such a package exists.
			

QUICK LOOK cruft




				The cruft package proposes to list the available files that are not owned by any package. It has some filters (more or less effective, and more or less up to date) to avoid reporting some legitimate files (files generated by Debian packages, or generated configuration files not managed by dpkg, etc.).
			

				Be careful to not blindly delete everything that cruft might list!
			



3.2.4. Installing Debian




				Once all the required information on the current server is known, we can shut it down and begin to install Debian on it.
			

				To choose the appropriate version, we must know the computer's architecture. If it is a reasonably recent PC, it is most likely to be amd64 (older PCs were usually i386). In other cases, we can narrow down the possibilities according to the previously used system.
			

				Table 3.1 is not intended to be exhaustive, but may be helpful. In any case, the original documentation for the computer is the most reliable source to find this information.
			
Table 3.1. Matching operating system and architecture
	Operating System	Architecture(s)
	DEC Unix (OSF/1)	alpha, mipsel
	HP Unix	ia64, hppa
	IBM AIX	powerpc
	Irix	mips
	Mac OS	amd64, powerpc, i386, m68k
	z/OS, MVS	s390x, s390
	Solaris, SunOS	sparc, i386, m68k
	Ultrix	mips
	VMS	alpha
	Windows 95/98/ME	i386
	Windows NT/2000	i386, alpha, ia64, mipsel
	Windows XP / Windows Server 2008	i386, amd64, ia64
	Windows Vista / Windows 7 / Windows 8	i386, amd64




HARDWARE 64 bit PC vs 32 bit PC




				Most recent computers have 64 bit Intel or AMD processors, compatible with older 32 bit processors; the software compiled for “i386” architecture thus works. On the other hand, this compatibility mode does not fully exploit the capabilities of these new processors. This is why Debian provides the “amd64” architecture, which works for recent AMD chips as well as Intel “em64t” processors (including most of the Core series), which are very similar to AMD64.
			



3.2.5. Installing and Configuring the Selected Services




				Once Debian is installed, we must install and configure one by one all of the services that this computer must host. The new configuration must take into consideration the prior one in order to ensure a smooth transition. All the information collected in the first two steps are useful to successfully complete this part.
			
Figure 3.3. Install the selected services
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				Prior to jumping in to this exercise with both feet, it is strongly recommended that you read the remainder of this book. After that you will have a more precise understanding of how to configure the expected services.
			

			


